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1.0 INTRODUCTION

This document presents a final Work Plan Sdbpe of Work (SOW) for a Phase
111 Remedial Investigation/Feasibility Study (RI/FS) at the Bally Engi-
neered Structures (BES) site in Bally, Berks County, Pennsylvania. A
separate Field Sampling and Analysis Plan (FSAP) and site-specific
Health and Safety Plan have also been developed to implement the SOW.
The RI/FS SOW has been prepared by Remcor, Inc. (Remcor), Pittsburgh,
Pennsylvania on behalf of BES in accordance with the requirements estab-
lished in the final Administrative Order by Consent (ACO) between the
U.S. Environmental Protection Agency (EPA) and BES dated January 28,
1987. This document addresses all comments received from EPA Region III
through July 27, 1987. All documentation supporting this work plan is

identified in the attached reference section.

1.1 SITE DESCRIPTION

The BES site consists of an active manufacturing facility situated on a

tract of approximately 19 acres in the Borough of Bally, about 12 miles
south of Allentown on Route 100. Figure 1-1 provides a general site

location map.

BES has operated the facility since 1972 and is engaged in the construc-
tion of insulated structures and structural panels. BES's predecessor,
Bally Case and Cooler Company (BCC), had conducted manufacturing activi-

ties at the site since the 1930s and was the original owner of the

facility.

In 1982, the presence of elevated concentrations of chlorinated volatile
organics in one of the Borough's municipal wells (Well No. 3) focused
attention on users of industrial solvents in the area. A survey con-
ducted by the Pennsylvania Department of Environmental Resources (PADER)
in 1983 (PADER, March 28, 1983) suggested the BES site as a potential
source of contamination. Subsequent to a meeting in 1984 between BES

and PADER, Environmental Resources Management, Inc. (ERM) was retained
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1-2

by BES to evaluate existing data and to perform an initial RI (Phase I
and Phase Il studies) to evaluate potential sources of contamination to

Bally Well No. 3.

ERM's report submitted in October 1986 (Funk and Smith, October 27,
1986) suggested that the BES site was the primary source of ground water
contamination on the plant property. The report also concluded that the
contamination extends north and northeast of the plant, toward Bally
Municipal Well Nos. 3 and 1 (Figure 1-1). Other industrial and residen-
tial ground water users are located within the Borough, northeast of

the BES plant. Predominant among the industrial users are the Bally
Ribbon Company and the Great American Knitting Company, also shown in

Figure 1-1.

Bally Municipal Well No. 3 was removed from the municipal supply system
in 1982 as a result of the presence of volatile organics, most notably
1,1,1-trichloroethane (TCA) and trichloroethylene (TCE), both commonly
used industrial degreasers. The ERM report concluded that h.gh volume
pumpage (approximately 300 gallons per minute [gpm]) of Well No. 3 from
1979 through 1982 served to draw volatile organic contaminants from the
BES site toward the well, capturing contaminants that might otherwise
have found their way into Bally Well No. 1 or other local industrial or
residential wells. Although Well No. 3 was pumped to waste at a low
rate from 1982 until March 12, 1987, its influence appears to be de-
creasing as levels of volatile organics in the other wells in the viein-
ity have been increasing. The increased contaminant levels suggest the
need for remedial action at this time to counteract the further spread

of contamination in the ground water system.

In consideration of the above, the current RI/FS SOW addresses charac-
terization and remediation of ground water contamination. The primary
objectives of the RI/FS are to delineate the source of ground water con-
tamination at the BES facility, to characterize the hydrogeoclogic set-

ting in sufficient detail to design an effective ground water cleanup
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program, and to provide a conceptual design of the remedial action to be
implemented at this site. In a separate action, BES has agreed to es-
tablish wellhead treatment at Well No. 3 so that this well can be used
as the primary alternative water supply for the Borough. Implementation
of pumping and treatment will be concurrent with performance of the
RI/FS and will be considered in evaluating public health and environmen-

tal concerns and in defining remedial alternatives.

This Phase III study is based, in bart, on the results of the ERM Phase
IT work. The EPA has accepted the ERM data, subject to qualifications

contained in its letter to BES, dated January 23, 1987 and the attached
review by Vitale, et al. (January 8, 1987), and Orient and Evans (Janu-

ary 23, 1987).

1.2 WORK PLAN ORGANIZATION
Chapter 2.0 (Summary of Existing Data) provides a synopsis of the his-

tory and current status of facility operations, as well as of the Bally

municipal wells, and summarizes investigations undertaken to date.
Pertinent elements of the local environmental setting are discussed.
The proposed wellhead treatment scheme at Well No. 3 is detailed. The
approach to development of an assessment of public health and environ-

mental concerns is stated.

Chapter 3.0 (Scoping of the RI/FS) discusses remedial action objectives
from the perspective of public health and environmental concerns and Ap-
plicable, or Relevant and Appropriate Regulations (ARARs). Existing
data are reviewed to determine additional data needs. A preliminary de-
velopment of remedial actions is provided as a basis for scoping of the

RI data needs.

Chapter 4.0 presents the actual statement of work for the 14 tasks to be
performed in the RI/FS, and Chapter 5.0 outlines administrative require-

ments relative to project organization, management, and schedule.
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2.0 SUMMARY OF EXISTING DATA

The purpose of this chapter is to summarize current knowledge relative
to ground water contamination at the BES site, and its occurrence in the
aquifer. A description of the activities that may have given rise to
the current levels of contamination is provided as a basis for the site

characterization described in Chapter 4.0.

Background is also provided relative to ground water use in the site
area. Current data in this regard are important relative to understand-
ing the potential rate and direction of future contaminant movement;
historic data provide some insight in the current distribution of con-
taminants within the aquifer. A proposed wellhead treatment scheme for
Well No. 3 is discussed. This chapter also provides a summary of the
nature and extent of ground water contamination, based on the ERM Phase
11 report (Funk and Smith, October 27, 1986) and concludes with a pre-

liminary assessment of public health and environmental concerns.

2.1 SITE HISTORY

2.1.17 BES Plant Facility

2.1.1.1 Overview

Initial manufacturing operations at the Bally plant site began in the
1630s with the production of high-quality wooden cabinets and cedar
chests. 'Cabinet production continued until the 1940s when the plant was

commissioned by the government to assist in the war effort.

In the 1950s, BCC turned to the manufacture of continuous-line, insu-
lated meat display cases. The ocuter shell of these display cases was
provided with a porcelain finish, and BCC also became a major supplier

of porcelain panels for use as building facades.

'
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The insulation used in the meat display cases during the 1950s was con-
ventional fiberglass batting. In the late 1950s, however, BCC began
experimenting with the use of urethane foam insulation to replace the
batting. Actual use of urethane foam in the production process did not
begin until the early to mid-196ds. Manufacture of the meat display
cases was discontinued about 1969, and the production capability of the

plant was fully dedicated to the manufacture of insulated panels.

BCC remained privately held until 1972, when it was purchased by the
Sunbeam Corporation. BCC became a subsidiary of Allegheny Interna-
tional, Inc. (AI) with Al's acquisition of Sunbeam in 1982. BCC was
renamed Bally Engineered Structures, Inc. in 1984, in response to the

increased emphasis on the manufacture of insulated panels and product

diversification.

2.1.1.2 Use of Hazardous Materials
Hazardous chemicals have been used at uhe Bally plant in two general

areas since the 1950s:

+ Pickling acids were used to prepare the surface
of the metal shells for the display cases to
receive the porcelain coatings.

+ Degreasing agents were used to clean metal sur-
faces to ensure a good bond with urethane foam
insulation, as well as to degrease small metal
parts used in interlocking the insulated panels
to form structures.

The EPA Environmental Photographic Interpretation Center (EPIC) archival
aerial photographs of the plant site show the presence of four lagoon
areas at the site from 1955 through 1970 (EPIC, August 1986). The ap-
proximate locztions of each of these lagoons are shown in Figure 2-1,
which also shows the plant buildings in plan view from about 1950 to

1970.
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To date, much of the discussion of potential sources of the volatile
organic contamination from the Bally plant has focused on these four
lagoons. While there is reason to suspect that some of these lagoons
may have received spent degreasing‘agents (i.e., volatile organics),
these lagoons were reportedly shallow (i.e., maximum depth not greater
than one foot), diked structures, built to contain the spent pickling
liquors from the porcelain plating operations. Based on PADER analyses,
these lagoons were characterized by elevated metals and sulfate levels,

rather than by organic contamination.

The first series of two lagoons was apparently constructed prior to May
1955, based on a May 2, 1955 aerial photograph (EPIC, August 1986) and
was backfilled prior to the mid-1960s as the plant buildings expanded to
the southwest. At about this time, a series of two other lagoons was
apparently constructed further to the south, as shown in Figure 2-1.

The latter two lagoons were eliminated with the construction of the
present plant office in 1970. These lagoons may not have been used
after the late 1960s as production of the porcelain-faced meat display

cases had ceased.

Initial use of degreésing agents at the Bally plant was concurrent with
the switch to urethane foam as the insulation material for the meat dis-
play cases. A 2,000-gallon capacity tank was located at the former de-
greasing area in the northeastern portion of the plant, as shown in
Figure 2-1. Prior to the application of the porcelain shells and the
foam insulation, an overhead monorail crane was used to dip the entire
case into the tank. Following dipping, the cases were set on the con-
crete floor and permittéd to dry before being returned to the production
line. Use of this degreasing tank was discontinued in approximately

1969, with the end of the case manufacturing operations.

A second degreasing area, shown in Figure 2-1 as the "small parts de-
greasing area," has been in use since the early 1960s for degreasing

small parts used in interlocking the insulated panels. The tank at this
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location has a capacity of 600 gallons, but it usually contains less

than 400 gallons of solvent.

Flushing agents have also been used tb clean molds and urethane foam
injection nozzles between mold shots. This activity has been ongoing
since initial use of urethane foam in the production process in the
mid-1960s. ' '

A1l spent degreasing agents have been drummed and disposed off site
through the services of a contract hauler and a disposer. The flushing
agent is drummed and sent to a reprocessor; about 60 percent of the
spent flushing agent is returned to the Bally plant, while the remainder

is disposed by the reprocessor.

In summary, the initial use of pickling acids at the BES site occurred
in the mid-1950s with the production of continuous line meat display
cases. JSolvents were not used in the production process until the mid-
1960s, with the advent of urethane foam as the insulation material in
the meat cases and insulated panels. Urethane foam insulation was used
in the manufacture of the meat display cases from 1964 until the discon-
tinuation of this line in 1969. The solvent used in the former degreas-

ing area (2,000-gallon tank) was exclusively TCE.

The following chronology is provided for use of degreasing agents in the

small parts degreasing tank (600-gallon tank):

August 1986 to present: Eaken Saf-T-Sol 31
April 23, 1980 to August 1986: Eaken Saf-T-Sol 15
Prior to April 23, 1980: Eaken Saf-T-Sol 5

There is no reference in the plant operating records to specific de-
greasing agents prior to 1980. In addition to the Saf-T-Sol 5, chloro-

thane may have been used during this period.

AR300 | 65 LEAay
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. Flushing solvents used in cleaning the injection nozzles in the foaming

department follow:

January 1987 to present: Methylene chloride

(Chemical Solvents, Inc.
SP-T713)
July 1986 to January 1987: Eaken Saf-T-Sol 12
February 1986 to July 1986: Chemical Solvents, Inc.
SP-7T11
July 1976 to February 1986: Eaken Saf-T-Sol 12
October 1973 to July 1976: Chlorothane VG
Prior to October 1973: Trichloroethylene

Material Safety Data Sheets (MSDSs) for each of the solvents used are

provided in Appendix A. General compositions are identified as follows:

Solvent Active Agent/Constituents
. SP-T711 Trichloroethylene
SP-713 Methylene Chloride
Chlorothane VG 1,1, 1-Trichloroethane
Saf-T-Sol 5 Methylene Chloride
. Tetrachloroethylene
Saf-T-Sol 12 Methylene Chloride
Methanol
Toluene
Saf-T-Sol 15 1,1,1-Trichloroethane
Saf-T-Sol 31 Hydrocarbons (no TCE/TCA&)

2.1.2 Ballv Municipal Wells
The Bally municipal wells (Well Nos. 1 and 3) represent the most signif-

icant potential receptors of site contamination. The location of each

well is shown in Figure 1-1 with reference to the BES site.

Currently, about 1,200 residents of the Borough are served by the Bally

Municipal Water Authority. Both municipal wells were intended to sup-

. plement the supply from a 270,000-gallon, spring-fed reservoir. The
CToLED
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reservoir is located approximately 3,000 feet northwest of the Bally
plant on a hillside overlooking Bally, and has not been adversely af-
fected by the ground water contamination. By reference to Figure 1-1,
it is apparent that this reservoir lies approximately at Elevation 640
feet mean sea level (ft-msl), about 160 feet above the BES site. The
springs and reservoir are therefore hydrogeologically isolated from the

observed ground water contamination.

Bally Well No. 1 has been in continuous service since October 1951.
Bally Well No. 3 was placed into service in November 1979 and taken off
line in December 1982 as a result of the volatile organic contamination
found in October of that year. Well No. 3 was originally intended to be
a back-up well. During the period when Well No. 3 was on line, the two
wells were pumped on a weekly alternating basis, at a rate of 300 gpm

for approximately five hours each day.

Specific‘data for each of the municipal wells, reproduced from Borough

records, follows:

Municipal Well No. 3:

+ Permit No. 0678502

« Drilled in 1977

*+ On-line in November 1979

+ Depth to bedrock is 3.5 to 7.0 feet

+ 300 gpm pump

+ Safe yield is 0.324 million gallons per day (MGD)
e Gas chlorination treatment

+ 300 feet deep

10-inch diameter

150 feet to pump

300-foot pumping head

Static water level is 35 feet (following drilling)
Pumping water level is 127 feet.

L] * o . L]

Municipal Well No. 1:

Permit No. 8207-4

Drilled in 1651

Depth to bedrock is 96 feet
Safe yield is 0.4 MGD

+ 300 gpm pump '

+ Hypochlorinator

t":‘"_f‘".'r?v
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272 feet deep

10-inch diameter

Static water level is 15 feet
Pumping water level is 45 feet.

Table 2-1 shows the Borough's daily metered water consumption over the
period from 1983 to 1987, since Well No. 3 was taken off-line. During
this period, pumpage from Well No. 1 has generally accounted for about
50 percent of the total production of the Bally Borough water supply

system. Actual production of water typically exceeds metered consump-
tion by a substantial margin so that it is difficult toraccurately de-
fine the actual quantities of water from Well No. 1 that are dedicated

to potable uses.

2.1.3 Remedial Investigations/Actions To Date

The PADER conducted an evaluation of potential sources of velatile or-
ganic contamination toc Well No. 3 following its closure in December
1982. The results of the PADER survey were reported in an internal
memorandun dated March 28, 1983 (PADER, March 28, 1983). This report
suggested that the BES site was a primary candidate source for the local
ground water contamination. BES was advised of these findings by PADER
via letter dated August 25, 1983. BES was not aware of any sources of
contamination resulting from its activities. Nonetheless, BES represen-
tatives met with PADER in January 1984 to evaluate possible remedies for

the ground water problem (Funk and Smith, October 27, 1986).

Subsequently, ERM was authorized by BES in September 1985 to conduct a
Phase I Study (Data Review and Evaluation) and a Phase II RI to deter-
mine the source(s) of contamination to Well No. 3. The results of the
ERM study were submitted in a report dated October 27, 1986 (Funk and
Smith). During the course of the ERM Phase II RI on the site, five on-
site and two off-site monitoring wells were installed. These 7 wells
and 13 off-site residential/municipal/industrial wells were sampled and
analyzed for chlorinated volatile organics, and five soil borings were

performed with analysis of the soils for vclatile organies. The soil

(\r"”"‘r‘(w
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borings were conducted in what was termed a "dirt area" approximately
315 feet southwest of Bally Well No. 3. This area had been identified
.in 1966 EPIC aerial photographs as a potential disposal area and a
likely scurce of. contamination for Well No. 3. The laboratory results
for these soil samples showed no measurable levels of volatiles, how-
ever, and on this basis the "dirt area' was eliminated as a possible

source of the contamination at Well No. 3.

In addition to the Phase II RI, the NUS Corporation Field Investigation
Team (NUS/FIT) prepared a Preliminary Assessment/Site Investigation
(PA/SI) report on the BES site. This report was submitted in September
1985 (Zima, et al., September 20, 1985). 1In conjunction with the PA/SI,
NUS/FIT collected soil samples from an unpaved area east of the BES
plant office and sampled the site well, both municipal wells, a well at

the Washington Elementary School, and four domestic wells.

In an effort to continue the role that Well No. 3 had apparently played
in confining contaminant movement, the Borough continued pumpag: of the
well to waste from 1982 until March 12, 1987. Pumpage was discontinued
at that time due to the inability of the Borough to obtain necessary
renewal of its surface water discharge permit from the PADER, Bureau of
water Quality. The permit had initially been issued for an interim
period of two years to permit'the Borough to develop a remedy for the

ground water contaminant problem.

2.2 ENVIRONMENTAL SETTING

2.2.1 Hydrogeologic Setting _ , ,
Bedrock occurring beneath the site is that of the Triassic Age Brunswick

Formation, which consists of red shales, siltstones, and, in the Bally
area, limestone fanglomerates. The fanglomerates are composed of lime-
stone breccia and limestone pebbles in a sandy, argillaceous matrix.
Unconsolidated material overlying bedrock consists of residual red-brown
clays and silts weathered from bedrock and a thin mantle (0 to 10 feet

thick) of alluvizl materizl.
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Ground water occurs within the Triassic Age Brunswick Formation primar-
ily through fractures and joints. Within the limestone fanglomerate,
subsequent solution activity has created higher porosity and permeabili-

ty than the adjacent shales and siltstones.

The aquifer flow direction has been shown to be northeast, based on a
water table contour map prepared from monitoring wells installed in pre-
vious studies. The existing conditions within the aquifer (static ver-
sus dynamic) at the time of water level measurements were not defined;
the northeast gradient may be influenced by withdrawal from industrial
and municipal wells in this vicinity. Static water table conditions may

exhibit a different flow component and/or gradient.

The existence of a perched water table above the main aquifer has been
implied in previous investigations. The confining layer for this zone
is said to be a zone of lower permeability near the bedrock surface.
This hypothesis cannot be supported from available data, and additional
investigation is required to verify the inferred perched water table

conditions.

2.2.2 Physiography and Site Drainage
The BES site is located near the contact of two physiographic provinces.

The hills to the northwest of the site are composed of igneous and meta-

morphic units of Precambrian and Cambrian Age that occur within the New
England physiographic province. The site lies within the Piedmont Up-
land physiographic province that occupies the lowlands east of the Pre-
cambrian and Cambrian Age hills. Relief between the two provinces is

approximately 500 feet.

There is little topographic relief at the BES site and its immediate
surroundings. The entire plant area lies at approximate Elevation 480
(£5) ft-msl.

AR300 ’«7' : (/)9!53!!2615{/7
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The plant site comprises about one-half of a U40-acre watershed originat-
ing near the northeastern Borough boundary. The watershed is bounded on
-the west by an unnamed tributary to the West Branch Perkiomen Creek.

The watershed is also bounded on the south by Barto Road and Route 100
and on the east by residential development. To the north, a man-made

upland wetland exists approximately 300 feet from the site area.

Surface drainage from the plant does not flow onto the wetland but
rather is directed to a storm sewer that runs along Main Street. The
source of water to the wetland area appears to be surface drainage from
springs originating northwest of Bally Municipal Well No. 3. Based upon
data developed by previous ground water studies, the aquifer in the site

viecinity does not appear to discharge to this area.

This wetland area, in part, is apparently the result of the infilling of
an old man-made impoundment. This impoundment is evident on historical
aerial photography as early as 1942 (EPIC, August 1986). In time, the
pond received became completely silted in (circa, 1981). Presently, the
wetlands area is characterized by a diffuse stream flow that constitutes

an unnamed tributary to the West Branch Perkiomen Creek.

The southeastern perimeter of the plant site is serviced by a municipal
storm sewer that includes an open ditch for approximately 200 feet in
the plant vicinity. This sewer ultimately outlets to a sewer line serv-

icing the main street of Bally.

Aéide from the open sewer along the southeastern site periphery, surface
runoff from the asphalt parking areas around the plant does not directly
discharge to any surface water body. Parking and plant yard areas to
the northwest of the plant buildings are gravelled and generate little

runoff,
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2.2.3 Adjacent Land Use
Bottomlands to the north and west of the BES site are predominantly

dedicated to agricultural use, with some orchard production on the hill-
sides. To the east and northeast, bottomlands surrounding a former
0.25-acre impoundment separate the plant area from Bally Well No. 3, a
municipal recreation area, and residential development. A Mennonite
church and cemetery lie along Barto Road and Route 100 immediately south

of the plant site.

There is no evidence of critical habitats or presence of federally

listed special-status species of wildlife within the site vicinity.

2.3 CURRENT SITE STATUS

2.3.1 BES Facility Operation

Figure 2-2 shows the current plant facilities in plan view, superimposed

over the lagoons and showing the former and current degreasing areas.

Specific zones of the plant are identified in this drawing.

BES has been pursuing a program designed to eliminate the use of de-
greasing agents containing TCE and TCA. At the present time, use of
solvents is restricted to the small parts degreasing area and the foam-
ing shop. In the small parts degreasing area, degreasing has been
achieved with Eaken Saf-T-Sol 31, containing only hydrocarbons other
than TCE and TCA.

Eaken Saf-T-Sol 12 was used from July ‘1986 through January 1987 in
cleaning the injection nozzles in the foaming department; since that
time, only methylene chloride has been used in this operation. BES is
experimenting with the use of high-pressure urethane foam injection
equipment that will ultimately eliminate the need for cleaning of the

nozzles between mold shots.
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Spent solvents from the small parts degreasing tank are drummed and
stored in a fenced storage area at the extreme northwestern end of the
plant property. Approximately 40 drums of solvents are generated every
two months. Drums are monitored periodically for any leaks, and the
drums are dated to ensure that storage does not exceed the 90-day limit

established by the Resource Conservation and Recovery Act (RCRA).

2.3.2 Ground Water Users

Aside from Bally Well Nos. 1 and 3; the 1983 PADER survey identified in-
dustrial wells at the Great American Knitting Company and Bally Ribbon
Company. The Bally Ribbon well lies immediately adjacent to Bally Well

No. 1. Substantial quantities of ground water are apparently withdrawn,
with a portion used in the plant's dyeing operation. Withdrawal from
the Great American Knitting Company well is undetermined at this time.
Detailed records of withdrawal at the industrial wells will be obtained

during the preliminary data evaluation phase of the RI.

In addition to the industrial water uses, the PADER study identified
approximately nine domestic wells in the Borough and its immediate vi-
cinity. Section 2.5.1 provides specific location information for these
wells in conjunction with a discussion of sampling in 1983 and 1986.
Ground water withdrawal from the domestic wells is anticipated to be
minimal since all Borough residents are serviced by the municipal water

supply system.

The BES plant also operated a well to provide small quantities of cool-
ing water; however, use of the plant site well was discontinued in 1981.
At present, the BES plant obtains all of its potable and process waters

from the municipal system.

2.4 PROPOSED ALTERNATIVE WATER SUPPLY
Following closure of Bally Municipal Well No. 3 for use as a public
water supply in December 1982, the Borough of Bally continued to pump

the well to waste. This action as taken to preserve the role that the
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municipal well had apparently played in containing the volatile contami-
nant plume. Discharge of water pumped from the well was to an unnamed
tributary to the West Branch Perkiomen Creek, in accordance with a dis-
charge permit issued by the PADER, Bureau of Water Supply to the Bor-
ough. This permit was originally intended to continue in force for a
period of two years, or until the Borough had undertaken additional cor-
rective action to preclude further spread of contamination in the aqui-
fer. The permit lapsed in 1984, and PADER failed to respond to requests
from the Borough for continuation of the permitted discharge. As a re-

sult, pumping of Well No. 3 to waste ceased on March 12, 1987.

Since cessation of pumping at Well No. 3, BES has been cooperating with
the Borough and with the PADER to provide an alternative source of
drinking water for the community. Based on an engineering evaluation
done by Remcor in June 1987, the cost-effective alternative was deter-
mined to be air stripping of the discharge from Well No. 3 for use as a
supplementary water supply when the springs to the northwest of Bally
are insuficient to meet system demand. In addition to providing a
needed alternative water supply, this action would permit continuous
pumping of the aquifer through the municipal well to aid in controlling
the spread of contaminants. Application materials for permits necessary
to conduct this action (i.e., air quality, public drinking water supply,
and National Pollutant Discharge Elimination System [NPDES} discharge
permits) have been submitted and permit approval is anticipated in mid-
to late-October. Construction of the treatment system and necessary
piping will be completed within six weeks of permit approval, so that

the entire system could be operational prior to the end of 1987.

The air stripping system will be a packed tower air stripper with in-
duced draft. The system will consist of the column, blower, foundation,
slab, and pump enclosure, and necessary piping and electrical wiring
components. The system has been designed for a maximum flow of 300 gpm.
The tower will be approximately Y4 feet in diameter and 32 feet in
height, and will be constructed of high-density polyethylene (HDPE),
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with carbon steel structural members. The packing will of the struc-
tured plate type. A booster pump will be provided with adequate capac-

ity to pump treated water into the municipal distribution system.

Discharge from the well wWill be treated at all times to meet the more
stringent of limits established in either the public water supply or
NPDES discharge permits issued by PADER and will not exceed the acute or
chronic AWQC for the protection of aquatic life. 1In this manner, the

action will be consistent with both state and federal ARAR.

The establishment of wellhead treatment will be concurrent with perfor-
mance of the RI/FS for this site, effectively obviating exposure of
Bally residents to potable water containing volatile organic contamina-
tion in excess of maximum contaminant levels (MCLs) established pursuant

to the Clean Water Act (CWA).

2.5 PROBLEM ASSESSMENT
This section defines th# nature and extent of ground water contamination

in the site area based primarily on the Phase II RI study (Funk and
Smith, October 27, 1986) and provides an approach for the assessment of
public health and environmental concerns. The Phase II RI report con-
tains supporting documentation on sampling and analytical protocols and

a more detailed presentation of the data from that study.

2.5.1 Nature and Extent of Contamination

During the course of the Phase II RI study, ERM sampled the five wells
installed on site, two monitoring wells (nest) installed off site, the
plant site well, Bally Well Nos. 1 and 3, industrial water supply wells
at the Bally Ribbon Mill, and the Great American Knitting Mill, and nine

residential wells northeast of the plant site. Figure 2-3 provides lo-

cations for each of these sampling points. Table 2-2 summarizes the
analytical results. Predominant contaminants were 1,1-dichloroethene
(DCE), TCA, and TCE. Figure 2-4 provides a graphical summary of the

occurrence and distribution of selected chlorinated volatile organic
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contaminants. This figure is organized to portray contaminant levels
found in 1986, generally proceeding from the southwest to the northeast
across the BES site. As is evident from Figure 2-4, wells to the south-
west of the site were uncontaminatéd, the highest levels of contaminants
were found at the site and in Well No. 3, and contamination decreased
markedly beyond Well No. 3, toward Well No. 1 and the surrounding resi-

dential and industrial wells.

With respect to the ground water contamination found on site, the high-
est level of volatile organiec contamination (7,244 parts per billion
[ppb]) was found in Well No., 86-4S (shallow well) near the northeastern
corner of the main plant building. The deeper competent shale/fanglom-
erate bedrock unit on site, monitored at 86-3D showed generally lower
levels of contamination than the shallow well at this location, possibly
suggesting a confining or semi-confining layer that may mitigate down-
ward migration of the volatiles into the deeper bedrock. The evidence
for such a confining layer as a result of the Phase II study is largely
circumstantial and will require confirmation through the Phase III RI

study.

The presence of a reverse situation regarding contaminant levels at the
86-5 well nest (86-5S and 86-5D), that is, generally higher contamina-
tion in the deeper bedrock, is attributed to the effects of pumpage at
Well No. 3. The pump at Well No. 3 is set at a depth of 150 feet and
high volume pumpage of this well is presumed to have created a local
vertical gradient within the zone of capture of the well (Funk and
Smith, October 27, 1986).

The ERM Phase II study concludes that the contaminant distribution is
controlled by two factors: (1) the principal ground water flow direc-
tion to the northeast, and (2) pumpage of Bally Well No. 3. High-volume
(approximately 300 gpm) pumpage of Well No. 3 from 1979 through 1982 may
have created a strike-parallel drawdown condition that caused ground

water to flow preferentially toward the north.
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The primary site contaminants found in off-site wells were DCE, TCA,
and TCE. The highest level of total chlorinated volatile organic con-
tamination found in off-site wells was in Bally Well No. 3 (3,509 ppb,
of which 2,500 ppb was TCA). Well No. 3 is thought to have functioned
as a "guardian" well during its active pumpage from 1979 to 1982, cap-
turing the contaminant plume and accounting for the high levels of con-
tamination found in this well in 1986. Figures 2-5 and 2-6 provide
isoconcentration comparison plots for data obtained in the PADER 1983
off-site well survey and the sampling done by ERM in 1986. Figure 2-7
provides a graphical presentation of these data. From this plot, it is
evident that off-site éontamination is increasing as the historic ef-
fects of high volume pumpage at Well No, 3 diminish. This increase in
contamination points to a need for remedial action in the near term to

mitigate further spread of the plume.

As the EPA Region III Field Investigation Team (FIT) contractor, NUS
Corporation (NUS) performed a preliminary assessment and site investiga-
tion (PA/SI) of the Bally site in 1985 in response t»> contamination of
Bally Municipal Well No. 3 with volatile organies. NUS collected 15
samples, including four on-site soil samples, one on-site ground water
sample, eight ground water samples from wells surrounding the site and
two field blanks (one solid; one aqueous). Soil auger samples No. 1, 2,
and 3 were taken on the southeast side of the office building, which was
believed at that time to have been the location of the former waste dis-
posal lagoons. Further study of historic aerial photographs indicates
that these samples were not located within the former lagoons. The
aerial photographs reveal the lagoons to have been located on the north-
west side of the office building and extending under the present produc-
tion complex (Figure 2-2). The ground water samples were taken from
nine wells previously sampled by the PADER in 1983. The wells included
Bally Muniecipal Wells No. 1 and 3, an on-site wells no. 1, 2, and 3 on
the Longacre Dairy Farm, the Gehman residence well, the Washington
Elementary School well, and the effluent from Municipal Well No. 3.
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The NUS/FIT results are of interest primarily because they represent the
only full hazardous substance list (HSL) or CLP target compound list
analyses of environmental samples from the Bally site. However, the
organic results of the NUS/FIT sampling were reported as highly quali-
fied and inconclusive due to abnormally elevated levels of contaminants
not associated with the Bally site and apparent contamination of the
field blanks. 1In particular, the chlorinated volatile organics of in-
terest at the site (i.e., TCE, TCA, and DCE) were found in blank samples
"at sufficient levels to question the aforementioned [i.e., organic
data] sample results for these parameters" (Zima, September 20, 1985).
Volatile organic contaminants were generally reported to be less than 10
micrograms per liter (ug/g) in the ground water samples. Due to high
blank contamination, the presence of a number of these compounds was
questioned. However, significant concentrations of TCE and DCE were
found in the following NUS/FIT samples. NUS/FIT Sample No. 5 appears to
have been taken from the BES plant site well, although the well is
incorrectly located in the PA/SI report:

CONCENTRATION
S SAMPLE DESCRIPTION (ug/2)
' TCE DCE
5 BES Plant Site Well 415.18  6.28
6 Bally Well No. 3 48y .7 175.72
7 Effluent from Well No. 3(1) 15.15  4.16
8 Mabel Gehman Well 238.17  3.28
12 Bally Well No. 1 4.88  0.58(2)

(1)Bally Well No. 3 pumping to waste during this period.

(2)Approximate quantification below detection limit; of questionable
quantitative value. :

Volatile organic contamination found in the three soil samples taken to

the east of the BES office and a single surface soil sample taken from
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the perimeter of the BES drummed waste storage area was also found to be
less than 10 micrograms per kilogram (ug/kg) and of questionable quanti-

tative value.

The solid blank sample was not analyzed for acid and base/neutral (ABN)
extractable organic compounds. The only measurable occurrence of ABN
compounds in the soil and ground water samples analyzed was that of sev-
eral phthalate species. These results were highly qualified, and were

generally less than 1 ug/% for the'aqueous samples.

The inorganic analytical results were also highly qualified in the
NUS/FIT data review (Zima, et al., September 20, 1985). Blank contami-
nation lead to guestionable results for a number of the metals. Never-
theless, none of the wells supplying drinking water contained Primary
Drinking Water Standard (PDWS) metals in excess of the respective MCLs.
The only case where a MCL was exceeded waé in the BES plant site well
(lead at 0.13 ug/%). Metals analysis of the four soil samples showed
generally low levels of inorganics, with the exception of aluminum and
iron (mean values of 16 and 18 milligrams per kilogram [mg/kg], respec-
tively). No "background" soil samples were taken during the NUS/FIT
PA/SI to permit evaluation of these levels relative to naturally occur-

ring metals in area soils.

2.5.2 Preliminary Assessment of Public Health and Environmental
Concerns

2.5.2.1 Preliminary Risk Assessment

In accordance with guidance establishea by the EPA, a risk assessment
will be performed during the conduct of the RI/FS to ensure that reme-
dial actions attain a degree of cleanup that adequately protects human
health and the environment. The purpose of this preliminary risk as-
sessment 1s to review parameters relevant to a health-based risk assess-
ment and to outline an approach for continuation and refinement of the

risk assessment process.
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2.5.2.2 Degree and Extent of Contamination

Information from earlier studies at the site indicates that ground water
underlying and adjacent to the facility is contaminated with various
chlorinated hydrocarbons (Table 2-2). Current information suggests that

ground water is the only medium of concern.

Based on data shown in Table 2-2, the following four compounds are
selected as indicator compounds:

+ Trichloroethylene (TCE)

« 1,1,1-trichloroethane (TCA)

. Teurachloroethylene (PCE)
+ 1,1 dichloroethylene (DCE).

These indicaﬁor comﬁoﬁnds havé beenrselected based on their toxiecity and
prevalence in the ground water. Of the four indicator compounds, TCE
and TCA were detected most often and at higher levels than other ground
water contaminants. This contamination problem is consistent with the
history of solvent use at the BES facility (Section 2.1.1). The highest
levels of contamination have been found in wells adjacent to (86-3S and
86-4) and northeast of the facility (Bally Well No. 3). All of the in-
dicator compounds are reported to leach into ground water fairly

readily.

2.5.2.3 Toxicity S
All of the indicator compounds may affect the human body through skin

contact, ingestion, or inhalation. Of the four indicator compounds, TCA
is the least toxic overall. Summaries of toxicological properties of
the indicator compounds have been provided in the remainder of this sec-

tion from Clement Associates (September 27, 1985).

TCA is quite volatile (vapor pressure equals 123 millimeters of mercury
[mmHg] at 20 degrees Celsius) and is also generally less toxic than TCE
and PCE. A study by the National Toxicology Program (1984) indicates
that TCA increased the incidence of combined hepatocellular carcinomas
and adenomas in female mice when administered orally. Other toxic ef-

fects of TCA are seen only at concentrations well above those likely to
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be encountered in an environmental (i.e., unconfined) setting. The most
notable toxic effects in humans and animals are central nervous system
depression, Impairment of coordination and equilibrium have been re-
ported from exposure to air concentrations above 350 parts per million
(ppm). TCA may also cause irritation to skin and mucous membranes.

Acute toxicity studies report an oral LDgy in rats of 11,000 mg/kg.

Tetrachloroethylene, also called PCE or perchloroethylene, was found to
produce liver cancer in mice when administered orally (National Cancer
Institute, 1977). Renal toxicity and hepatotoxicity have been noted
following chronic inhalation exposure of rats to PCE levels of 1,356

milligrams per cubic meter (mg/m3).

TCE is carcinogenic to mice after oral administration, producing hepato-
cellular carcinomas (National Cancer Institute, 1976; National Testing
Program, 1982). Chronic studies showed kidney, liver, nervous system,
and skin toxicity in test animals following inhalation exposures to
2,000 mg/m3 for six months. TCE has low acute toxiecity with an oral
LDSO of 6,000 to 7,000 mg/kg in several test species.

DCE is a volatile, water-soluble compound shown to produce kidney tumors
and leukemia in one study of mice exposed by inhalation, but the results
from other studies were equivocal or negative. DCE is mutagenic and it
causes adverse reproductive effects when administered to rats and rab-
bits by inhalation. Chronic exposure causes liver damage and acute
exposure to high concentrations produces nervous system damage. Vola-
tilization appears to be the primary transport process for DCE and its
subsequent photooxidation in the atmosphere is apparently the predomi-~

nant fate process.

Cleanup criteria for ground water contaminants will be established dur-
ing the course of the RI/FS. A primary objective of risk assessment is
to establish cleanup criteria consistent with ARAR and risk to the pub-
lic health or environment. There is presently little data upon which to

base either quantitative risk calculation or cleanup criteria.
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‘ Criteria will be established by an examination of':
»+ C(Contaminants present in the ground water

» Potential exposure pathways for both human and
environmental receptors

*+ Risks associated with potential exposures

» Accepted exposure standards for both human and
environmental receptors.

A summary of health effects and chemical and physical properties of each
of the indicator compounds is included as Appendix A in the Site Health
and Safety Plan (Remcor, September 1987b), a companion document to this

work plan.

2.5.2.4 Exposure Routes
The impending implementation of wellhead treatment at Bally Well No. 3

and subsequent reliance on this well as the primary alternative waster
. supply will essentially eliminate the threat of ingestion of contami-
nated drinking water. The water withdrawn from Well No. 3 will be
treated to ensure compliance with limits established by the PADER Com-
munity Environmental Council (CEC) under a public drinking water supply
permit. Continuous pumping of Well No. 3 is presently envisioned, with
discharge of quantities exceeding the municipal system demand to an un-
named tributary of the West Branch Perkiomen Creek. This surface dis-
charge will be in conformance with a NPDES permit issued by the PADER
Bureau of Water Quality (BWQ), tﬁus furfher ensuring that the stream and

environmental receptors in this area are protected.

Wellhead treatment and continuous pumping of Well No., 3 will be imple-
mented prior to the completion of the RI. Public health risk from ex-
posure to the municipal water supply via exposure routes such ingestion,
showering, cooking, and washing dishes and clothes will be addressed.
However, the levels of chlorinated volatile organic contaminants found
in the municipal supply will have been reduced by treatment to those
. specified in the public water supply permit.
e om o Ty

” ‘ <

AR300TE] Ty

"REALISTIC SOLUTIONS FOR HAZARDOUS WASTE PROBLEMS”




3.0 SCOPING OF THE RI/FS

3.1 OBJECTIVES OF THE RI/FS
In general, the objective of the RI will be to characterize the site and

surrounding ground water receptors in adequate detail to support the
development of a comprehensive assessment of public health and environ-
mental concerns. As subsequent sections 'suggest, the preliminary iden-
tified remedial objective for permanent, on-site remedial action is the
pumping and treatment of ground water. Data must be collected to evalu-
ate this action as well as identifying any other significant exposure
paths and other possible remedial alternatives‘which are determined to

be equally effective.

3.1.1 Specific RI/FS Objectives and Data Uses

3.1.1.1 Remedial Investigation Objectives and Data Uses

Source Chareoterization

Previous studies have determined that the BES plant is a source of vol-
atile organic contamination to the surrounding aquifer. However, spe-
cifie source éreas at the plant have not been identified. Based on
historic operational data, the primary candidate source areas are the
former and existing degreasing areas. Past emphasis on the lagoons that
received spent acid solutions in the 1950s and 1960s appears to be un-
warranted. In consideration of these facts, the RI will attempt to de-
fine the source of volatile organic contamination at the degreasing
areas. The lagoon areas underlying the present plant buildings will
also be sampled to test the hypothesis that these areas are not a source

of volatile organic contaminants to the aquifer.

Plume Characterization

Installation of additional monitoring wells has been proposed to augment
the present network of monitoring and domestic wells in a manner that

will permit evaluation of the lateral and vertical extent of contaminant
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migration from the source areas. Characterization of the contaminant
plume is a necessary prerequisite to definition of remedial alternatives

designed to manage migration through ground water interception and

treatment.

Hydrogeologic Evaluation

The RI will establish aquifer performance chaéacteristics (e.g., speci-
fie capacity, transmissivity, and storage coefficients) and expected
yields and anticipated zones of influence from potential ground water
interceptor wells. This data will be obtained through a baseline ground
monitoring of the aquifer, aquifer testing in specific wells and conduct

of a 48- to 72-hour continuous pumping test.

Discharge of Contaminated Ground Water to Surface Water

The remote potential exists for discharge of contaminated ground water
to surface water in a man-made wetland immediately north of the BES
plant. Samples of surface water will be collected from this area and
tested for volatile organi. contaminants to evaluate whether this migra-
tion pathway should be considered further. In addition, periodic moni-
toring of discharge at thé NPDES outfall from the Well No. 3 treatment
system will ensure that contaminants are not entering the wetland from

this source.

Evaluation of Public Health and Environmental Concerns

With installation of treatment at Well No. 3 and scle reliance on this

source to supplement the municipal water supply, exposure of Borough
residents to contaminated drinking water is effectively limited to those
few individuals who voluntarily choose to use their private wells rather
than the municipal system. This issue is clearly the responsibility of
the local or state health departments, and will not be addressed as an
exposure pathway in the RI/FS. The RI risk assessment will examine pub-
lic health concerns resulting from use and ingestion of water in the
municipal water supply system following implementation of wellhead
treatment and reliance on Bally Well No. 3 as the primary alternative

water supply for the Borough.
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There will remain an area between Bally Well No. 3 and the BES plant
where ground water contaminant levels may exceed those of the treated
discharge from the well. Left unabated, this situation would persist
until contamination had been effectively purged from the aquifer by
pumping at the municipal well. There are neither residences nor domes-
tic wells within this area. The zone currently supports a man-made, up-
land wetland community. The wetland arose as a result of infilling of a
reservoir and breaching of the dam sometime between 1981 and 1984 (EPA,
August 1986). The risk assessment will examine possible adverse chronic
effects on aguatic life via volatile organic contaminants from the BES
plant in the event that surface water sampling evidences levels of

concern.

3.1.1.2 Feasibility Study
Adequate data are presently available to permit design of the wellhead

treatment system at Well No. 3 to meet discharge requirements to be
established by the PADER. A geotechnical investigation was performed

in July 1987 to obtain necessary data reluative to foundation design.
Wellhead treatment will be undertaken concurrent with the performance of
the RI/FS. As a result, the data base available to the FS will consist
not only of that obtained in the RI but also will contéin chemical-
analytical and hydrogeological data obtained during the operation of the
wellhead treatment system. These data will ensure adequate information
with which to measure the effectiveness of the wellhead treatment system
and, if necessary, to design additional controls to supplement or en-

hance pumping and treatment at Well No. 3.

The focus of the FS will therefore be to determine whether additional
engineering controls {(e.g., ground water interception and treatment be-
tween the BES plant and Well No. 3) can significantly enhance remedia-
tion of the aquifer and/or provide additional benefits to the public
health or environment. The FS will also consider the technical feasi-
bility, cost, and ievel of benefit achieved through control of volatile
organic contaminant sources at the BES plant, should concentrated

sources be found to exist.
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3.2 DATA QUALITY OBJECTIVES
Having identified RI/FS objectives and data uses in Section 3.1.1, this

section discusses requirements for precision, accuracy, representative-
ness, completeness, and comparability (PARCC) parameters, as defined in
"Data Quality Objectives for Remedial Activities" (EPA, March 1987).

3.2.1 Definitions

*+ Precision - A measure of the reproducibility of
measurements under a given set of conditions.

+ Accuracy - A measure of the bias (i.e., error) in
a measurement system.

* Representativeness - A relatively subjective mea-
sure of the degree to which the sampling method-
ologies permit collection of typical samples.

« (Completeness - A measure of the percentage of all
measurements judged to be valid results, that is,
not rejected in the data validation step.

+ Comparability - A qualitative expression o° the
confidence with which one data set can be com-
pared against another,

3.2.2 Quantitative PARCC Reguirements
Methods for quantitation of precision and accuracy have been discussed

in Section 10.2 of the FSAP. Completeness requirements for laboratory

data are best established after the analytical results are received and
other data have been collected regarding hydrogeologic characterization
of the study area. Represéntativeness and Comparability are subjective
parameters for which strict quantitative DQOs have not been established.

3.2.2.1 Field Screening (Data Quality Level I)
Instrumentation will be employed as outlined in the FSAP to permit col-

lection of real time screening data (DQO Level I) relative to the fol-

lowing: volatile organic content of soils, surface waters, and ground
water; and pH and conductivity of surface and ground water. Accuracy
Wwill be ensured by calibration of the field instruments in accordance

with the methods and calibration schedules established in the FSAP.
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Establishment of precision and accuracy DQOs for measurements from field
instruments is difficult because of the greater opportunity for uncer-
tainty (error) in the measurements, in comparison to that encountered in
the more controlled laboratory setting. Knowledge of the precision and
accuracy incorporated in the field measurements is of value, however,
because such measurements may be used to select samples for laboratory
analysis, and/or may dictate the range and extent of sampling (e.g.,
elevation and length of well screen). Guidance for establishment of
DQOs presently available from the EPA (March 1987) does not report any
historic data relative to precision and accuracy of measurements made

with the instrumentation to be used in the present RI.

3.2.2.2 Laboratory (DQO Level IV)

Precision _and Accuracy N

All laboratory analyses will be conducted in accordance with the most
recent CLP Statement of Work for Organics Analysis (CLP, October 1986().
As such, these data will commensurate with DQO Level IV; precision ana
accuracy DQOs will be as established in the Statement of Work (CLP,
October 1986).

Field quality control samples will be obtained as specified in Section
10.2 of the FSAP. These will include field replicates and both field
and trip blanks. Laboratory quality control will be in accordance with
the Statement of Work (CLP, October 1986). The quality control program
thus defined will ensure measurement of total system (i.e., sample col-
lection, handling, processing, transport, and laboratory analysis)

variability.

Representativeness

Representativeness has been incorporated in the design of the sampling
program. Soil sampling in the former lagoon areas provides for collec-

tion of samples above, at, and below the suspected base of the lagoon at
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two locations in each of the four former lagoons. The operating hypo-
thesis is that the lagoon contents were relatively homogeneous when
initially deposited, and have been intermixed with other soil materials
during subsequent regrading and building expansion. These lagoons re-
ceived predominantly inorganic wastes, and are not anticipated to repre-
sent sources of volatile organic contamination to the aquifer. Sampling
the lagoons at a greater frequency would, therefore, not produce results

more representative of residual contamination than that proposed.

The ground water monitoring network to be installed in the RI has been
designed to augment the existing domestic and monitoring wells. Follow-
ing installation of the 13 additional wells, well clusters (i.e., shal-
low, intermediate, and deep monitoring points) will be available at
seven points, providing adequate lateral and vertical coverage within

the aquifer, . i

Surface water samples will be taken from the man-made wetland immedi-
ately north of the BES plant. There is nc evidence that contaminated
ground water discharges to the wetland at present; if present, volatile
organic contaminants should be distributed generally throughout the
small wetland area. The specific location of sample collection is,
therefore, not a guiding factor in ensuring that samples drawn from this

area are representative.

Completeness _ o

Completeness of the analytical data base will be evaluated following
validation pursuant to the EPA "Functional Guidelines" (EPA, April
1985), and hydrogeologic characterization of the study area in the RI.

At the present time, it is impossible to establish which of the proposed

sampling points are critical to successful interpretation of the degree
and extent of contamination. Initially, a high level of completeness
will be reguired, primarily because single sampling tours are antici-

pated for each medium.
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Should soils data from the lagoons consistently show absence of volatile
organic contamination, completeness requirements may be less stringent.
Field screening'data will provide a measure of redundancy for laboratory
analysis of soils taken from the suspected source areas (existing and
former degreasing areas). The completeness requirement for laboratory
analytical results will be based on the screening results. A higher
completeness requirement will be placed on the laboratory results if
screens indicate the presence of concentrated zones of contamination be

found that may be amenable to specific source control measures.

- The completeness requirement for the surface water sample is obviously
100 percent, since only a single location will be sampled. The need for
completeness in the results of ground water and domestic well analyses
will be a function of the lateral and vertical extent of contamination
found. Adeguate completeness will be required to permit definition of
the present approximate limits of contamination, as well as to generally
predict the rate and direction of future movement. Exposure to a con-
taminated drinking water supply will be curtailed via implementation of
treatment at Well No. 3. This action obviates the need to achieve a
high degree of completeness in the domestic well analyses in order to

address risk to public health.

Comparability ,
Comparability of the laboratory data will be evaluated following receipt

of validated results. As noted, results from the former lagoons are

anticipated to be in good agreement with one another. Trends in con-
taminant levels in the soil samples taken from the suspected source
areas should be supported by the data, and the data should generally
agree with trends in contaminant distribution defined via OVA scréening
in the field. Strict numerical comparisons between field OVA results
and laboratory results are generally not appropriate; however, any labo-
ratory data that show volatile contamination significantly below that
found in the field may be considered questionable due to the possible

loss of volatiles in transit.
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Comparability of the ground water results obtained in the RI will be
examined to determine weather it is consistent with knowledge of hydro-
geologic conditions and past definition of the degree and extent of

volatile organic contamination within the aquifer.

3.2.3 Statement of Data Quality Objective Sufficiency
The RI employees two DQO levels. DQO Level I (field screening data

quality) involves the use of an OVA to provide real time, semi-
quantitative information regarding the presence or absence of volatile
organic contaminants in soils, surface waters, and ground water. In so
doing, this screening will permit informed field decisions relative to
the extent of sampling required to ensure that contamination is repre-
sentatively characterized. Field screening data will establish trends
in degree and extent of contamination that will be further quantified
through laboratory chemical analyses; field results will be used to op-
timize allocation of laboratory analytical resources, focusing on areas
of higher contamination and verifying screening data which show absence

of contaminants in certain critical areas.

DQO Level IV is implicit in the final ACO (EPA, January 28, 1987). Sec-
tion X of the ACO requires adherence to follow CLP protocols in labora-
tory analyses. In part, because of the impending installation of treat-
ment at Well No. 3, the preliminary evaluation of public health and
environmental concerns contained in this SOW does not attempt to estab-
lish risk-based target cleanup levels. It is anticipated that the PADER
will require water discharge from the treatment system to the Bally
municipal water supply to meet MCLs established pursuant to the CWA.
MCLs are technology-based, legally-enforceable standards. The contract
required detection limits (CRDLs) established by the most recent CLP
Statement of Work (CLP, October 1986) do exceed the final or proposed
MCLs for the volatile organic contaminants of interest, with the excep-
tion of that for TCA (200 ug/%). However, NUS Laboratories, selected by
Remcor to provide subcontract laboratory support, has agreed to report
approximate quantitation results for chromatogram peaks for volatile
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organic species of interest, where measurable peaks occur below the
CRDL. This level of data quality will be acceptable in performing the
required assessment of public health and environmental concerns in the
RI.” At the present time, there is no basis for requesting enhanced

detection limits.

3.3 PRELIMINARY DEVELOPMENT OF REMEDIAL ACTION OBJECTIVES

This section of the Work Plan discusses potential risk to human health

or the environment, and regulatory requirements. These factors provide
the background necessary to establish cleanup objectives for remedial
action at the BES site. These objectives then form the basis for a pre-
liminary evaluation of remedial technologies capable of achieving site

cleanup.

Once remedial action objectives and potential remedial technologies have
been identified, the objectives of the RI study are defined. A distinec-
tion is made between remedial action (i.e., cleanup) objectives and the
crjectives of the remedial investigation. One of the principal objec-
tives of the RI, for example, is to provide adequate data to permit
evaluation of cleanup technologies in the FS. The RI scoping contained
in this section ensures that the FS data reguirements will be met.

3.3.1 Public Health and Environmental Concerns
Implementation of wellhead treatment at Bally Well No. 3 is anticipated

concurrent with the performance of the RI. Ultimately, this will permit

primary reliance on this well as an alternative source of potable water
for the Borough. Discharge of treated water to a nearby, unnamed tribu-
tary to the West Branch Perkiomen Creek will also be ongoing during the
wellhead treatment, and will be in accordance with discharge limitations

established in an NPDES permit.

The assessment of public health and environmental concerns incorporated
in the RI will be performed after wellhead'treatment is operational, and
will consider the effect of this action in mitigating exposure routes to
both the general public and the environment.
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3.3.2 Preliminary Development of Applicable, or Relevant and Appropri-
ate Regulations

Section 300.68(e)(1) of the National Contingency Plan (NCP) (final rule
published at 50 Federal Register [FR], Vol. 50, No. 224, pp. 47912-
47979, November 20, 1985) reguires that development of remedial action

objectives at Comprehensive Environmental Response, Compensation, and
Liability Aet (CERCLA) sites provide a determination of which federal or
. state public health and environmental standards are "Applicable, or
Relevant and Appropriate Regulations" (ARARs). Other federal criteria,
advisories, and guidance may be considered ARARs in developing cleanup
requirements. The SARA of 1986 extended the applicability of ARARs to
state environmental or facility siting laws which are more stringent

than comparable Federal ARAR requirements.

This section provides a preliminary development of the primary ARARs for
the BES site to be used in guiding the initial development of remedial
actions. Further development of ARARs will be required through meetings
and discussions with the EPA and commenting federal agencies such as the
U.S. Fish and Wildlife Service (USF&WS) as well as with the PADER. It
is anticipated that EPA Region III and thelPADER, Bureaus of Solid
Waste, Water Quality Management, and Community and Environmental Con-
trol, will coordinate definition of the federal and state ARARs during

their review of this draft document.

3.3.2.1 Applicable Requirements
Applicable requirements, as defined in Section 300.6 of the NCP, are

"those federal requirements that would be legally applicable, whether

directly, or as incorporated by a fedérally—authorized state program, if

the response actions were not undertaken pursuant to CERCLA Section 104

or 106." : ,

BES is performing the RI/FS under the requirements of an ACO issued pur-

suant to the authority given by CERCLA Section 106(a); however, Section
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XI of the ACO requires that all response actions be performed "in accor-
dance with the requirements of all applicable local, state, and federal

laws and regulations.”

The only applicable federal or state regulations to the remedial inves-

tigation and remediation of the BES are the following:

« OSHA Requirements - All U.S. Department of Labor
Occupational Safety and Health Administration
(OSHA) requirements are applicable for personnel
on site during the RI field investigation. 1In
particular, the OSHA Interim Final Rule on Hazard-
ous Waste Site Operations (29 Code of Federal
Regulations [CFR] 1910.120) will be applicable to
the development and implementation of health and
safety programs and training requirements for con-
tractor and subcontractor personnel where the po-
tential exists for either contact with hazardous
wastes or the need for respiratory protection.
Several OSHA requirements, including protection
from dermal contact and breathing zone threshold
concentrations, will also be applied to the RI
field study and subsequent remedial action.

« RCRA/DOT Regquirements - Both the RCRA and U.S.
Department of Transportation (DOT) regulate trans-
port of hazardous waste materials and are general-
ly applicable to CERCLA remedial investigations
and remedial actions. DOT requirements will be
adhered to in the shipment of waste samples for
analyses; however, due to the small quantities
involved specific RCRA manifesting requirements
will not be considered applicable.

RCRA Section 261.4(d) exempts samples from the
regulations contained in 40 CFR Parts 262 through
267 or Part 270 or Part 124, if samples are being
managed as follows: '

- Transported to a laboratory for the purpose of
testing.

- Transported back to the sample collector after
testing.

- Stored by the collector prior to transport to
the laboratory.
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- Stored at the laboratory.

To qualify for the above exemption, Section
261.4(d)(2)(1) requires that any transportation
comply with DOT shipping requirements. The appli-
cable DOT requirements will be followed during
shipment of samples.

PADER Bureau of Water Quality Discharge Permits -
The RI SOW anticipates conduct of a short duration
(48 to 72 hours) pumping test with discharge of
effluent from the pumping well to a nearby water-

~course. Such action requires approval in the form

of an Emergency Discharge Permit from the PADER
Bureau of Water Quality.

3.3.2.2 Relevant and Appropriate Requirements

Although not legally applicable, certain public health and environmental

requirements, guidance, and advisories may have been promulgated to ad-

dress situations similar to those anticipated at the BES site.

Relevant and/or appropriate requirements have been summarized below and

will be considered in the development of remedial cleanup objectives,
ACLs may be established to serve as a basis for ground water cleanup in

accordance with the Draft Guidance on Development of ACLs Under RCRA.

Relevant and Appropriate Federal Standards

RCRA Ground Water Protection Standards - These
standards are not applicable to historic sources
of ground water contamination originating prior
to enactment of the regulations. However, the
chlorinated volatile organies found in ground
water at the site are "hazardous constituents" as
defined in RCRA Appendix VIII. RCRA ground water
protection requirements (40 CFR, Part 264, Sub-
part F) are therefore relevant and appropriate to
development of remedial cleanup objectives.

Safe Drinking Water Act (SDWA) Primary Drinking
Water Standards - In accordance with the final
draft EPA Ground Water Protection Strategy (EPA,
December 1986), the aquifer underlying the BES
site may be considered a Class II Aquifer. 1In
light of the reduced demand on the aquifer in the
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site vicinity for potable water supply since the

closure of Well No. 3 in 1982, the aquifer in the
BES vicinity may be classed IIA (current potable

supply) or IIB (potential supply).

Contamination of municipal and domestic wells has
occurred. Therefore, the SDWA MCLs and Maximum
Contaminant Level Goals (MCLGs) are considered
relevant and appropriate to development of clean-
up criteria. The intent of MCLGs is to define
levels at which no known or anticipated adverse
effects would occur. MCLs are federally enforce-
able, technology-based standards, whereas MCLGs
are not federally enforceable, per se.

Safe Drinking Water Act (SWDA) Secondary Drinking
Water Standards - SDWA Secondary Drinking Water
Standards serve as guidelines to maintain aes-
thetic qualities (i.e., odor and taste) in drink-
ing water supplies. As such, they are not feder-
ally enforceable.

Clean Water Act Water Quality Criteria - EPA
Water Quality Criteria have been established
under Section 303 of the CWA, based on water use.
These standards are not federally enforceable,
but are considered relevant and appropriate to
cleanup actions under CERCLA by Section 121 of
the SARA. Since ground water from the BES site
does not discharge to the nearest surface water
(West Branch of the Perkiomen Creek) within a
reasonable distance, only the Water Quality Cri-
teria relative to human consumption may be con-
sidered relevant and appropriate.

USEPA Drinking Water Health Advisories - Accord-
ing to the Draft Superfund Public Health Evalua-
tion Manual Drinking Water Health Advisories are
considered relevant to establishment of risk-
based cleanup levels at CERCLA sites.

Relevant and Appropriate State Standards

R
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ARAR from the State perspective was reviewed in concert with those regu-
lations immediately applicable to permitting of the wellhead treatment
system at Well No. 3.
from air stripping treatment systems pursuant to regulations of the
PADER, Bureau of Air Quality Control (BAQC), as well as the requirement

ARAR include adherence to air emissions standards
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for Public Water Supply Permit for discharge of treated water to the
municipal supply (PADER, CEC) and a state NPDES permit (PADER, BWQ) for
discharge of treated effluent to the unnamed tributary of the West

Branch Perkiomen Creek.

If the need for additional remedial measures becomes apparent following
implementation of wellhead treatment, consideration of other ARAR will
be undertaken. Development of additional ARAR, if required, will be
done in consultation with Mr. Thomas Sheehan (PADER, Bureau of Solid
Waste [BSW]), State Project Officer for the Bally RI/FS,

3.4 PRELIMINARY DEVELOPMENT OF REMEDIAL ACTIONS

In concert with "Interim Guidance on Superfund Selection of Remedy"

(Porter, December 24, 1986), one of the most significant features of the
SARA is the increased emphasis on treatment to "significantly reduce the
toxicity, mobility, or volume of wastes" and the requirement for selec-
tion of a remedy "that utilizes permanent solutions and alternative
treatment technologies, or resource recovery technologies, to the maxi-
mum extent practicable." Traditionally, remedial actions at uncontrol-
led hazardous waste sites have been categorized as either source control
(on site) or management of migration (off site) actions, or some combi-
nation of these categories. In the present case, contaminants have
already migrated into the aquifer. The transient nature of chlorinated
volatile organics reduces the probability of finding a concentrated
source. Unless evidence of the persistence of a concentrated source of
contaminants can be found in the RI, the major focus of remedial action
at the BES site will remain the control of further migration of contami-

nants into the aquifer and cleanup of the existing contamination.

Contaminant levels have been increasing in domestic wells northeast of

the BES site, as well as in Bally Well No. 1, since the discontinuation
of high-volume pumping at Bally Well No. 3 in 1982. It is apparent that
" the action should be taken without any undue delay to capitalize on the
effect that the pumpage at Well No. 3 may have had in mitigating spread

of the contaminant plume.
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In consideration of the need for reliable alternative water supply, BES
and the Borough of Bally are pursuing installation of wellhead treatment
at Well No. 3. Pumping at this location will tend to draw volatile con-
taminants from the aquifer, eventually reclaiming the agquifer. Addi-
tional remedial action may be required . The need for such action will

be evaluated in the FS after monitoring of the effects of wellhead

treatment.

Although ground water treatment appears to be the most viable and cost
efficient remedial action at BES, other remedial actions will be evalu-
ated. Measures such as a chemical treatment and source removal will be

evaluated in a focused FS.
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4.0 RI/FS SCOPE OF WORK _

4.1 INTRODUCTION AND RATIONALE N
The RI/FS described in this work plan consists of 14 specific tasks, as

detailed in Table 4-1. The present SOW has been prepared following an
initial site reconnaissance and review of available site data, including
EPA comments on the Phase II ERM Report (Vitale, Cromer, and Glenn, Jan-
uary 8, 1987; Orient and Evans, January 23, 1987). In accordance with
the current analytical data base, knowledge of solvent use at the BES
facility, and the requirements of the ACO, the problem to be addressed
relates to aguifer contamination with chlorinated volatile organiecs.

The proposed Phase II1 RI/FS therefore focuses on these contaminants and
means by which their migration may be constrgined and aquifer renovation

may be achieved.

While no substantive modifications are anticipated in this scope as a

result of further data review, Task 1 (Evaluation of the Current Situa-
tion) provides the opportunity to acquire data necessary to refine the
SOW further to ensure that the objectives of site characterization are

achieved.

Task 2 (Planning and Management) includes preparation of the draft and
final work plans, as well as the Field Sampling and Analysis Plan (FSAP)
(Remcor, September 1987a) and Site-Specific Health and Safety Plan
(HASP) (Remcor, September 1987b). This task also includes procurement
of subcontractors, access to the surrounding area for field activities,
and any necessary permits. Administrative functions, such as monthly
progress reports to the EPA, meeting attendance, and community relations

support will be performed under this task.

Following review of additional data, and refinement of the work plan
incorporating EPA comments, Remcor will initiate the site investigation.
The investigation includes a hydrogeologic investigation and focused
surface water sampling program. The hydrogeologic investigation is
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designed to define the vertical and lateral extent of contamination and
the characteristics of the aguifer necessary to determine site remedia-
tion. The surface water investigation will define the relationship of

the site to an adjacent wetlands area.

A Baseline Ground Water Survey (Task 3) will be conducted initially to
provide background data for the conduct of the hydrogeologic study which
forms the major focus of the investigation. Installation of 2 deep bed-
rock, 7 intermediate, and 4 shallow wells is currently proposed, to be
followed by sampling and analysis of the 8 existing monitoring wells, 13
residential/induStrial/municipal wells off site, and the 13 wells in-
stalled during the Phase III RI study. Following sampling, an aquifer
performance test (i.e., pumping test) will be undertaken to characterize
functional characteristics of the aguifer (e.g., hydraulic conductivity,

transmissivity) necessary to design a ground water recovery system.

.2 STATEMENT OF WORK

The following sections describe the work to be undertaken by Remcor

under the BES RI/FS. This work plan complies with the requirements set
forth in the ACO, the EPA guidance documents for remedial investigation
and feasibility studies released in June 1985 (EPA, June 1985a; June

1985b), and recent EPA internal memoranda for remedy selection in light

of SARA Section 121 (Porter, December 24, 1986).

4.,2.1 Remedial Investigation
The strategy developed by Remcor addresses the following data gaps ex-

isting for the site:

+ The determination of the specific source(s) of
contamination at the Bally site

e The characterization and volume estimation of the
waste source(s)

* The delineation and flow direction of the vola-
tile organic contaminant plume
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» The determination of site-specifiec aquifer
characteristies.

Task 1 - Evaluation of Current Situation

A site reconnaissance and review of plant records were conducted on
April 9 and 10, 1987, preparatory to the development of this work plan.
The objective of Task 1 is to collect and review additional data to
further define the required scope of investigation. Existing informa-
tion will be retrieved and compiled relative to potential contaminant
sources, site migration pathways and receptors, and potential impacts on
human health, welfare, and the environment. Special attention will be
given to determining if waste disposal areas exist beneath the plant
building. All available operational and environmental data will be
reviewed to establish the following:

Site background

Nature and extent of problem

History of response actions
Evaluation of remedial technologies.

. - ® L]

In addition to an evaluation of plant records and background informa-
tion, a review of existing ground water conditions will be undertaken.
Presently, data appears lacking on the effects of pumping of the aquifer
from the municipal and industrial wells in the Borough of Bally. In
order to determine optimum drilling locations for well installation dur-
ing the site investigation, 3vcomprehensive review of private and public
wells in the site vicinity will be conducted. This review will include
interviews with bublic officials, industries, and private well owners.
Specific information to be obtained will be well depth, well logs (if
available), yield, usage, and relative pumping rates and withdrawal

periods.

These data will be used to evaluate the static and dynamic conditions
occurring within the aguifer as a result of periodic ground water with-

drawal as a basis for the Baseline Ground Water Survey to be undertaken

as Task 3.
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Also during this task, key Remcor professionals will inspect the site
and conduct the evaluations needed for site planning. The project man-
ager and remedial investigation principal investigator will establish
boundary conditions for remedial investigation work. The site health
and safety officer will conduct an initial site reconnaissance to estab-

1lish levels of personnel protection.

Task 2 - Planning and Management
This task includes activities oriented toward planning and administrat-

ing the work required to conduct an RI at the Bally site. To ensure
that all field activities are clearly defined and in accordance with EPA
Region III protocols, a Remedial Investigation Site Operations Plan

(RISOP) will be prepared.

The RISOP will consist of the FSAP (Remcor, April 1987a) and the site-
specific HASP (Remcor, April 1987b). The FSAP will describe procedures
and methodologies to be utilized during the various field investiga-
tions. It will define the number and types of samples to be obtained,
their locations, and the various sampling methods for different media.
It will also desecribe the procedures employed for drilling and monitor-.

ing well installation and equipment decontamination.

The FSAP and Work Plan will describe all necessary quality control re-
quirements as specified in "Interim Guidelines and Specifications for
Preparing Quality Assurance Project Plans" (EPA, December 29, 1980). A
separate Quality Assurance Project Plan - Index has also been prepared
to reference the location of specific guality control provisions in both

documents to the standard outline presented in the EPA Guidance.

The site-specific HASP will be prepared based on the initial site re-
connaissance by the project health and safety officer. This plan will
specify the required level of protection and monitoring, as well as per-
sonnel training needed for the various tasks. Rationale for the level$<

of protection required will be discussed. This plan is considered a
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working document and will be modified during the remedial investigation

as data are generated for the site.

Reports detailing technical progress will be submitted to BES and the
EPA on a monthly basis. The reports will describe the work completed
to date, project status, anticipated changes in scope, and any special
conditions and problems encountered. The report will also outline fu-
ture activities and will discuss proposed changes in future activities

based on pertinent findings.

Community relations support will include preparation of information for
inclusion in fact sheets and attendance at public briefings and meetings

as requested by BES.

This task also includes procurement of subcontractors for the following

activities:

* Drilling and monitoring well installation
+ Geophysical borehole logging

+ Laboratory analysis

+ Ground survey

+ Data validation.

All necessary permits and access will also be obtained in this task.

Task 3 ~ Baseline Ground Water Survey

Mobilization 7
Upon arrival at the site, a field office will be established that will

serve as the operations. and communications center for all remedial in-
vestigation activities. The office can be a trailer located on BES
property or it will consist of office space made available at the plant.
Telephone service will be available for communication with all concerned
parties. The major field equipment needed for the performance of the
ground water survey and subsequent RI field activities will be stored at
the office. This equipment may include, but not be limited to, the
following:
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« Surveying equipment

+ Sampling equipment

+ Health and safety supplies and equipment
+ Decontamination equipment

« Ground water measurement equipment

« Drilling equipment and supplies.

The field office will also serve as a preparatory and packaging area for
all analytical samples and for storage of all samples (geologic) not

sent for chemical analysis.

Baseline Ground Water Survey

Data obtained from ar inventory of residential, municipal, and indhstri-
al ground water withdrawal in Task 1 will be evaluated to determine what
effect, if any, these wells have on the aquifer in the site vicinity.
In addition, some abandoned or little used wells may be identified with
the owners' permission to serve as water level measurement points to

better define {low direction.

A second part of this subtask will be the evaluation of aquifer response
to large-scale pumping that will occur with wellhead treatment at Bally
Municipal Well No. 3. This evaluation will consist of the measurement
of water levels in nearby wells prior to and during withdrawal periods.
To aid in this evaluation, continuous water level recorders will be in-
stalled on three wells to continuously record aquifer response to non-
pumping and pumping periods. The survey will be initiated two weeks
prior to air stripping and will continue for at least a four-week pe-
riod. The wells utilized for continuous recording will be Monitoring
Wells 86-3D, 86-5D, and proposed Well 87-7I (shown in Figure 4-2).

These wells will provide data on aguifer response for long-term pumping
conditions. Water levels will also be obtained on a frequent basis from
other nearby wells both during pumping and non-pumping conditions.

These data will be related to the continuocus recording measurements to
determine the zone of influence created by pumping Bally Well No. 3.
These data will provide a better understanding of site hydrogeology

under current baseline conditions and will aid in ground water flow
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direction assessment during Task 5, the hydrogeologic assessment. The
generated data will also be of use in determining aquifer parameters and

capture zone geometry.

It is anticipated that this study will be ongoing during completion of
drilling and installation of monitoring wells. However, the actual
schedule is dependent upon implementation of wellhead treatment at Well
No. 3. Permit authorization for this activity is currently pending ap-
proval from the PADER, but is expected by mid to late October. In the
event that the baseline study and well installation cannot be undertaken
concurrently, cooperaticn of BES personnel will be needed to conduct
this study. This will require daily monitoring of the continuous re;
corders and the changing of chart paper on the recorders at the conclu-
sion of a measurement cycle (once per week). Remcor personnel will
“initiate the study (set up the recorders) and collect waﬁer levels from
nearby wells during pumping and non-pumping conditions at a minimum of

once every two weeks.

Task 4 - Source Characterization

This task will investigate all presently identified potential sources of
contamination at the BES site to characterize possible contributions to
the ground water contamination occurring in the Borough of Bally. The
potential for further contamination will be assessed. The extent of
contaminated soil or waste will also be defined so that volume estimates
of the source material can be made. The potential source areas of con-
tamination have been identified as four former waste lagoons and the

former and current (i.e., small parts) degreasing areas (Figure 2-2).

Lagoon Areas ,

The four lagoon areas known to exist at the BES site will be investi-
gated by the sampling of subsurface soils at these locations tc deter-
mine the presence or absence of contamination and toc obtain approximate
volume estimates of any encountered waste materials. Eight sampling lo-

cations will be necessary, as shown in Figure 4-1. Borings SS-1 through
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SS-4 will be drilled outside the plant in the breezeway. between the of-
fice and production areas of the plant. Borings in this area will be
drilled by a small geotechnical drill rig capable of taking split-spoon

samples. Drilling in this area will proceed to the top of bedrock.

It is anticipated that physical evidence of the lagoons remains in the
subsoil. Analytical soil samples will be taken via split-spoon samplers
from materials that occur within the former lagoon, immediately below
the base of the lagoon and two feet below the base of the lagoon to
characterize the vertical distribution of contamination from the lagoon
areas. The split-spoon samples will be taken continuously to a depth of
ten feet and at three-foot intervals thereafter. The field geologist

retains the option to modify the sample frequency based on subsurface

conditions.

Sampling locations SS-5 through SS-8 are proposed to sample waste
lagoons believed to be present (based on May 2, 1955 aerial photographs,
EPIC, August 1986) under the main plant building. These borings will
utilize a coring machine to drill through the concrete floor and a buck-
et auger to sample soils beneath the floor. Where necessary, a portable
power auger will be used to advance the soil borings to the desired sam-
pling depth. Analytical sampling intervals will be identical to those
used at SS-1 through SS-U4: within the former lagoon, immediately below

the base of the lagoon, and two feet below the base of the lagoon.

All samples selected for chemical analysis will represent a six-inch
interval and will be transferred from .the sampling device by a clean
stainless steel trowel to laboratory-certified clean sample jars. All
sampling equipment utilized will be decontaminated with pressurized
steam between each use. Keplicate sampling devices will be available so

that decontaminated equipment is always readily available.

Of the 24 samples collected for analyses from the two areas, 8 will be

selected for CLP volatile organics analysis. The remaining 16 will be
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retained in a secure area for possible future reference (e.g., physical
characterization) and will not be available for volatile organiecs labo-
ratory analysis. Chain-of-custody procedures will be strictly followed

during all phases of sample collection, processing, and shipping.

In addition, the borehole and all drill cuttings will be scanned with an
organic vapor analyzer (OVA) during drilling. Headspace analysis will
be conducted on all jarred samples to determine gross volatile organic

content of the various materials encountered.

Upon completion of drilling, all boreholes will be sealed to ground sur-
face with a cement/bentonite slurry. 1Inside the plant, the core holes
drilled through the cement floor will be neatly sealed with a cement/

sand mixture to floor level.

Degreasing Areas
The former and present degreasing areas represent the most likely source

of volatile organic contamination at the site. An investigative program

has been developed to sample Suspect areas at both of these locations.

Seven borings. are proposed for these
greasing area and one outside of the

area. Boring locations are shown in

The present degreasing area warrants

two areas; six for the former de-
present small parts degreasing

Figure 4-1,

only one sample location based on

its relatively small size and the nature of the degreasing operation be-

ing conducted at this location (the cleaning of small mechanical parts
in a 600-gallon stainless steel tank). The sample boring in this area
will occur immediately outside of the building from the degreasing tank

where waste solvents were transferred into 55-gallon drums. Samples at

this location will be taken by split-

technical drill rig.

spoon sampling using a small geo-

Drilling inside the former degreasing area will also be conducted with

a small geotechnical drill rig capable of taking split-spoon samples.
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Of the six borings to be drilled in this area, four (SS-10 to SS-13)
Wwill be drilled in the area where the meat display cases were set to
drain (along the monorail crane track), as discussed in Section 2.1.1.
The remaining two (SS-14 and SS-15) will be drilled, as shown in Figure
4-1, to determine if large-scale spillage may have occurred within the

former degreasing area.

Samples at these seven locations will be taken on a continuous basis to
the top of competent bedrock with selected intervals sent for laboratory
ahalysis. All of the collected samples will be placed in laboratory-
certified clean jars and headspace readings of the samples will be ob-
tained with an OVA to determine the presence or absence of volatile com-
pounds. It is anticipated that of these samples, 12 will be selected
for HSL volatile organic analyses based on OVA readings. The selected
samples will be packed on ice and shipped to a qualified laboratory.
Chain-of-custody requirements will be strictly adhered to during all
phases of sample acquisition, handling, and shipping. All remaining
samples will be retained for possible future reference (e.g., physical
characterization) and will not be available for volatile organics labo-
ratory analysis. The sample borings will be logged by an experienced
geologist. All borings will be sealed with a cement/bentonite slurry

upon completion of drilling activities.

Task 5 - Hvdrogeologic Investigation

The hydrogeclogic investigation will focus on plume delineation and
ground water recovery potential. In addition, an exploratory program is
proposed to define aquifer characteristics as they pertain to the vari-
ous lithologies present. Specific data to be obtained from the explora-
tory program will include fracture density, identification of water-
producing zones, and relative permeabilities of the various lithologies.
In addition, perched water table conditions will be identified where
they occur. Monitoring well and exploratory boring locations are shown

in Figure 4-2.
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Exploratory Drilling

One exploration borehole (E-1) will be cored in an area of investigation
to a depth of approximately 220 feet to observe lithologic and fracture
characteristics of the shale, siltstone, and fanglomerate occurring in
the site vicinity. Drilling will proceed by either the wireline coring
or by conventional coring methods. Either air or potable water can be
used as the drilling medium. If water is used, the borehole will be
purged frequently during drilling so that accurate water level measure-
ments are obtained as drilling progresses. If a perched water table is
encountered above the main aquifer, it will be temporarily cased off

before drilling proceeds.

Upon completion of drilling, the borehole will be logged by downhole
geophysical methods to further define water-producing zones and to pro-
vide insight into contaminant transport within the aquifer. A compre-
hensive suite of logs will be run including gamma, neutron, resistivity,
temperature, gamma-gamma, fluid conductivity, and caliper. After log-
ging, the borehole will be sealed to ground surface with a cement/ben-

tonite slurry.

Drilling and Monitoring Well Installation

After completion of the exploratory phase and a review of the static/
dynamic conditions occurring within the aquifer, a monitoring well net-
work will be installed to delineate plume boundaries. The monitoring
network will include two deep wells drilled to a depth of approximately
220 feet, seven wells drilled to an intermediate depth of 120 to 140
feet, and four shallow wells drilled to a depth of approximately 50
feet. In the event that perched water is encountered, additional shal-
low wells may be installed to monitor the perched zone. The number of
wells Installed will be determined by the proximity of the perched water
table to the suspected source area of contamination. This decision will
be made as drilling progresses and will involve consultation with Remcor

technical staff.
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The monitoring well network is designed to determine the horizontal and
vertical distribution of contamination as a result of aquifer and pump-
ing conditions. To this end, three cluster locations are proposed to
monitor the shallow and intermediate depths of the aquifer. In addi-
tion, at location 87-10, a cluster consisting of an intermediate and
deep well will be drilled; these wells will be compared to the nearby
hand-dug well on the Gehman property to provide a vertical distribution
of the shallow, intermediate, and deep portions of the aquifer in this
area. Also, an intermediate well will be drilled at location 86-4 to
complement the existing shallow well to provide a cluster location close
to the apparent source area of contamination. 1In all, a total of seven
(ineluding existing locations) cluster locations will exist within the

site vieinity after completion of the hydrogeologic investigation.

In addition to the cluster locations, two outlying intermediate wells
(87-61 and 87-8I) will be drilled north and west of the site to define
plume boundaries, and a shallow well (87-13S) will be drilled in the
former d.greasing tank area to monitor existing concentrations at this
suspected source location. Table U4-2 summarizes the rationale for each

proposed well location.

The deep wells will be drilled by air rotary methods. Typical construc-
tion is shown in Figure 4-3. These wells will be constructed as open
boreholes. Six-inch steel casing will be set and grouted to seal off
the upper portion of the aquifer. Casing will typically extend to a
depth of approzimately 150 feet. A 5-5/8-inch diameter borehole will
extend beneath the casing for the well's total depth, which will be

dependent upon intercepting water-producing fractures.

The intermediate wells will be installed in a similar manner as the deep
wells, except that six-inch casing will be set and grouted at a 60- to
70-foot level. The well's total depth will range between 120 and 140
feet.
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The shallow monitoring wells will be drilled into the upper 20 feet of
the aquifer to monitor shallow ground water contamination and to assess
vertical migration of contaminants throughout the aguifer. Two-inch
diameter PVC wells are proposed for areas where the water table is en-
countered in unconsolidated material. Screen placement will be depen-
dent upon the encountered hydrogeologic conditions (i.e., phreatic or
confined); a 10-foot interval will be screened so that the sample will
represent a discrete zone, representative of the upper portion of the
aquifer. The screened interval will coincide with the encountered water
producing zone. The screened interval will not extend above the piezo-
metric surface, based on the characteristics of the contaminants of con-

cern (TCE, DCE).

The PVC screen and riser will be installed through a temporary casing
with an inside diameter at least four inches greater than the well pipe.
A sand pack will be emplaced around the well screen and up to five feet
above it. A bentonite pellet seal will be placed atop the sand pack.
The seal will be a miniumum of two feet thick and will extend to the
static water table. A cement/bentonite slurry will fill the remainder
of the annulus to ground surface. Well construction details are de-

picted in Figure 4-3.

Shallow monitoring wells that encounter ground water in bedrock will 7
either be constructed of two-inch PVC screen and riser or as open bore-
holes, depending upon the competency of the rock. Wells constructed of
two-inch PVC screen and riser will follow the same procedure outlined

for shallow wells installed in unconsolidated formations.

If bedrock is competent, the water table wells will be installed as open
boreholes of 5-5/8 inches in diameter. Six-inch steel casing will be
set and grouted to the top of bedrock in this instance. The open sec-
tion of the well will extend 15 to 20 feet beneath the stabilized water
level. The length of this interval will be dependent upén the encoun-

tered hydrogeologic conditions (i.e., phreatic or confined state) and
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will represent water producing fracture zones in the upper portion of

the aquifer.

All wells will have locking protective caps to restrict intentional
access and vandalism. Depending on the well location and the wishes of
the property owner, the protective caps will extend a short distance
above ground surface or will be installed flush with ground surface.

A1l open borehole wells will be developed by submersible pump to remove
turbidity and to ensure that the well is functioning properly. Two-inch
PVC wells will be developed by bailing or air-1ift methods.

£11 wells will be located horizontally anc¢ vertically by survey after
installation so that ground water flow direction(s) can be accurately
assessed., Water level measurements will be taken of the newly installed
and existing monitoring wells frequently (at least once per week)

throughout the investigation.

Aqueocus Environmental Sampling
A1l monitoring wells and the existing BES plant well will be sampled one
week after well development is completed. Three to five well volumes of

water will be purged from each well before sampling. Measurements of pH
and conductivity will be taken periodiecally during well purging. Purg-
ing of the wells may include use of a submersible pump, suction pump,
and bailers depending on such factors as depth to water table, diameter
of well, and volume to be purged. All purging equipment will be decon-

taminated by pressurized steam.

All wells will be sampled with dedicated, laboratory-certified clean,
stainless steel or Teflon bailers. All wells will be sampled and ana-
lyzed for CLP volatile organic compounds. Sample logging and chain-of-
custody procedures will be strictly adhered to during all phases of sam-
ple acquisition, handling, and shipping. At this time, 24 samples are
anticipated. This number includes quality control samples.
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In addition to the monitoring wells, all 13 residential/municipal/indus-
trial wells sampled during the ERM Phase II RI hydrogeologic investiga-
tion will again be sampled and analyzed CLP for volatile organics. Sam-
ples from Municipal Well Nos. 1 and 3 will also be analyzed for ABN
organics. Replicate samples of surface water will be collected at a
"single location within the wetland immediately north of the BES plant.
These samples will be analyzed for CLP volatile organics. Water supply
wells will be sampled at the closest tap to the pump outlet. The system
will be purged for 5 to 10 minutes before sampling; pH and conductivity
measurements will be taken during purging to ensure that formation water
will be sampled. Sample logging and chain-of-custody procedures will

be strictly adhered to throughout sample acquisition, handling, and

shipping.

Aquifer Performance Testing

An aquifer pumping test is proposed to determine ground water recovery
potential. The well chosen for the test will exhibit relatively good
yield and will have a sufficient monitoring network surrounding it so
that the geometry of the zone of influence can be accurately determined.
The configuration of the zone of influence is critical in determining
the most efficient recovery method. The zone may take on a radial shape
or it can be elongated or elliptical, depending on dominant fracture

systems or secondary permeability along bedding planes.

With presently available data, Bally Well No. 3 appears to be a suitable
pumping well, based on its depth, yield, location, and existing and pro-
posed observation well network. The specifié pumping location will be
determined after installation of the monitoring well network and a

review of aquifer conditions.

All outside interference from nearby wells will be minimized by conduct-
ing the tests during the most opportune time period and by appealing to

nearby well owners to minimize withdrawal during the test period.
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Initially, a step drawdown test will be conducted to determine the most
favored pumping rate. This test cénsists of pumping the well at succes-
sively higher pumping rates for a short duration (one to two hours) and
recording the drawdown or step for each rate. At least five steps will

be used and the water level will be permitted to recover to statiec con-

ditions after each step.

After determination of an effective pumping rate, a long-term pumping
test will begin. The test length will depend upon the cone of influence
created, but pumping will continue for at least U8 hours, with a water
level recovery period nearly as long. During this time, water levels
will be recorded at the pumping and all of the observation wells. Pres-
sure transducers coupled to data recorders will be utilized to obtain
constant measurements of the pumping and nearest observation wells.

Qutlying wells will be measured manually with an electronic water level

indicator.

If required, Remcor will collect discharge water and perform needed

treatment (consistent with prior practices) to remove dissolved volatile

organics prior to discharge.

Upon completion of the test, the data will be analyzed using the Jacob
straight-line approximation. The data generated will be sufficient to

determine an efficient ground water recovery system.

Task 6 - Site Investigation Analysis
All data obtained during the remedial investigation will be evaluated

as to its quality and quantity to ensure that an adequate data base is
available to support a feasibility study. Data from all site investiga-
tions will be organized and presented logically so that relationships
between the source area and all affected media (i.e., ground water) are
apparent. Hydrogeologic data include those from the Baseline Ground
Water Survey (Task 3), exploratory boring and geophysical logging, moni-

toring well installation, and aquifer performance testing. Analytical
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data will be obtained from the Source Characterization (Task 4) and
ground water sampling activities. All chemical analytical results will

be validated in accordance with the Functional Guidelines for Evaluating

Organics Analyses (EPA, April 1985).

A summary of the type and extent of contamination will be prepared, in-
cluding ambient concentrations as a comparison. The number and location
of affected residents will be determined and specified. Based on the RI
results, an assessment of public health and environmental concerns will

be prepared in accordance with the Draft Superfund Exposure Assessment

Manual (Versar, Inc., January 14, 1986), and the Superfund Public Health
Evaluation Manual (EPA, October 1986).

Task 7 - Remedial Investigation Report

Upon the completion of field remedial investigation activities, the data
generated will be reduced and evaluated. From these data, a draft RI

report will be prepared summarizing the investigation and its findings.

The RI report will include:
+ Site background information

+ A description of and methcdologies for all site
investigation activities

» Detailed geologic and hydrogeologic evaluation
+ Delineation of potential sources of contamination
+ Contaminants of concern

* Physical characteristics of identified
contaminants '

+ Probable environmental fate and transport of
contaminants

* Public health and environmental concerns
* Supporting tables, graphics, and appendices, as

required, to provide a complete summary of the RI
study.
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The report will be submitted to EPA Region III for review. After re-
ceipt of the review comments from the EPA, a final report will be pre-

pared in concert with the final FS report (Task 14) and submitted to the
EPA.

4,2.2 Feasibility Study
The feasibility study is a step-by-step process of incorporating avail-

able remedial technologies into remedial alternatives that are designed
to minimize or eliminate impacts of the site to publie health and the
environment. The developed remedial alternatives are then evaluated and
compared to each other; the goal of the study is to present and discuss
all of the considered alternatives and to choose the most cost-effective
alternative that is technically feasible, reliable, implementable, and
adequately protects public health and the environment. The feasibility
study process and report will follow the guidelines established by the
EPA in the June 1985 edition of "Guidance on Feasibility Studies Under

CERCLA," and more recent guidance on SARA Section 121. Draft Guidance

on Remedial Actions for Contaminated Ground Water at Superfund Sites
(EPA, October 1986) will be consulted in developing remedial action al-

ternatives. All technologies and remedial alternatives considered, but

eliminated during the evaluation and screening process, will be docu-
mented in the feasibility study report, describing the rationale for
elimination. As discussed in Chapter 3.0 of this Work Plan, the FS will
focus on actions necessary to enhance remediation of the aquifer and
mitigation of any public health or environmental effects which remain

after implementation of wellhead treatment at Bally Well No. 3.

Task 8 - Description of Proposed Response
Based on the results of the RI and site background data, the cleanup
objectives for remedial action will be defined. These objectives will

address all affected media as they relate to public health and environ-

mental concerns and will be consistent with all identified ARARs.
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This effort will be ongoing through the course of the RI/FS, building on
the preliminary objectives developed in this work plan (Chapter 3.0) as

additional site characterization data are obtained.

Based on existing data, the focus of response actions at the BES site
will be on aquifer restoration through ground water renovation. Actions

may also include the following:
*» Waste containment
* Waste removal (partial or complete)

»  Alternative drinking water supplies
» No action.

Task 9 - Identify and Evaluate Remedial Technologies

Remedial technologies that are designed to achieve the general response
activities defined in Task 8 will be identified and evaluated. As part
of the evaluation process, existing site conditions and waste character-
istics will be reviewed to identify conditions that may limit or promote
the use of certain technologies. In addition, the performance record 6f
the identified technologies will be reviewed so that unreliable or un-
tested technologies will not receive further consideration. This evalu-
ation process will be performed by a small team of senior Remcor person-

nel highly experienced in remedial action design and implementation.

Task 10 - Development of Alternatives

All remediation technologies that have passed the initial development
process in Task 9 can be used to formulate alternatives for remedial
action. Where appropriate, an alternative can be a combination of re-
medial technologies. All relevant and'applicable standards pertaining
to site cleanup will be reviewed during development of remedial

alternatives.

Based on current EPA guidelines, at least one alternative for each of

the following must be evaluated and presented:

*+ Alternatives for treatment or disposal at an EPA-
approved off-site facility
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+ Alternatives which attain applicable and relevant
federal public health or environmental standards

« Alternatives which exceed applicable and relevant
public health or environmental standards

« Alternatives which do not attain applicable or
relevant public health or environmental standards
but will reduce the likelihood of present or fu-
ture threat from hazardous substances

« A no-action alternative.

Alternatives that do not attain the ARAR public health standards but
will not pose a substantial present or potential hazard to human health
or the environment will be presented with the rationale used to deter-
mine their acceptability. Situations that may warrant this condition
include attenuation, degradation, and dilution of contaminants or a

demonstration of a lack of exposure from the contaminants.

All remedial alternatives will also be classified as either source con-
trol or management of migration actions, or a combination of the two.
This development process will again be spearheaded by a team of Remcor's

most experienced senior personnel.

Task 11 - Screening of Alternatives

All formulated alternatives will be screened based on environmental and
public health criteria and on cost. This task permits an initial as-

sessment of the relative applicability of each alternative.

The environmental and public health screening will rank the remedial al-
ternatives based on their effectiveness in protecting the public health
and environment from adverse impacts of the site. Alternatives that do
not adequately protect public health and the environment will be

eliminated.

Cost screening of the alternatives will be conducted after public health

and environmental screening is evaluated. At this stage, alternatives
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will be considered for elimination where significantly higher cost is
not associated with greater environmental or public health benefits or
dependability in implementation. The cost screening will be divided
into three basic tasks: estimatioﬁ of costs; present worth analysis;

and cost screening evaluation.

Task 12 - Detailed Development and Evaluation of Alternatives

Those alternatives selected from the Task 11 screening as potential
remedial actions will be subjected to a detailed evaluation to determine
the most cost-effective actions. Initially, sufficient data must be de-
veloped regarding each of the screened alternatives to permit thorough
evaluation and comparison. The detailed development of each alternative

shall include the following:
*+ A description of the remedial alternative

+ Special engineering considerations required for
project implementation

+ Invironmental impacts created by the remedizal
alternative and methods necessary to mitigate
adverse effects

+ Operation, maintenance, and monitoring
requirements

» Off-site disposal and transportation needs‘

+ Temporary storage requirements

+ Safety requirements for remedial implementation

*+ A description of the potential to phase the reme-

dial alternative into individual operable units
or separate areas of remediation.

Once the requirements of each alternative have been developed, a de-
tailed evaluation of each alternative's ability to meet objectives
identified for remediation will be conducted. The potential remedial

alternatives will be evaluated according to reliability, performance,
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implementability, safety, and institutional requirements. The alterna-
tives will then be ranked based upon their performance under the various
categories. A present-worth cost analysis will then be prepared. Cost-
ing procedures will be standardized so that estimates are comparable.

Alternatives with lower present-worth costs will be favored.

The performancé of a remedial alternative will be evaluated on its ef-
fectiveness to prevent or minimize substantial danger to public health,
welfare, or the environment and upon its useful life. The effectiveness
of the alternative will be determined through design specifications or a
performance evaluation. ARARs for public health and the environment
will be used when evaluating the effectiveness of an alternative. The
effectiveness of the alternative will take into account the physical and
locational factors of the site, such as flood potential and climate.

The useful life of the alternative will evaluate its projected service

life and the resource availability in the future life of the technology.

The reliability evaluation will take into account the alternative's op-
eration and maintenance requirements and the demonstrated performance of
the alternative at similar sites or under similar conditions. An esti-
mate of the probability of failure for each component technology and for

the complete alternative will be made.

The implementability of the alternative will be evaluated based on the
ease of installation (constructibility) and the time required to imple-
ment the alternative. Constructibility will take into account the ex-
isting site conditions as well as conditions external to the site such
as the availability of needed materials or equipment and the acceptabil-
ity of off-site disposal sites where waste removal is an option. The
time required to implement the alternative is, in part, based upon the
severity of the existing or potential hazard. Two measures of time that
will be addressed are construction time and the time it takes to realize

beneficial results of the remedial action.
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Safety considerations include those that include short-term and long-
term threats to the safety of nearby communities as well as to the
workers during implementation. Major risk considerations are fire, ex-

plosion, and hazardous substance exposure.

All applicable federal, state, and local standards and other institu-
tional requirements on the design and operation of the alternative will

be evaluated to ensure compliance.

Task 13 - Draft Feasibility Study Report

As a result of the evaluation process, the preferred remedial alterna-

tive will be identified. This alternative will be the lowest cost al-
ternative that is technically feasible, reliable, implementable, and
adequately protects public health and the environment. The remedial ac-
tion will be selected among those alternatives about which the following
four findings can be made:

*+ Remedies must be protective of human health and
the environment.

+ Remedies should attain federal and state public
health and environmental requirements that have
been identified for the site.

» Remedies must be cost-effective.

» Remedies must utilize permanent solutions and
alternative treatment technologies or resource
recovery technologies to the maximum extent
practicable.

The preferred remedy will represent the best balance across all effec-
tiveness, implementability, and cost factors examined in the detailed

analysis.

A draft FS Report will be developed summarizing the results of the re-
medial alternative development and screening and the detailed evaluation
process. This draft report will be submitted to the EPA for review and
comment.
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Task 14 - Final Remedial Investigation/Feasibility Study Report and
Conceptual Design

After incorporation of state and EPA review comments on the draft RI and
FS reports, a final report will be prepared summarizing all activities
conducted during the RI/FS. This report will summarize the site back-
ground; contain the findings of the RI including analytical results,
summarize the remedial action evaluation process; present the justifica-
tion for selection of the chosen remedial action; and contain conceptual
design drawings and supporting information. The report will contain all
appendices, results, etc., which facilitate further public review or aid

in subsequent procurement and contracting.
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5.0 PROJECT ORGANIZATION AND SCHEDULE
This section provides information on the Remcor RI/FS project team
organization, and the identity of key Remcor team members and subcon-

tractors. It also establishes the schedule for completion of the RI/FS.

5.1 PROJECT ORGANIZATION AND STAFFING

5.1.1 Remcor Organizational Framework

The organizational framework for this project allocates sufficient re-

sources to complete the work in an efficient manner, while providing for

a high degree of managerial control.

Figure 5-1 is the proposed organiéational chart for this project. As
indicated in the figure, there are four levels of direct project respon-
sibility. These are the project director, project manager/project co-

ordinator, principal investigator, and technical staff levels.

The project director will have overall responsibility for Remcor's ef-
fort and will be ultimately responsible for the successful completion

of the project. The project director is an officer of Remcor fully em-
powered to procure services, assign resources, and negotiate contracts
as needed for effective project execution. The project manager will be
responsible for the planning and organization of the day-to-day project
activities as well as control of project status (i.e., technical, bud-
get, and schedule). The project manager will be assisted in this effort
by a project coordinator. The principal investigators will be responsi-
ble for the direction and execution of specific project activities and
will be accountable to Remcor's project manager for technical quality,
budget, and schedule regarding their area of activity. The technical
staff will be assigned sﬁecific technical tasks to complete within des-
ignated time frames and will be directly supervised by a principal

investigator.
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The following are brief descriptions of the roles of the key positions
and the identity and qualifications of staff members who have been des-

ignated to fill the key positions. Resumes of the key personnel are —

attached in Appendix B. .o

5.1.2 Project Director
Mr. Leo M. Brausch will be the project director for this project. As

director, he will have ultimate responsibility for Remcor's efforts on
the project. Mr. Brausch will perform specific functions as follows:

*+ Assist the project manager in project planning
activities

*+ Attend major scoping and review meetings among
Remcor, BES, and EPA

*+ (Coordinate frequently with the project manager on
progress in the areas of technical activities,
budget, and schedule

« Review all key project documents.

Mr. Brausch is an environmental engineer with 12 years of experience,
the past six of which have been directly related to hazardous materials
management. Mr. Brausch's technical strength lies iIn the application of
collected site data to the screening and evaluation of alternative reme-

dial action plans for uncontrolled hazardous waste sites.

5.1.3 Project Manager

Mr. John A, George will be the project manager for this effort and will
be responsible for the day-to-day management of the project team. He
will directly supervise the activities of the principal investigators
and serve as the primary liaison between both BES and the regulatory
authorities' technical personnel through project completion. Mr. George
will work closely with Mr. Brausch in the overall planning of the

effort.
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Mr. George has had five years of experience in managing and conducting

RI/FS assignments on EPA-lead Superfund sites.

Specific responsibilities of the pboject manager/project coordinator on

this project include the following:

¢« Organizing and scheduling of Remcor technical
staff for the work assigned

+ Providing technical direction to the principal
investigators

« Coordinating subcontractor activities
+ Controlling schedules and budgets

« Incorporating the efforts of the technical ad-
visors into the program

+ Establishing project records
» Assuring that quality control procedures are fol-
lowed with respect to field sampling activities

and report preparation

» Coordinating with the health and safety personnel
for the project

¢+ Participating in project-related meetings

*+ Review of all project reports.

5.1.4 Project Advisors

As indicated in Figure 5-1, the following individuals will provide key
technical input on an advisory basis:
¢+ Ms. Deborah T. Marsh

+ Mr. Charles H. Au
e« Mr., John F. Winter.

These advisors will participate by providing input to the project mana-
ger early in the effort and on an as-needed basis throughout the proj-

ect. Ms. Marsh has strong background in environmental engineering and

expertise in regulatory analysis and alternative remedial action

evaluations.
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Mr. Au, who is the President of Remcor and a recognized expert in heavy
construction, will provide assistance in evaluations of the alternative

remedial actions. Mr. Au has over 25 years of technical and managerial S
experience in earth moving, landfill construction, slurry wall construc-

tion, and other environmental-oriented construction projects.

Mr. Winter is the Vice President of Field Projects at Remcor and will
provide assistance relative to the cost analysis of the remedial action
alternatives. Mr. Winter has five years of experience in the completion
of remedial actions at hazardous waste disposal sites and the management
of remedial action implementation projects. He has participated in nu-
merous RI/FS projects where his primary activity has been supporting the

identification and evaluation of appropriate remedial alternatives.

5.1.5 Quality Assurance/Health and Safety
Ms. Linda K. Scholl will serve in the important project role of quality

aésurance supervisor and project health and safety officer. Ms. Scholl
is a medical scientist with strong technical background in industrial
hygiene, risk assessment, and analytical chemistry. Her specific re-
sponsibilities include ensuring that a safe working environment exists
for all field related tasks. Ms. Scholl will also coordinate all per-

formance and system audits to ensure that QA/QC requirements are met.

5.1.6 Principal Investigators
Because of the variability in expertise and experience necessary in the
completion of the RI and FS portions of the project, it will be neces-

éary to have two different individuals fill the principal investigator

positions. The primary role of the principal investigators will be to
directly supervise and coordinate the activities of the technical staff
and subcontractors. The principal investigators will also assist the

project manager in monitoring the project schedule and budget.
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The RI principal investigator reguires a strong background in the design
and completion of studies and evaluation of data associated with geolog-
ic, hydrogeologic, waste characterization, and other types of field in-
vestigative programs. The FS principal investigator requires a strong

background in engineering evaluations and design.

Mr. Joseph G. Kasper is the principal investigator for the RI. Mr.
Kasper is a geologist with four years of experience dedicated to hazard-
ous waste site evaluation. He is experienced in all aspects of field
investigations (e.g., drilling, monitoring well installation, environ-
mental sampling), data interpretation, and remedial investigation report
preparation. He has served as the principal investigator for RI/FS

studies at several EPA-lead Superfund sites.

Mr. William E. Rosenbaum is the FS principal investigator. Mr. Rosen-
baum has five years of experience in environmental engineering related
to industrial and hazardous waste management. His experience includes
design of industrial waste treatment facilities and engineering studies

of municipal water supplies.

5.1.7 Technical Staff

Remcor has a staff of qualified scientists and engineers who will be

assigned to the various technical tasks necessary for the completion of
the RI/FS. The assigned staff members will work at the direction of the

principal investigators in the completion of their assignments.

5.1.8 Laboratory Analysis

All laboratory analysis will be conducted by NUS Corporation of Pitts-

burgh, Pennsylvania, and EPA Contract Laboratory. All laboratory analy-
ses and quality control procedures will adhere to the EPA CLP Statement
of Work. The work will be under the direction of Ms. Peg Marple, labo-

ratory manager. The laboratory's address is as follows:
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NUS Corporation

5350 Campbells Run Road

Pittsburgh, PA 15205
412/788-1080

5.1.9 Data Validation

Laboratory data review will be performed by Support Systems, Inc. of

Fort Collins, Colorado. The review will be under the direction of Mr.
Cary B. Jackson, a chemist with over 12 years of experience in the
water, wastewater, and hazardous waste field. Mr. Jackson's resume is
included in Appendix B. Support Systems, Inc. has been previously
awarded subcontracts to provide data review of EPA CLP analytical
results. Their address is as follows:

Support Systems, Inc.

3249 Silverhorne Drive

Fort Collins, CO 80526
303/226-3561

5.1.10 Subcontractor Support

Additional subcontractor support is anticipated for certain tasks of the
RI. The subcontractors will be under the direct supervision of the RI

principal investigator and project coordinator.

Two drilling firms will be procured to conduct the drilling and monitor-
ing well installation portion of the RI. One firm will be retained to
obtain samples for the source characterization task and an additicnal
firm will be contracted to install the proposed monitoring wells and
drill the exploratory borehole. Subcontractor selection is currently in
progress. Only firms experienced in hazardous waste/ground water con-
tamination studies are being considered. The EPA will be notified imme-

diately upon selection of the drilling subcontractors.

The borehole geophysical logging of the exploratory borehole will be
conducted by Appalachian Coal Surveys under the direction of Craig B.

Clemmens. Appalachian Coal Surveys have previously conducted logging on
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numerous Superfund sites in EPA Region III. Data interpretation of the

borehole logging will be conducted by Remcor's technical staff.

The borehole logging firm's address is as follows:

Appalachian Coal Surveys

P.0. Box 17203

Pittsburgh, PA 15235
412/243-3039

In addition to the above, the services of a subcontract surveyor will be
necessary to obtain accurate location data on monitoring wells and sam-
pling points. The EPA will be notified of the firm that will be con-

ddcting the surveying in advance of field activities.

5.2 PROJECT SCHEDULE
Figure 5-2 displays the anticipated project schedule for the BES site

RI/FS. The following assumptions have been made in developing this
schedule to expedite completion of field phases of the RI prior to the
onset of inclement weather:

+ EPA approval of the Work Plan, FSAP, HASP, and

QAPP will be obtained to permit initiation of the
RI within three weeks of plan submittal.

« EPA approval of drilling subcontractors will be
completed within two weeks of notification.

» Turnaround of laboratory anaiyses will be
achieved in approximately six weeks.

+ Access to drilling locations with the Borough of
Bally and acquisition of necessary authorization
for the pumping test will not adversely affect
the scheduled work.

As shown in Figure 5-2, the Baseline Ground Water Survey (Task 3) will
be initiated based on implementation of wellhead treatment at Well

No. 3. This is advisable to obtain two weeks of baseline data under
present conditions (i.e., Well No. 3 not pumping and minimal pumping of
Well No. 1 to supplement the springs).
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TABLE 2-1

' DAILY WATER CONSUMPTION BY QUARTER
BOROUGH OF BALLY
(1983 to 1987)
BALLY ENGINEERED STRUCTURES SITE RI/FS
(All Values in Gallons Per Day)

quarTeR( ")

. YEAR I 11 111 1V
1983 83,571 67,407 84,659 86,802
1984 71,286 70,956 75,747 79,407
1985 8l 264 73,659 76,264 79,615
1986 80,033 76,110 83,396 74,915
1987 68,121 - - -

. Average 77,455 72,033 80,017 80,192

3

4

é

- (1) I= Jénuary to March

- I = April to June

i 111 = July to September

= ' IV = October to December.

SOURCE: Records Jf the Bally Municipal Water Supply, Bally, Pennsylvaniz.
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TASK NO.

—

= owon

- TASK NO.

8

9
10
11
12
13
14

TABLE 4-1

RI/FS SCOPE OF WORK - TASK DETAIL |
BALLY ENGINEERED STRUCTURES SITE
BALLY, PENNSYLVANIA

REMEDIAL INVESTIGATION

TASK DESCRIPTION

Evaluation of the Current Situation
Planning and Management

Baseline Ground Water Survey

Source Characterization

- Lagoon Areas

- Degreasing Areas

Hydrogeologic Investigation

Exploratory Drilling

‘- Drilling and Monitoring Well Installation

Ground Water Sampling

Aquifer Performance Testing
Site Investigation Analysis

Remedial Investigation Report
FEASIBILITY STUDY

TASK DESCRIPTION

Description of the Proposed Response

Identification and Evaluation of Remedial Technologies
Development of Alternatives

Screening of Alternatives

Detailed Development and Evaluation of Alternatives
Preliminary Feasibility Study Report

Final RI/FS Studvaeport and Conceptual Design
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TABLE 4-2

PROPOSED MONITORING WELL SUMMARY
BALLY ENGINEERED STRUCTURES SITE RI/FS

PROPO%%?
WELL NO. MONITORED ZONE DEPTH RATIONALE
(feet)

B87-41 Intermediate 120 Determine vertical distribution
of plume near source (compare to
86-43)

87-61 Intermediate 120 Define extent of plume in north-
ern direction

87-78 Water Table 50 Determine vertical gradient and

87-71 Intermediate - 120 distribution of plume between

Municipal Well Nos. 1 and 3

87-81 Intermedizte 120 Determine northeast extent of
plume

87-9S Water Table 50 Determine vertical gradient and

87-91 Intermedizte 120 distribution of plume east of the
site

87-101 Intermédiate 50 Determine plume concentrations

87-10D Deep 220 downgradient of site (compare to
Gehman well)

87-118 Water Table 50 Determine vertical gradient and

87-111 Intermediate . 120 distribution of plume in the

eastern vicinity of site

87-12D Deep 220 Determine vertical distribution
of contamination near source
(compare between 86-3 cluster and
Municipal Well No. 3)

87-138 Water Table Lo Determine concentration of vola-
) tile organics in suspected source
area

(1)Actual well depth may vary and is dependent on intercepting water
producing fractures.
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"Material Sefety Data Sheet

QUICK IDENTIFIZR (In Plant Common Name;

Manufactures’s
Name Chemical Solvents, Inc.

1-800-321-8506 National
Emerguncy
Talephone Ne. 1-800-362-0693 Ohio

Othar

Address 1 .
‘ nformation
3751 Jennings Rd. Cleveland, Oh. 44109  © (216) 741-9310
— F o Dats
S for Preparation Preparsd  10/85
SECTION 1- IDENTITY
ommon Nzme: tused on label) Ca= Neo.
e & Symonymel sP 711 N/
Chemical Chequ'cxl -
Kinme N/A Famly Chlorinated hydrocarbons,
Formuia
N/4A alcohols

SECTION 2 - HAZARDOUS INGREDIENTS

Princ:pai Hazaraous Componentia) chemical & common namesi)

Thresnold Limut Value

cas regictry ere)

Trichiorethvlene 79-01-6 100 ppm
Methvlene Chloride 75-09-2 100 ppw
Methanol 67-56-1 200 ppm
Ethyl Alcohol 64-17-5 100 pom
Additive ' N/A *N.E.

* NOT ZSTABLISHED

SECTION 3 - PHYSICAL & CHEMICAL CHARACTERISTICS (Fire & Explosion Data)

Boiling o Specific Vapor o
: Gravit =1 -
Pount 1790 © ravity (HOm=1} 1 941 Prm:u.n(mmeB&J @ 20 C
Percent Voiatie Yapor Evaporation Rate .
by Volume (%) 100% Density Air = 1} 5 £ tether =1l -agpprox. 1.8
Soiubiiity Resctivaty in
Water

in Water Moderate None
Appenrance
and Odor

Clear colorless liquid. mild alcoholic smell.

Fiash 7] ‘)O"'T: Flammable Lizuts Lower Upper .E(xl—ngmabcr . Auto-[grution
Point 3 cag eyl by Voiume unknown Mecia 0O, dry chemical, folEpperawre unknown
Soeciel Fire :

Fighting Procedures 3 . ce1f_contzined breathing apparatus,

Unusuaj Fire and o ) i
Sealed drums may rupture due to internal pressure. Toxic vepors will be

Ezxpiosion Hazerds

svelred

(:"‘f\,""v'v
" Py

AR300253
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SECTION 4 - PHYSICAL HAZARDS

Siebility Unstable T Conditions .
Stabie D wAvad  Avoid hot surfaces, open flame, electrical arcs.

Fey

Incompatability
Matenius ta Aveidl ¢ e ovidizers 21kalies or acdds

jtazsroous

B ation Products  Oxides of carbon, phosgene (small amounts). Hydrogen chloride
Hazaraous May Occur O Conditions
Potymerizstion Wwill Not Occur ’.2 to Avoid None

SECTION 5 - HEALTH HAZARDS

Threshold
Lumit Vaive ayg TLV = 100 pom/8 hrs.

Signs and 1. Acute )
Svmptoms of Exposure  Overexposur® Dapresses the centrzl nervous svstem.

2. Chronic -
Overexposure Haye caused liver and kicdney disease in experimental animals.

Medical Conditigna Generaily
A ted by E -
Rgrsveisd by Exposure A . ce and chrondc liver and kidnev disease, chronid lune

disezse, znemiz, COTONATY diceace or rhvthm disorders of the heart

Chemical Listed 23 Carunogen Mgthylen jational Toxicology Yes T I.A.R.C. Yes O OSHA Yes O
or Potential Carcmogcn. C—hloride' gram No 827“*’"\21 Monog‘npln No g No p
OSHA Permizmible QCG'A? Thresnoid Other Expoeure
Exposure Limit irmut Vaiue Limit Used o~ -
xpo /4 N/a AVG TLV = 100 powm/8 hrs.

Emergency and
First Aid Procedures

1. Inhaiation

Remove to ‘resh air. Administer oxveen 1f necesssryv.

2, Eyes '

Flush with water for 15 minutes. Cz1l a physicizan.

3. Skin . N
Remcve contaminated clothing. Call a2 phvsician.

4, ingestion

Do not induce vomiting, Czll physician Zmmediately.

SECTION 6 - SPECIAL PROTECTION INFORMATION

Hespiratory Protection

Soecily Typel cuired below PEL (TLV)

Norne re
Ventilation Locai ceneraily Mechanical Special Otbar
Exnsuat - {General} . :
Normal use yanecscSaTY reguired exprlosion proof
)’I:O&P':L)Vt ’ Zye : '
Gioves Viton, neoprene gloves Protection Chemical szfety goggles. No cootact 1t

Other Protective
Clothing or Equipment Apron. boots or headgear if splashing is a problem.

SECTION 7 - SPECIAL PRECAUTIONS AND SPILL/LEAK PROCEDURES

Precsutions Lo be Taken .
in Handling and Storage  Aynid contact with skin, breathing of vapors. Pipe vents outdoors.

Store in ceceol. drv, ventilated zrea. Vapors azre hezvier than air & will coilect in low

Other ' = =

Precautions 4 2 P . L. .
Dreyent moist zir from entering storage. Yo smoking in pressence of vsvors. Cc

with aluminum under pressurizable fluid system may cause violent reactions.

Steps to be Taken in Case
Malerial is Released or Spilled

Twezecnate ares, ventilate. contzin spill. Clean area (wear protective

_dear) bv mopping oY using absorbent material., Place in sezled contadner
Waste Disposal : =

Methoas Use licensed »erladimer tred rat wagt £
ced gime cinerztor, or wzste manage—ent facdlitv. Contact

Cnemical Solvents. Inc.

B L
IMPORTANT G S L‘.'i

Do not leave sny biank spaces. I required information is unavailable, unknown, or does not apply, 80 indicate,

AR300254
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1 ..-(.'_r‘.1~.'i.;g. T g cb T

SNICHY

onlc overexposures to mothylene chloride have csused Uver and kidney disesss in experizental

. aimals.

farcincgendcity: Mettylene chioride has teen evaluatod for possibla carcer causirg effects in laboratury
Anirmls.  ralstion studles st corcentxatioms of 2,000, ard 4,000 ppn incrensed the incidence of

miligwnnt lver ard Jug tuors In mice. Three inhalstion stud.les of rats have stown Increased incidenc.
of lenign voxary glord trors In female tats ot concentrations of 500 ppn ard above »rl Increases In

L ign sreomery glard tors In males at concentrations of 1,500 ppn ard above. Rats exposed to 50 anl M.«
pro via jrhalation showed ro Increased incidence of tumors. Mice ard Tata exposed by {rgestion st leveln
up o 250 mg/kg/doy Lfetine ard hemsters exposed via Inhalation to concentrations up to 3,5 ppa nre
time did rot show an mcraased Incidence of burors. ;

Thv Intermatlonal Agency for Carcer Fesearch comsiders liver ard lung burmors In mlew as lmitel evidence
of nnimal csrelncgendcity. The slgnificance of benign meamary glard tumrs 18 unknon.

Comonet A has caused incressed Incldence of masal humors in rats exposed by inhalation, forestomsch
tuors In rats exposed by gavege (forced-fed in oil) ard Injection site bxrors when injected uder tle
s¥in of rats. .

Fpldendolegy studles of 751 humss c**om.Ally ecposed to wethylene chloride in the workplace for a mini-
s of 20 yests did rot dezomstzate amy incresse in deaths caupsed by carcer or cardlae pcroblems. A

sccord sthudy of 2,277 workers corfliroed these results.

¥etlnylere duloride has been ldentificd as anlmnl carcinggen by NIP, but Is not on the IARC or OSIW Txry,
ns of Agust 1, 1985, Componet A has teen identifiad as an enimal carcincgen by TARC ard NIP, but s
nce on the &AW 1ist.

‘ Prprohetlve Toxiclty: Feproductive toxiclty tests hove been cordicied to evaluate thoe potential adwerse
cllccts methylene ciloride moy have on reoroeduction ard offepirg of laboratory snirels. The resultx {n-
dicnte thet methylene chlotide doems rot crupe birth defects, In laboratory animals.

o — —— e s . -

(‘v\hf*"?’"f’
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QUACI INEN IR VR 1 T9ant Commreon Nared

Material Safety Data.Shé—f;E

1-800-321-8506 National

Masusfacturer’s F.mergency
Name ° Chemlcal Solvents, Inc. Telephone No. 1 _800-362-0693 Ohio
Addiesa (ther
Inlormation
3751 Jennings Rd. Cleveland, Oh. 44109 ° Csl (216) 741-9310
Signature nf J'erson 1Inte
Respomaible foc Preparation Prepared

SECTION 1 - IDENTITY

;;‘;::1’;‘&’::,‘::‘;;‘:‘;';:“:;‘ lnbwel) SP 7 13 Cs» No. N/A

Chemical Chemical

Pj-me N/A Forlly _Chlorinated Hydrocarbon,
Formula Alcohol, Aromatic
SECTION 2 - HAZARDOUS INGREDIENTS

Principal Hezardous Component(s) (chemica) & common nametsy Cas Reg Number Threshold Limit Value {unita}
Toluene I : . 000108883 100 ppm
Methylene Chloride 75-09-2 100 ppm
Methanol . 67-56-1 : " 200 ppm
Ethanol o o - 64~-17-5 100 ppm
Additive , - - N/A *N.E.

*Not Established
SECTION 3 - PHYSICAL & CIHHEMICAL CHARACTERISTICS (Fire & Explosion Data)

uoiling - s Specific VYapor

Point” ~. 12Q° F - Gravity (11,0=1} A/ 1.15 Pressuretmm g} 340 R20°C
I'ercent Volatile ., Vapor Evaporation Rate

by Volume (%) 100% Density (Alr= 1} Greater thani €Lher =1y Slower

Saluhility : Renctivity in

in Water Water

Moderate

Appenrance

andOdor  Clear, Colorless Liquid, Mild Alcoholic Smell

Finsh o Finmmshle Limits Lower Upper Fatinguisher Autoe-ignition

Pont > 100°F in Air % by Volume Unknown Medis C02 ,Drychemical s Foam Temperature Unknown
Specisal Fire . i

Fighting I'rocedures  Wear Self Conainted Breathing Apparatus

Unusust Fire and
Explosion Hazards  Sealed Drums May Rupture Due To Internal Pressure. Toxic Vapors Will Be

Evolved.

oy ¥ *
' ~ - -
E [] - t’

i e WO
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SECTION 4 - PITYSICAL HAZARDS

Statnlity Uinatable {1} Conditiona ’ . X
y Suable ™ toAveid Avoid hot serfaces, open flame, electrical arcs

inn‘-nnnp—-;hllh y

(Materiale to Avuid) Strong OXidi.ZEIS ,alkalies or acids

rYarardous ‘
‘ilwompmiunn Preducts  Oxides of carbon, phosgene (small amounts), Hydrogen chloride

Hazardons May Occur {1 Conditlans
1'sly merization Will Not Oceur (X Lo Avoid None ,

SECTIONS5 - HEALTIH HAZARDS
Threshnld
Limit Value AVG TLV=100 pPpm

Signs and 1. Arute
Symptoma of Fxposure  Overexposwrs Depresses the central nervous system. .

7. Chionic
Overesposure . Have caused liver and kidney disease in experimental animals

Medical Conditions Generally

Axgravated by Fzposure .. . . s .
Acute and chronic liver and kidney disease, chronic Iung disease,
A 3
anemia,coronary disease or rhythm disorders of the heart.

Chemienl Listed sa Carcinogen) , Nationel Toxicology Yes ¥V I.LA.R.C. Yes (3 OSHA  Yes 1)

or I'atential Carcinngen gﬁigi%ggel‘mpnm No L[} Monographe No K . No B

OSTTA Termisaible ACGIH Threshold Other Eaposure

Expasure Limit N/A Limit Vaiue N/A Limit Used Avg TLV=100 ppm

Einergency sand
- Fitst Aid Pracedures

1 % Tatinn
- Remove to fresh air, administer oxygen if necessary
E’..‘Fiyrs )
< Flush with water for 15 minutes. Call physician.
.. 3 5kin

‘___ Remove contaminated clothing, flush with water for 15 minutes. Call a physician.
4. Ingestion
- . Do not induce vomiting. Call physician immediately.

: SECTIONG6- SPECIAL PROTECTION INFORMATION

Ilespiralory Protection

[T

{Specily Typel Organic cartridge respirator above TLV
-~ Ventilation Local LeNleTally Mechanicsl Specinl Other
Normal Use =~ Fhmt yppecessary™™™"  Required Explosion proof
) Protective Eye .
“ Gloves  Viton, nedprene gloves Protection Chemical safety goggles. No contact lenses.
— E)—; hn' I'rolr:ﬁve_ -
* Ulnthing or Fquipment Apron boots,headgear if splashing is a problem
SECTION 7 - SPECIAL PRECAUTIONS AND SPILL/LEAK PROCEDURES
t P'recautions to be Taken -
in Handling and Storesge  Ayoid contact with skin, breathing of vapors. Pipe vent out doors, store
in cool, dry, ventillated area. Vapors are heavier than air, will collect in low areas.
(Rher
Preemutlors - Prevent moist air from entering storage. No smoking in presence of vapors.
Contact with aluminum under pressurred fluid system may cause violent reaction.
Sicps to be Taken in Case ' .
Materinlis Relensed or Spilled Evaluate area, ventilate, contain spill. Clean area (wear protective
gear) by mopping or using absorbent material. Place in sealed container.
Whaste M . . cq
Kethnds " ""Use licensed reclaimer or waste management facility. Follow all local, state
‘ and federal regulations. '
IMPORTANT P

Do not leave any blank spaces. If required information is unavailable, unknown, or does not apply, 8o inflicate.i
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MTC 1OXICIY

s weroq;oeu'rm to mothylene chloride have caused Uver and kidney disesse in experimental

o
“clrgenicityt Hatlylene chloride has been evaluated for poasibla cancar causirg «f fects in laboratory
imnja, tion studics at corcentratiors of 2,000, ard 4,000 ppre increased tha incidence of

Wllgwnt lver ad Jug trots In mlce. Three inhalstion studles of rats have stown incressed incidenen
" lenign rouwary glord tumors In [omale rats ot concentrstiors of 500 ppm ard sbove &l Increases In
vfn mromry glard tumors in males st concentrations of 1,500 ppn and above. Rate exposed tn X} anl e

‘i via lrdalation showed ro Increoeed Incidence of tumors. Mice ard rats exposed by irgestinn st levels

0 tn 250 mg/kg/day lifetime ard homsters exposed via inhalation to concentratiors up to 3,30 ppa 1fe-

™ did rot show sn increased Incidence of turors.

Mvt Internatfonal Agency for Carcer Research comsiders liver and lung tumrms in mice as limitel evidents.
T muml earclncgenicity. The slignificance of benign meomary glsnd howrs is unknoan,

sorronert A has caused incressed Incldence of nesal tumrs in rats eiposed by inhwlation, forestomac)s
tuors in rats exposed by gavage (forced-fed in oll) and injection site turors whoen Injected under tlm

Jdn of rats. . , sl

“rldoniolegy studles of 751 humrs chronleally exposed to methylene chloride In the workplace for & ming-
-m of 20 yesrs dld rot derorstrate eny incresse In deaths coused by cancer or cardiac problems. A

sord study of 2,277 workers conflrmed these results.

“tlylene duoride has been ldentlficd as anlml carcincgen by NIP, but s not on the IARC or OIW )ixry,
of Agust 31, 1985. Componert A has been identificd as en enimal carcincgen by 1ARC ard NTP, Lut Ia

t o the OGN list.

B chtive Toxicity: Reproductive toxicity tests have bteen conducted to evaluste tha potentfal Alwne
ts methylens duotide may have on reproduction srd of feprirg of laboratory mimals. The resulta {n-
llente that methylene chloride docs mot cause Wrth defects, in laboratory snimals. )

" — — C e ee e

— -~ - vt
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MATERIAL SAFETY DATA SHEE’

SOLVEMT AMO LUBRICANKRT
SPECIALISTS

fotEakenln€>

CHEMTRE 800-422-8300 !
HAZARD RATING HEALTH
Blended By R.W. Eaken Inc. LEAST SLIGHT ‘
P.O. Box 171 Leesport, PA. 19533 . || i

(215) 926-2136 MODERATE ISR EXTREME | eacTiviTy

3

f@w

e

3 :.v,. AR -;51 S 75%#_;2 o 2
GREDIEN SR SR e
% TOXICITY DATA C.A.S. NUMBERA

35
3%
G

Aliphatic Hydrocarbon 100 ppm, ACGI! £4742-48-Q

~

-5

(G2}

¢ ppm, Exxon 64742-0

rn

Aromatic Hydrocarbon

ACTTE TCXICITY: Cvarexycosure can lead tc central nerveus svstem Cepression producing such eile

3]
rt
in
o
%]
0
(D
[
[eh
[
n
o3
117

dizziness, nausea, and loss of cocnscicusness.

IVI CONTACT: Shorz-term liguid or va

bt

or contact may result im slight eye irritztion. Frolonged and repeated

cocntact zzy be nore irritating.

ko)

SEKIN CONTACT: Proicnged and repeated liquid contact can cause defatiing and drying of the skin which may

sesult in skin cerzatitlis.,

ALY S emy

“NAALATION: High concentrzticns or prolonged exctosure Lo

lower ccrncentrations may be slightily frmitatizg

ts mucous membranes.

INGZSTICN

S: Liquié incestion zay result
BE AVOIDED as :i

-
ba

emorrhace.

z vomiting; aspiratlon {breathing ir) of liquid into the lungs MCST
b 4 i

4 1
b i oy
quid contact with the lungs can result in chemical pneusonitls and pulmenary edema/

KR300259




-RVLZakenlnc,
SOLYENT 280 LLMAICARTY
sractlalizts

somcw 22

~het

gastric lavage should be consigfered.

cematose, a cuffed endctrachezl ltube

Material Safety Da;a Sheet

R ¢lear water for 1% minutes or until

=YE CCNTACT: it splashed iato eves; flush wit irritation subsides.
1f irritatior persists, get medical attention.

SKZN CONTACT: Wash with soar and vater. Femove centaminated clothing and do not reuse until launcdered. 1If
persistent irritatien occurs, get medi 2]l attention.

INHALATICN: Remcve victim to fresh alr and provide oxygen if breathing s difficult. Give artificial
respiration 1f not treathing. Get medical attenticn.

INGZSTICN: DO NCT INDUCI VCMITING even though vomiting may occur. If vomiting occurs, keep head below hips
to prevent aspiration 3f liquid Into the lungs. Get medical attention.

NGTT TO PWYSICIAN: Depending upcn ithe amcunt ingested and retained, as well as the toxicity of the procuct,

183

e

Keep pztient's head below hips to prevent pulmorary aspiraticn.

w11l prevent aspiration. Consult a poison control center.

RS *3
l N Te
BOILING POINT - MELTING PCINT VAPCR
°F) 3N o) L0°F PRESSURE 2.25
4 =
{mm#g)
3PETIFIC | ®» VOLATILE BY VAFOR
CGRAVITY L7632 3 3Q°F | YCLUME 100 DENSITY 3.53
iHMod=1) [ (AIR = 1)
E
SCLUBILITY IN  yoni<mdii ! EVAPCRATICN RATE voz AUTO IGNITICN  zamcr
WATER Negliginie -l BuTvLaceTaTE = ) 0.1€2 TEmPERATURE <00

LOWER

r'..-\SH rO‘Ns AND ‘A"’HOD Uc D FLAMMAEZLE L MITS/% VCLU UPPEn
o N - - - b
104°F, 7.C.C. estimated .0 7.0
EXTINGUISHING MEDIA
Use watar spray or fcc, Ivam, drv chemiczl or zarbon Zicxide. Do not use 2 direct water stream. Avoid
smmmrmiyiariam A5 Gntow 3o mradaes 83T 20 ase
SPETIAL FIRE FIGHTING PRCCEZDURES AND PRECACTICONS
Do not enter cocniized Zire space without sreger protective equipment fincluding a NIOSE erproved self-
contained breathizg apparztus. (2ol {ilre-exgesed containers, surrcunding equipment and structures wilh
vater
CNUSUAL FIRE AND £XFLCSION HAZARCS
oo {' G
t o i

ARI00260




a Material Safety Data Sheet

-RW.Eakeninc.
JOLYENT ANO LUSKICANT
IPLCIALSTY

MSDS NUMBER  STS31-86 PAGE 3 of

A AT R ~s51‘-‘ w-""""&‘f“""‘ AR T e :
5 ..;1’9‘ 78 .V.P_“ v S G T e ( SR ”Q\f“f‘“&v}-_ ‘SM ;“E’rlﬁ

#

«'m- <, ""4-55-? mpf %
-,.. e, zm: P * ,":ﬂ:&{'*—s‘f’

ECTION: VI

S alalw hits

STABILITY D UNSTABLE STABLE | HAZARDOUS POLYMERIZATION l l MAY OCCUR m WILL NOT OCCUF

CONDITIONS AND MATERIALS TO AVOID

Keep liquid and vapor away from heat, sparks and flame.
Do not mix or store with acids, bases, or other oxidizing materials.

Prevent vapor accumulation.

HAZARDOUS DECOMPOSITION PRCDUCTS .
Carbon Dioxide, Carton Monoxide and cther unidentified organic ccmpounds may be formed during cembustiecn.

-

- .’ . . v - . * om < " . . ., ' A I ‘:
b ‘e.-'o“ ATV XTI A olE e Y '51'5-' ek

PCSWRA:ORYPRO|ECJON
Use NICSZE arpproved orcanic vapor respirator within the limitaticn of this device, to prevent overexpesure.

Use positive pressure self contained breathing acparatus in other situations.

PROTECTIVE CLCTHING
near 1m;e vicus g.oves (Neoprene, Viton) and protective clothing as required to prevent skia contac:. Wear
chemical goggles, safety glasses, or Zface shielé to protect eyes.

ACQITIC LPROnhCTWElﬁﬂASUREa ' ]
ope: ions ¥tere spillizg and splasbing occurs, use impervicus apron and boots to protect body. ZIyewash
<

- - -

ons ard showers should be readily available. Spark resistant tools are recommended. wWash hands
thorcughly with soap and water after kandling. o ’

SPILL CR LF_AK rROC-DbRES
WARNING: CCMEUSTIELE I'ziiminate all ignition scurces. Handling equipment must be grounded to prevent sparXimg.

LARGE SPILLS: Zvacuate the hatard area of unprotecied personnel. Wear apprepriate protective equipnent. Shut

0Zf source ci lezk only if safe to co sc. Dike z2nd contain liguid. If vapor cloud forms, water fog zmay Se
b

i ar
used to suppress; contain run-cff. Remove liguid wiith vacuum truck/puaps to sicorage/salvage containers.
1

Soak up residue with absorbent materials; place i{n non-leaking ceontainers to await proper disposal. Tiush
area to remove trace; collect flushings, dispose of properly.

SMALL SPILLS: Take up with an z2bsorbent material and place in non leaking container; seal tightly and dispose
of properly. N

WASTE DISPOSAL

Dispose of through RCRA approved TS&D facility. Use non-leaking 17E or tightly sealsd 17E drums. Label
properly. Clheck state and loczl]l laws.

¥ethods of Disposal: Incineration, Recycling, Solidification and Landfill.

ENVIRCNMENTAL HAZARDS

This product £s a hazardous material and should not be allowed to enter surface waters, sever svste..sf and

drainage areas. Releases Lo environzent may te reportable under envi onwentéﬁﬁ 81@(802&61 o~
s r 2




@.Exxenm

JOLY MY AdC \LBAICANT

PECIALISTY

-y w2y

iiaitbiical valcly wala wiitoy

Keep ligquid and vapor away from neat, sparks and {lzame.

Use spark resistant tools.

Sround all equipment. Bend and greund transfer egquirment.

Do not weld, érill or grind on containers!

Zzpty contalners may contaln explosive or combustible vapors.
Keep containers tightly closed when not 1o use. :
Store cocntainers properly.

Suriaces that are sufflcrently het may I{fmite liquid material even in absence of spark or {lame.

[ Jriammaste Licuio E] CCMBUSTIBLE LIGUID [ | OXIDIZING MATERIAL NON-FLAMMABLE

DEPARTMENT

cF D FLAMMABLE SCLID D POISCN. CLASS A D

- . TRANSPCRTATION

i

CLASSIFICATICN

R R e

GAS

CCRROSIVE MATERIAL l ] NOCT HAZARDCUS 8Y
- e C O.T. REGULATICNS

. [] FLammasLe Gas [] ecisch.cLass e [ ] IRRITATING MATERIAL D CTHER Specity below
1
» 1D.0.7. PECPES SHIPPING NAME . . o N
! Compound, Cleaning, Ziguid Copbustirle Licuid NA i9¢s
— OTHER RECUIREMENTS raste Classafiidacion:
? WASTEZ CCOMPOUND, CLZANING, LIQUID Comrustidble Liquid NA 1se:3
% L Rt - -~ ~ . : v -~ -
or WASTE CCMBUSTIELT Li{UID N.D.S. Comzustitle Liquid NA 19¢3

DA, OSHA, USDA, CPST. £7C.
IFX - zescurce Ccnservaticn
If ihis Trecuct c©an o longer te used, or ls part of a waste stream - the resultant would Se

ecovery Act (RCRM)

"3

HAZARDOGS WASTE CoDE woxezR - 2001

ZFX - Compreshensive Invircnmental Response, Compensatlon and Llizbility Act (CZRCLA)

o

Releases to air,
eportacle quantity.

t

\
20 - None .
SMERGINCY RESPONSE GUIDE - #27

znd, and/or water are repcrizble under TIRCLA (Superiund) when reslease exceeds

mrn ey

The micrmation contained herein is tased on cala consicereq
accurate. However, no warranty is 2xpressed or 'mciied
regarcing the accuracy of these caia or ithe resutts (o e
ootaned from the use thereof.

Yang
Sersons proximateiy causec by the maternialf reasonable saiety
crccecures are not aghered to as stiguiated 1n the data sneet,

or 3ssumes no responsibility for injury (0 vencee of third

Accitionally, vencor assumes ne resoonsitiiity lor inury 1o
vendee or third persons proximately causec by adnormal use of

Furihermore. vencee assumes the nsx in nis use of the material,

!
i
\he matenal even i reasonzable satety prodecures are tollowea. |

17300262

R.W. Eaken Inc.
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MATERIAL SAFETY DATA SHEET

"RW.Eakenincg:

SOLVENT AND LUBRICARTY

SPECIALISTS
imCE V933

MSDS NUMBER S'I'SlS 8': PAGE 10F4

CHEMTREC 800-124-9300
HAZARD RATING HEALTH | 2
Blended By R.W. Eaken Inc. LEAST  SLIGHT

0 1 FIRE|1 :

P.O. Box 171 Leesport, PA. 19533 ,

MODERATE HIGH EXTREME

(215) 826-2136 2 3 4 REACTIVITY | 0

T COMPOSITION o] TOX)C.TY DATA ! CAS NUMSER
1,1,1 - Trichiocroethan C 350pom, ACGIE 71-55-6
i Aliphatic hycroczrbon 100pmm, ACGIE 64742-48-9 ;

|

| .

{

l |
!

|

AL
DT, (’;i“-.
» i
) !
ACUTE TCXICITY: Cverexpcsure can lesé to central nerveous system depression producing such effects as ;
I

headaches, dizziness, nauseaz snd uncensciousness.

EYE CONTACT: Vapors and iiquids may czuse !rriation. Has possibillty of causing slight transient corneal

injury through contace.

SKIN CONTACT: Prolonged or rzpeated exposure may cause skin irritztion repeated centact may cause defetiing of

skin.

INHALATICON: lLow lievel vapor cencentrations may cause anesthetic or narcotic effects. High cencentration anéd/er
iong term exposure may irritate respiratory system; dizziness; drunkenness, ancd ex:ireme cases,
unconsciousnes

INGZSTION: Liquid ingestion mey be marked by nausea, vomiting, cdizziness, stomach irritaticn and pessible

UNCCNSCLOUSNEesS.

SYSTEMIC: May cause increzse in carboxyhemoglobin level. May increase myocardial irritanhility.

181 ppm TLV/TWZ; ACGIX

N o~ P
’ I‘\; E F
&,

- v Ve P )
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Maierial Safety Data Sheet

(v{;.iakenlnc.
SOLYEMT AMOD LUBRICANT

SP!CIALIS’!
simc3 09y

‘ SYE CONTACT: Irrigate with flowing water for at least 15 minutes. If irritation persists, get medical

—ads

attention.

clothing or shoes until clezned. If irrifation persists, seek medical attention.

treat as contact dermatitis.

-

’

to accumulate in low areas, areas of inadegquate ventilation,corners and pits.)

aspiration of liquid into the lungs.

DO NOT GIVE LIQUIDS. Contact ?hysician immediately.

be weiched against toxicity when consicdering emptying the stomach.
endotracheal and/or esophagoscopic contrcl.

MSDS NUMBER STSlS—BS

Do not reuse
If rash persists,

SKIN CONTACT: Wash off in flowing water or shower. Remove contaminated clothing and shoes.

INHALATION: If breathing difficulties, dizziness, or light headedness occur, get victim to fresh air.
breathing stops, administer artificial respiration - preferzbly mouth to mouth. (Note: Vapors

SYSTEMIC: Avoid Zpinephrine or similar acting drucs if at all possible. <Consult standard literature.
hips to prevent

INGESTION: DO NOT INDUCZ YOMITING, butr if vomiting occurs suontareousx ; keep head below the

Physician's Note: May cause chemical preumonia LZ aspirated inte lungs. Danger of chemical pneumonia must

if lavage is periormed, suggest

PAGE 2 OF 4

IS ey -
Dher i 7

. o .
A X 3*};‘3‘“&"‘:14
EOILING POINT . MELTING POINT VAPOR

°5) I 1= (°F) - PRESSURE
I 163 est. -34 {mmHg)
SPECIFIC % VOLATILE BY VAPOR
- GRAVITY VCOLUME OENSITY
{Fod=1) 1.04 @ 60°F 1060 (AR = 1) 4,625
SOLUBILITY IN EVAPORATION RATE © 1 AUTO IGNITION
WATER neclicikie (BUTYLACETATE=1Y) 3 g7g TEMPERATURE -

APPEARANCE AND COOR

; watar white licuid, chlerinated

UPFER

FLASH POINT AND METHCD USED FLAMMAELE LIMITS/% VOLUME IN AIR _oweﬂ
no fiash to boiling peint, T,C.C. estimated 1.0

i EXTINGUISHING MEDIA
Water fog, "Alcchel” foam, Sry Chemical, Carbon Dioxide.

i SPECIAL FIRE FIGHTING PRCCEDURES AND FRECAUTIONS
Use NICSH approved positive pressure self contained breathing apparatus in confined areas.
exposed containers. Fire should be contained if possible, wear protective coating.

Use water %o cool

UhNJSUALfWRE.AND EXPLOSICN HAZARDS

. Vapor is heavier than air and may iravel great distance. VYapors have tendencies *o hang i
& less than adequate ventllat:ion.
i

zreas of

Ealw

-

’ AR300264



Matenal Safety Data Sheet

~BV¥£akcnlnc.
SOLVENT AMD LUBRICANT
SP(CXAL‘D.S,75

Iyt

NUMBER STS15-35  PAGE 3'of

oy -3.‘

m :(3"‘;,‘

STABILITY D UNSTABLE STABLE | HAZARDOUS POLYMERIZATION D MAY OCCUR WILL NOT OCCUF

CONDITIONS AND MATERIALS TO AVOID , L

Gas and oil heaters, open flames and arc welding are capable of causing thermal decomposition. Do not mix
or store with strong acids, bases or oxidizers. Do'not store in aluminum, zinc, or magnesium containers.

Hydrolysis producing small amounts of hydrochloric acid pessible with gross water contamination.

HAZARDOUS DECOMPOSITION PRODUCTS
Thermal degredation procuces hydrogen chlcride, carbon monoxide, and very small amounts of phosgene and

chlorine.

-..y.

i,.=
g4 l!‘,cwm é‘

HESNRATORYPROTECHON
Use NICSH approved organic vapor respirator within the limitation of this device. To prevent overexposure,

use positive pressure self contained breathing apparatus in all other situations.

PROTECTIVE CLOTHING
Wear impervious gloves (Neoprene, Viton) and protective clothing as required to prevent skin contact. Wear

chemical goggles, safely glasses, or faceshielcd to protect eyes.

ADDFHONALPROTESﬂVEMEASURE\ . .
In operazions where spilling ané splashing occurs, use impervious apron and boots to protect the body., GEve

wash stations and shcewers must be readily avallable. Spark. resistant tools suggested. Wash hands with soap

and water after handiinec.

B i .‘-.,.:J.‘;: 5“*"7’&%3

it b

QP!LL OR LEAK PROCEDURES
Ground and/or boné all equipment.

Evacuate hazard area oI unprotected personnel. Wear approprizte rrotective eguirment. Shut off
source of leak only when sazfe tc do so. Dike and contain liquid. Remove liguid with vacuum truck or pump to
non leazking salvage or storage cocntainers. Scak up residue with absorbent materials; place into non leaking

FTiush arez to remove trace azmounts, collect flushings, dispose of properly.

(S
I -4
-t

-
" b

LARG

drums to await proper disposzl.
SMALL S§PIT1S: Take up with an absorbent material and place in a non leaking container; seal tightly and

= __; - yoi

dispose cf properly.

WASTE DISPOSAL
Dispose of through XCRA appreved TSE&D fecility, with respect to all state and local laws.

wl

Methods of Dispcsal: Recyc--ng, incineration or as last resort - Landfilling.

ENVIRCNMENTAL HAZARDS
ccnsidered z hezzrcdous material and should not be allowed Lo enter suriace wate*s _or

wironment may be rerortable vnder state and/or federal réculac..ohé~

[P
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JOLYENT AMD LUBRICANT
SPECIALISTY

froem open Ilames or sparks.

Keen liquid or vapors away
round all equipment.
Do not weld, drill or grincé on containers!
Empty containers are still considered hazardous.
Keep containers tightly closed.

Hot surfaces may cause thermal decomposition and thusly,resultant noxious gases.

ventilation in work and lztoratory areas.

“

Store properly out of weather when possible.

Material Safely Data Sheet

Alvays have adequate

D FLAMMABLE L
CEPARTMENT
oF D FLAMMAELE SCLID D PCISON, CLASS A

TRANSPORTATION
CLASSIFICATION
D FLAMMABLE GAS

D POISON, CLASS B

iouio [_] comusTIBLE LiouD [] OXIDIZING MATERIAL D NON-FLAMMABLE

D CCRROSIVE MATERIAL \JCT HAZARDOUS 8Y

D IRRITATING MATERIAL D OTHER Specify betow

RIS

- LA o

D.0.T. REGULATIONS

' 1D.0.T. PRCPER SHIFPPING NAME

; SAF-T-20L 315 Not Considered Hazarcdous Matsrial In Vircin Stzte
- {OTHER REQU 73 . .
van:R REQUIREMENTS Wasts Name:
.- Nasts Solvent N.C.E. CEM=~2 NAlSe3
Wasze 1,1,1 - Trichicrcethan CRv-2 TN2221

P4 - Rescurce Conservatisn

If this grocuc
classified as 2 hazardous waste,

can no .ionger be used, or

-

HAZARDOUS WASTE CCDE NUMEBER - FQO01, DOOL
repcriable cuentitles.

RQ - NCne

s
[£8]
~J

IMERGENCY RESPCNST GUIDE - 374,

is pari of a waste stream, the resul

ZPA - Comprehensive Invironmental Response, Compensation, Liability Act (CIZRCLA

Relezses o zir, lanc or water are reportable uncer CIRCLA (Superfunc) when releases exceed

tant would be

)

Tne infcrmation contained herein is basac on'data consigered
accurate. However, no warranty is 2xcresseg of imopiied
regarcing the accuracy cof these catz or ne resuils ¢ be
optaineg from the use thereof.

Jengor assumes no respensibility for injury 1o vencee or :hirg
e1s0ns proximately causec by the matenaiif reasonabie salety
rccedures are not aghereg to as sticuiaiec in the cala sneet.

Acditionally, vengor assumes no recocnsibility for injury to

vengee or thirc persons proximately caused by atnermal use of

e matenal even if reasonabie szfety procedures are follcwed.

Furthermore, vencee assumes the risk in his use ¢f the matenal.

— AR300266
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P.C. Box 171 Leesport, PA. 1983
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L MATERIAL SAFETY DATA SHEE"

-R.W.Eakeninc,

SOLYENRY ANC LUBRICANT
SPECIALISTS

tiwig 93T

MSDS NU GE 1 OF 4

ANCE?

2

Eicli
412

Tty

< 800-424-5300
, HAZARD RATING HEALTH

Blended By R.W. Eaken Inc. | LEAST SLIGHT
P.O. Box 171 Leesport, PA. 18533

- ~ MODERATE HIGH EXTREME
(215) 926-2136 2 3 4 REACTIVITY |0

e
ER R

(]

s

FIRE

Methyvlene chloride ; ' 100pom, ACGIE 75~09-2
Methencl 200pom, ACGIH 67-56-1
Toluene 100com, ACGIH 108~88-3

2CUTE TOXICI™Y: Overexposurs czn :ead to central nervous system depression producing such effects as
headaches, dizziness, nausea anc unconsciousness.

EVE CONTACT: Vapors ancé iicuids may cz2use lrritation. Has possibility of causiag slight transient cormeal
injury through contact.
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- SKIN CONTACT: Prclionged or repeated eXpo
skin.

INHALATICN: lew level vaper concent
leng terz expesure pay irr
! unconsciousness.

INGESTION: Liculé incestlen may be merkeé Dy nausea, vomiting, dizziness, stomach irritation and possible

- Amty

unconsciousness.  CannCt be made nCn-poiscnous, may cause blincdness cr deatl.

SYSTEMIC: May cazuse increase !ln carboxyhemcclobin level. May increase myocardial irritability.

. 53.:»"- e ry_;.r;h ".m\s{‘k;‘- m' -

113 pom TLV/THA; ACGIE
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Material Safety Data Sheet .
MSDS NUMBER £IS12-85  PAGE 2 OF 4

<3§;;;akenlnn
SOLYENT AND LUBRICANT
ilt‘EI’ALIS‘!!

EYE CONTACT: Irrigate with flowing water Zor at least 15 minutes. If irritation persists, get medical

attention.

SKIN CONTACT: Wash off in flowing water cr shower. Remove contaminated clothing and shoes. Do not reuse
clothing or shoes until cleaned. If irritation persists, seek medical attention. If rash persists,

treat as contact dermatitis.

INHALATION: If breathing difficulties, dizziness, or light headedness occur, get victim to fresh air. 1If
_breathing stops, administer artificial respiration - preferably mouth to mouth. (Note: Vapors tend
to accumulate in lcw areds, areas of lnadecuate ventilation,cornmers and pits.)

SYSTEMIC: Avoid Epinephrine or similar acting cdrugs if at all possible. Consult standaré literature.

INGESTION: DO NCT INDUCE VCMITING, but 1 vomiting occurs spontaneously, Xeep head below the hips to prevent
aspiration of liquid into the lungs.
CO NOT GIVE LIQUIDS. Contact Fhysician immediately.
Signs and svmptans of the poisoning may not be immediate after ingestion.
Physician's Note: May cause chemiczl pneuroniz lf aspirated into lungs. Danger of chemical pneumonia must
be weiched against toxicity when considering emptying the stomach. If lavage is perfcrmed, suggest

encdotrzchezl and/cr esophagescoric centrol.

BOILING POINT MELTIFJE)PO!NT Dé/éatps%gE
°F) s ‘ ) PRES ‘
104 est. -137 immHg)  240.§
PECIFIC % VCLATILE 3Y VAPOR
(‘_t}FjAjVIT){ 1.15 @ 60°F VOLUME 100 ES:S—] ;1»)' 5.
{H20=1 — = - - = . st
i
SOLUBILITY IN n ZYAPCAATICN RATE _ AUTO IGNITION
WATER mocerzte (BUTYL ACETATE = 1) 10.13 TEMPERATURE 2st. 725°F

APPEARANCE AND CDCR

e AND NETHOB USE e ] FLAMMAELE LIMITS/% VOLUME TN AR LOWER rPen ;
i . o . |
no fiash +o boiling point, T.C.C. estimated 1.2 7.1 i

EXTINGUISHING MEDIA
Water fog, "Alcohol" focam, Dry Chemical, Carbon Dioxide.

SPECIAL FIRE FIGHTING PROCEDURES AND PRECAUTIONS
Jse NICSH approved positive pressure self contained breathing apparatus in coniined areas. Use water tc cool

exposed containers. Fire should be contained if possible, wear protective coating.

UNUSUAL FiRE AND EXPLCSION HAZARDS
Vepor is heavier then ailr and mav travel zreat distance. Vapors have tendencies to hang in enclosed arezs of
less than adequate ventilaticn. ’

N s s T
: s !
L. s L

PR W
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SOLVENMY AND LUSRICANY

SPECIALISTS
oAt

3R

STABILITY

D UNSTABLE Eﬂ STABLE | HAZARDOUS POLYMERIZATION D MAY OCCUR WILL NOT OCCUf

CONDITIONS AND MATERIALS TO AVOID

Gas and- 0il heaters, open flames and arc welding are capable of causing thermal decomposition. Do not mix

or store with strong acids, bases or oxidizers. Do not store in aluminum, zinc, or magnesium containers.

Hydrolysis producing small amounts of hydrochloric acid pessible with gross water contamination.
<

HAZARDOUS DECOMPQSITION PRODUCTS
Thermal degredation produces hydrogen chloride, carbon monoxide, and very small amounts of phosgene and

chlorine.

' ol
4

I XTI TP S

; 0%“”\2&‘1 Cs

! 2o 0%3 2 e iad
RIS S i e st o M

RESPIRATORY PRCTECTION .
Use NICSH approvecd organic vapor respirator within the limitation of this device. To prevent overexposure,

use positive pressure self contained breathing apparatus in all other situations.

FPROTECTIVE CLOTHING
Wear impervious gloves {Neoprene, Viton) and protective clothing as required to prevent skin contact. Wear

chemical goggles, safety glesses, or faceshield to protect eyes.

ACDITIONAL PRCTECTIVE MEASURES .
in operaticns where spilling and splashing occurs, use lmpervicus apron and boots to protec:t the bedy. Zye

wash stations and showers must be readily available. Spark resistant tools suggested. Wash hands with soap

~

'
r
I

and water after handling.

SPILL OR LEAK PRCCEDURES
round and/or bencé all egquipment.

Wear approprizte protective equipment. Shut ofZf
Dike ancé contain liquid. Remove liquid with vacuum truck or pump to

LARGE SPILLS: Evaccate hazard area of unprotected personnel.

source cf leak only when safe to do so.
non leaking salvace or storage containers, Soak up residue with absorbent materials; place into non leaking

érums to await preper disposal. Flush arez to remove trace amounts, collect flushings, dispose of preoperly.

SMALL SPILLS: Take up with an absorbent material and place in a non leaking container; sezl tightly and

dispose of properly.

WASTE DISPOSAL .
Dispose of through RCRA approved TS&D facllity, with respect to all state and local laws.

Methods of Disposal: Recycling, Incineration or as last resort - Landfiliing.

-

ENVIRCNMENTAL HAZARDS
This product is to be considered a hazardous material and should

severage systems. Neleageg into ervironment may be reportable under state and/or federal rec_mletiox,as.g
e

not be allowed to eniter surface waters cor

P

| J
e N BT

AR30026




S3. W.Eakm

3OLVENT ARD LUNRICANT
SHECIALIZTS
s ar

MSDS NUMBER

‘ -Keep liquid cr vapors away from open flames or sparks.

Ground all equipment.
Do not weld, drill or grind on containers!

Dnpty containers are still considered hazardous.

Keep containers tightly closed.

Hot surfaces may cause tl
ventilation in work and laboratory areas.

Viatleiidil oaiely wdaia wilect

TS12-85 PAGE 4 of

Store properly out of weather when possible,
hermal decomposition and thusly,resultant noxious gases. Always have adequate

4

DrLAMMABLE LiCUID D COMBUSTIBLE LIQUID D OXIDIZING MATERIAL ggg’-FLAMMABLE
DEPARTMENT
OF o amy y , . e . NCT HA,.ARDCUS 8Y
~RANSPORTATION D FLAMMABLE SOLID D PCISON, CLASS A D CORROSIVE MATERIAL REGULA‘,O;S

CLASSIFICATION

D FLAMMABLE GAS D POISON, CLASS B

D IRRITATING MATERIAL

]:] OTHER Specity below

:3.0.7. PROPER SHIPPING NAME  copp mucp 219

-CTHER REQUIREMENTS

Wasts Name: Waste Solvent N.O.S8.

IPA - Resource Conservation Recovery
If this procduct ¢an no lcnger e used, or is part of 2 waste stream, the resuliant would be

ciassified as a hazzrdous wasts.

ZARDOUS WASTE CODE NGMEER - F001,

005, D001

.ty

IZFA - Comprehensive Invironmental Xesponse, Compensation, Liability Act
Releases 10 2ir, lanc¢ or water are repertable under CERCLA {Superiund) when releases exceed

repcrtable guantities.

ro - 1000 Pouncs/Container

TMERGENCY 2ESPONSE GUIDE - £26, £27,

{CZRCLA)

The informetion contained herein is basec on data considered
accurate. However, no ‘warranty ie excressed or imolied
regarging the accuracy of these data or the results to bs
sstained frem the use thereof.
‘fengor assumes no responsibility for .n;ury 10 vencee or third
27SONs proximately caused by the matenai il rezsonaie safery
‘CSCUFES are not acherec tc as stiouiateq in the gatla sneet.
citicnaily, venaor assumes no responsibility for injury to
‘encee ¢r third persons proximately causes by abnormal use of
‘ne matenal even if reascnacie saiety procecures are {cliowed.
Furthermore, vendee assumes the risk in nis use of the material.

o
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FRODUCT SAF—T*SQL # ) ] ) CHEMTHEC 800-42 ¢gyx

. | HAZRAD maTING” T |7 T FHEALTH) 2
Blended By R.W. Eaken inc.” =~ 7 '_.Lfésf. skieHT e o
P.O. Box 171 Leesport, PA 19533 . FIRE|1

Cieiy ma .uaeqis] |[MODERATE LHIGH EXTREME [ - ="
(215} 925 2135 e s (SROPATELMEHLETIRNE | gterivivy o
R BTN SR L SN SoF S B S5 S DREF S0P & IR Tols RN Y) B ¢ ol WL
i -‘;g.wx Tl
IR Skl ) et St Jf.’qr‘"‘ ‘,I"Egi,x_. g A
COMPOSIT!ON L. % .- - TOXICITY DATA ... -ies ..C.AS NUMBER
Methvlene chloride e o -+ -100ppm; ACGIH.. il 75=09~2 00 5ol T
Perchloroethylene R S soppn, ACG"IIf 1 127—18 4
Aliphatic hvérocarbon . lOOD:m, ACG_L.Z'I 6&7&2-48—9
N . b W oo . a3 - e
sl VY
4 ) Nt YAy, IR U B ODae

Py :q.-x -

ESECTIC |y ﬂEGR g‘*q;m

T T, Y A S

ACUTE TOXICITY: Cverexposure can Zlead to central nervous system depressiorn producing such effechs as
headaches, dizziness, nausea ané unconsciousness.

EYE CONTACT: Vapors and liquids may cause irritation. Has possibility of causing slight transient corneal

injury threugh contact. - - .. .. RO
- - : Ty Yo . o N "-'A""[ TR T et w,, .,-«_‘l . “'_-. ;“-g e ;: T omEm g e
Tyt . i 4T L O
SKIN CONTACT: P*olongnd or *epeated expcsure may cause sx.n irritation repea? 4 contact may cause defatt Jg of
skin.
;ogalt

m eme e g e

INHALATION: Lov level vapor concentrations may cause anesthetic or narcotic effects. high concentration and/or
long term exposure may irritate respiratcry sysiemp dizrzindss; ¢runkenness, and e¥trens cases}"‘
unconsciousness. ~ : .

- I S B "'“*WF7:7ﬁf—”—- ?
INGESTION: Liquid -ngestion way be marxed by mauses, vomi*ing, dizziness, stcmach tatitn and po-sible' ?
unconsciousness, T 0 - sor oty Tsew alltunn o0l RESNOE FUR S SR O SRS SERNITS 1 tele ke 1 RS LR 1

SYSTIMIC: May cause increazse in carboxyhemoglobin level. May increase myocardial irritability.

@830@27!’



Material Safety Data Sheet

MSDS NUMBER STS5-85
EMERGENCY! AND FIRST AID.PROCEDURES:

FAW Eakening

IPLCIALISTS
bonct v

PAGE -2 OF 4

EYE CONTACT: Irrigate with flowing water for at least 15 minutes.
attention. . .

If irritation persists, get medical

Do not reuse
1f rash persists,

SKIN CONTACT: Wash off in flowing water or shower. Remove contaminated clothing and shoes.
clothing or shoes until cleaned. If irritation persists, seek medical attention.
treat as contact dermatitis. -

INHALATION: If breathing difficulties, dizziness, or light headedness occur, get victim to fresh air. If
breathing stops, administer artificial respiration - preferably mouth to mouth. (Note: Vapors tend
to accumulate in low areas, areas of inadequate ventilation,cornmers and pits.)

SYSTEMIC: Avoid Epinephrine or similar acting drugs if at all possible. Consult standard literature.

INGESTION: DO NOT INDUCE VOMITING, but if vomiting occurs spontaneously, keep head below the hips to prevent

aspiration of ligquid into the lungs.
DO NOT GIVE LIQUIDS. Contact Physician immediately.

Physician's Note: May cause chemical paeumonia i€ aspirated into lungs.
be weighed against toxicity when considering emptying the stomach.
endotracheal and/or esophagoscopic control.

Danger of chemical pneumonia must
If lavage is performed, suggest

e .

ﬁﬁ” ‘E:‘f;wu s y’s‘mE—Q:- e,
S0ILING POINT MELTING POINT VAPOR
(o F) (0 F) pRESSURE
103 est. -9 (mmHg) 41.96

SPECIFIC % VOLATILE BY VAPCR

GRAVITY VOLUME DENSITY

(Ho0=1) 1.005 @ 60°F 100 (AIR = 1) 4.76
SOLUBILITY IN ey EVAPORATION RATE-. - i ~AUTO IGNITHON SRS SR i

WATER nec'ugl.ble (BUTYL ACETAT_E =1) v.2.01 TEMPERATURE .est.. 500 o

APPEARANCE AND ODOR

water white liquid, chlorinated’hydrocarbon’odor’

FLASH POXAND METHOD USED

%ﬁ‘“‘:‘.:‘:ﬁRE‘Aﬂmexpmsmmummxs;

FLAMMABLE LIMITS/% VOLUME iN AIR

o re 3F oyag

no f£lash to beiling ::o_mt

T.C.C.

el

-t

estimar

UPPER

LOWER _

14.8 22

EXTINGUISHING MEDIA oo -

~ e el
A

R

Water fog, "Alcohol™ ‘oam, D =y Chemical, Carbon Dioxide.- --. ..

¥

SPECIAL FIRE FIGHTING PROCEDURES AND PRECA-UTIONS

Use NIOSH approved positive pressure self contained breathing apparatus in confined areas..

exposed containers. Fire should be contained if possible, wear protective coating.

.Ase vwater.to cool

i~

UNUSUAL FIRE AND EXPLOS|ON HA.LARDS

1]

less than adequate ventilation.

Vapor is heavier than air and may travel g’eat distance.

Vapors have tendencies to hang in enclosed areas of

oo
. b

v e
e o wrtind v

AR300272




Material Safety Data Sheet

€.
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PECIALISTY

| : " MsDs NUMBER s'rss-as
ol i SR MREACTWIW?"“MK %

PAGE 3 of

b NCRy o Doyt

STABILITY D UNSTABLE E STABLE | HAZARDOUS POLYMERIZATION D MAY occua wu_g_ NOT OCCUR

CONDITIONS AND MATERIALS TO AVOID
’ G Y B T . MR S, I S S N i
Gas and oil heaters, open flames and arc welding are capabie of causing thermal deccmposition. Do not mix

or store with strong acids, bases or oxidizers. Do not store in aluminum, zinc, or magnesium containers.”
Hydrolysis producing small amounis of hydrochloric acid possible with gross water contamination.

HAZARDOUS DECOMPOSITION PRODUCTS
Thermal degredation produces hydrogen chleride, carbon monoxide, and very small amounts of phosgene and

chlorise. -

'SECTION:)CS Sl nanaastapan

RESPIRATORY PROTECTION .
Use NIOSH approved organic vapor respirator within the limitation of this device. To prevent overexposure,

use positive pressure sglf conta*.ned breathing apparztus in all other situations.

PROTECTIVE CLOTHING
Wear impervious gloves (Neopreme, Viton) and protective clothing as required .o prevent skin contact. Wear
chemical goggles, safety glasses, or faceshield to protect eyes.

o

ADD!T!ONAL PROTECTIVE MEASURES -
In operations where spilling and splashi“g occurs, use impervious apron and boots to o*otect the body. Eye

wash stations and showers must be readily available. Spark resistant tools' suggested. Wash hands with soap
ané water after handling.--' - v, vt ovE o e oo Foocoomente oy Loy e

"SPILL OR LEAK PROCEDURES
Ground and/or bond all equi“ment. R R A o St ot A RS S A

B ™ . ceattrw L .. sttt g

L I o B A Nt . o A H B IR TR EE TN SR £ Re .o
LARGE SPILLS: '\/acuate haza*d area of unp:otected persomael. Fear appropriate protective.equipment. Shut off
source of leak only when safe to do so. Dike and contain liquid. Remove liquic with vacuum truck or pump to
non leaking salvage or storage containers. Soak up residue with absorbent materials; place intec.hon leaking
drums to await proper disposal. Flush area to remove trace amounts, collect flushings, dispose of properly.
.SMALL SPILLS: Take up with an absorbent material and place in a non leaking container, seal tig tly and
dispose of prope;ly.. Lo ' -

\_;,2 PV W

WASTE DISPOSAL
Dispose of through RCRA approved TSED facility, with respect to all state and local laws.

Methods of Disposal: Recycling, Incineration or as last resort - Landfilling.

ENVIRONMENTAL HAZARDS
This procduct ls to be considered a hazardous material and should not be allowed to enter sariaee’!ate:‘s or
sewerage systems. Releases into environment may be reportable under state and/or feﬂeﬁagwglyﬂ




Material Safety Data Sheet

rRW.Eakeninc.
[T ey |

SOLVERT ANC ¢!
mClALl‘TI
Smacs reap

. Keep liquid or vapors away from open flames or sparks.

Ground all eguipment.

Do not weld, drill or grind on containers!

Dmpty containers are still considered hazardous.

Keep containers tightly closed. Store properly out of weather when possible.

Hot surfaces may cause thermal decomposition and thusly,resultant noxious gases. Always have adequate

ventilation in- work and laboratory areas. . - W, R ) e

- . : . : . . -

+

MSDS NUMBER STS5-85 PAGE Jof 4

[Jriammaste Licuio [] comsusTisLe Liquio [] oxipizing MaTERIAL NON-FLAMMABLE
DEPARTMENT :
OF NOT HAZAR
TRANSPORTATION [] rammasLe souo [ ] poison. crass a [ corrosive materiaL [X] NoT | Rééuﬁ%%r%\é
CLASSIFICATION : :
D FLAMMABLE GAS D POISON, CLASS B D IRRITATING MATERIAL D OTHER Specily below
: L . A A : : R

+ [D.C.T. PROPER SHIPPING NAME  Coe o mmr a7 N oo L. : o
SAP-T-S0L  #5 Not Hazardous Material In Virgin State

~ |OTHER REQUIREMENTS

v

“ Waste Name: . Waste Solvent N.O.S.. ORM~A .., .- NA1993

- ZPA - Resource Conser:vation Recove—y Act (RCRA) o PRI ;
If this product can no longer be used, or is part of a waste stream, the resulta:.t would be
classified as a hazarcous waste.

HAZARDOUS WASTE CCDE NUMBER - F001l, DOO1

‘ ! EPA - Comprehensive Environmental Response, Compensatioz, Liability Act (CERCLA) .
Releases to air, land or water are reportable under CERCLA (Superfund) when relea.ses exceed
- . -7 -reportable quantities. L oy AR - - .

e X .. -~ . - oL s I . - . ) Ty . T oL 3

H RQ,':NODE“: R A . R R

ENTRGENCY RESPONSE GUIDE - #74, #27

The information contained hersin is based on data considered SIGNATURE/TITLE
accurate. However, no warranty is expressed or implied
regarding the accuracy of these data or the results to be |_. . . ,
obtained from the use thereof. 7 P .R W. Eaken lnc. "

‘ndor assumes no responsibility for injury teVendee or third - ' B ' ek

sons proximately caused by the material if reasonabie safety (pzii)sggx&";‘u'"‘pon PA. 19533
”rocadures are not achered 10 as stipulated In the gata sheet.

A

LSRR 2 WRae Al it

dditionally, vendor assumes no responsibility for injury to /
. . . i . " A ol

2
A

vendee or third persons proximately caused by abnormal use of
1ne material evanif reasonable safety procedures are followed. | o . - { DATE PREPARED 0CT 1005

v

Furthermore, vendee assumes the risk in his use of the material, !
AR30027 -
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CHARLES H. AU
PRESIDENT

EDUCATION
B.S., 1953, Civil Engineering, Case Institute of Technology
REGISTRATION
Professional Engineer: Ohio, Pennsylvania
PROFESSIONAL EXPERIENCE

1085 to Present: Mr. Au is the President of Remcor, Inc., bringing tfo-
gether the engineering and field services capabilities to provide engi-
neered solutions to waste management issues. Mr. Au serves a technical
role in the evaluation of constructibility and cost of remedial alter-
natives invelving earthwork, pipeline construction/rehabilitation, and
facility demolition.

1984: Mr. Au served as the Chief Operating Officer for Garvey Indus-
tries, Inc. in Wichita, Kansas, responsible for the profitable operation
of 40 individual companies involved in diverse industries throughout the

United States.

1953 to 1983: Most of Mr. Lu's career has centered around the organiza-
tion and management of Roger J. Au & Son, Inc. (Au), a heavy, diversi-
fied civil and marine construction company with corporate headquarters
in Mansfield, ©Ohio.

The firm, founded in 1936, was a small local construction company. In
1957, he began managing the firm and built it into a sophisticated,
well-run, financially sound organization that was one of the most re-
spected and largest firms of its kind in the Midwest. Contract totals
at their peak exceeded $160 million.

Mr. Au also established and served as President or Chairman of several
companies affiliated with the construection firm. He had primary respon-
sibility for the organizational management and all legal and financial
matters of the following companies:

* Rauco Insurance Company, Ltd., Bermuda -
Captive offshore liability carrier

*+ Rice-Young-Cooper-Mitchell Insurance Agency,
Mansfield, Ohio
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CHARLES H. AU 2

*+ C(Cleveland Tractor Company, Cleveland, Ohio -
Heavy equipment dealer

+ Mansfield Equipment Company, Mansfield, Ohio -
Heavy equipment dealer

+ (deco Maritime Construction Company - Heavy civil
and maritime equipment holding company with $65
million worth of equipment

+ Cee-Em Realty Company - Management of industrial
properties

+ Au-Rel - Design and construct engineering
projects.

OTHER TRAINING

Successful completion of the "Hazardous Materials Handling" Course, May
1986, NUS Corporation, Pittsburgh, Pennsylvania.
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LEO M. BRAUSCH
VICE PRESIDENT

EDUCATION

M.S., 1976, Civil and Environmental Engineering, University of
Cincinnati

B.S.C.E., 1975, Civil and Environmental Engineering, University of
Cincinnati

REGISTRATION
Professional Engineer: Mississippi, New Mexico, Ohio, Pennsylvania
Emergency Medical Technician: Pennsylvania
PROFESSIONAL EXPERIENCE

1985 to Present: Mr. Brausch is Vice President of Remcor, Inc. in re-
sponsible charge of the Engineering and Project Development Division.
In this role, he has served as the director and key technical contribu-
tor for approximately 50 site investigation and site cleanup projects.
Fxamples of key experiences follows:

- Investigation and subsequent cleanup of a 90-acre
industrial complex in western Pennsylvania. This
project involved the assessment of contamination
and design and implementation of remedial mea-
sures associated with: polychiorinated biphenyl
(PCB) decontamination of plant buildings, equip-
ment, and process sewers; closure of a former PCB
waste disposal area; decontamination and closure
of electroplating facilities; and plant-wide re-
moval of asbestos-containing materials.

+ Subsurface investigations and design of cleznup
programs associated with petroleum hydrocarbon
(PHC) contamination at two sites in New Jersey.
Work involved assessing contamination from leak-
ing -underground storage tanks, spills, and other
sources, Remedizl mezsures evaluzted ‘include
free product recovery, ground water treatment,
tank removal, tank closure, biloreclamation, and
slurry wall containment.
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LED M. BRAUSCH 2

+ Remedial investigation/feasibility study (RI/FS)
under the Comprehensive Environmental Response,
Compensation, and Liability Act (CERCLA) of a
six-acre landfill containing an estimated 100,000
cubic yards of PCB-contaminated materials. After
extensive site studies, three technically feasi-
ble, cost-effective remedial alternatives were
developed.

+ The Resource Conservation and Recovery Act (RCRA&)
closure plan development and implementation for
five surface impoundments containing 8,000 cubic
yards of electroplating sludge &t a site in
Mississippi. The closure involves on-site de-
watering of the sludge, in-situ containment of
contaminated soils, and ground water recovery/
treatment. In addition, potential continuing
releases from other on-site solid waste manage-
ment units (SWMUs) are being investigated.

+ Subsurface investigations of volatile organic
contamination associated with former drummed and
bulk solvent disposal areas and underground sol-
vent storage tanks at two industrial plant sites.
The investigations included borings, soil and
grrund water testing, and use of an organic vapor
analyzer to determine the presence of subsurface
volatile organic contamination.

Mr. Brausch has also served as an expert witness. For a major civil ac-
tion involving PCB contamination of five industrial facilities  in three
states, Mr. Brausch testified relative to contaminztion assessment meth-
ods, decontamination procedures and costs, and PCB transport mechanisms
and pathways in interior settings. In adjudicatory hearings for a pro-
posed hazardous waste landfill in Ohic, Mr. Brausch addressed design,
construction, operational, and closure issues. :

1980 to 1985: Mr. Brausch served as the Manager of Project Development
for 1T Corporation 1in Pittsburgh, Pennsylvania (formerly D'Appolonia
Waste Management Services). His primary role was in the planning and
development of remedial response programs for formerly utilized waste
disposal sites. Representative experiences included the following:

*+ Project manager for the investigation of the de-
gree and extent of PCE contamination at seven fz-
ciiity locations in five states. These projects
included development and execution of investiga-
tion programs, evaluation of alternative decon-
tamination technologies, and preparation of de-
tziled decontamination plans and cost estimates.

L
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LEC M. BRAUSCH 3

+ Project manager for the preparation of a RCRA
closure plan for a formerly used secondary lead
smelter site in Florida. The project involved a
comprehensive contamination survey, subsurface
exploration, and ground water monitoring. Mr.
Brausch headed the design team for waste removal,
facility decontamination, and ground water treat-
ment aspects of the closure.

+ Project director for the preparation of the RCRA
closure plan for two lagoons (containing nearly
100,000 cubic yards of mixed organic and inorgan-
ic sludges) at a plant site in southern Ohio.
The closure plan calls for dewatering and physi-
cal stabilization of sludges preparatory to on-
site containment.

In addition to such assignments, Mr. Brausch served as an in-house con-
sultant in health and safety programs; air guality monitoring during
waste site cleanup; and waste analysis, manifesting, transportation, and
disposal.

1978 to 1980: Mr. Brausch served as the Lead Engineer, Environmental
Issues, for the environmental and safety analysis of the Waste Isolation
Pilot Plant (WIPP) proposed for a site east of Carlsbad, New Mexico.
This position involved coordiriting and leading investigations attendant
to all environmental permits, approvals, and compliances required for
this radioactive waste storage/disposal facility.

1976 to 1978: Mr. Brausch served as a project leader and technical con-
tributor on interdisciplinary environmental investigations and engineer-
ing designs. His principzl involvement was in environmentzl permitting
and the design of pollution control facilities. Representative techni-
cal tasks and responsibilities included air quality and meteorological
monitoring, prepzaration of emission inventories, and evaluations of con-
trol technologies for new-source air quality permitting. Mr. Brausch
also prepared the process, hydraulie, and structural design of indusiri-
al wastewzter treatment facilities. Key issues in the treaztment schemes
included the design and economic analysis of alternative treatment
schemes (e.g., precipitation/clarification, ion exchange, biological);
conveyance and disposal of metal hydroxide and organic sludges; and
plant start-up, operation, and maintenance.

1672 to 1976: Prior to receiving his degrees, Mr. Brausch worked part
time as an engineering technician in wastewater treatment design, high-
way planning, and surveying.

[TV e W
. . g

AR300280

[
w e Vi



LEQ M. BRAUSCH y
PUBLICATIONS AND PRESENTATIONS

Husak, A. D., L. M. Brausch, and B. P. Bundy, 1985, "Recent Experiences
in Waste Site Remedial Action," Symposium Proceedings, American Insti-
tute of Chemical Engineers 1985 Spring National Meeting, March 25
through 28, Houston, Texas.

Brausch, L. M. and J. S. Lewis, Jr., 1984, "Case Study: Leachate Con-
tainment System Installation, Lipari Landfill, Pitman, New Jersey,"
Superfund Update: Cleanup Lessons Learned, symposium sponsored by
Center for Energy and Environmental Management, May 21 and 22, Denver,

Colorado.

Brausch, L. M., 1984, "Advances in Ground Water Treatment Technology,"
General Electric Environmental Protection Seminar, April 25 through 27,
Philadeiphia, Pennsylvania.

Brausch, L. M., 1983, "Implementation of Remedial Action Program, Enter-
prise Avenue Site," Proceedings, Conference on the Disposal of Selid,
Liguid, and Hazardous Wastes, American Society of Civil Engineers, April
28 and 29, Bethlehem, Pennsylvania.

Brausch, L. M., 1882, "Siting and Design of Hazardous Waste Landfills,"
Hazardous Wastes Generation and Management Conference, June 9 and 10,
1982, Pittsburgh, Pennsylvanisa.

Brausch, L. M., 1982, "Design and Construction of Landfills for Hazard-
ous Wastes," Internationzl Conference on Technology and Technologv
Exchange, May 3 through 6, 1982, Pittsburgh, Fennsylvania,

Hohmann, G. L. and L. M. Brausch, 1981, "Environmentazl Impact and Pro-
tection for the Waste Isolaztion Pilo:t Plant (WIPP)," Waste Management
'81, American Nuclear Society Topical Meeting, Tuscon, Arizona.

Laushey, L. M. and L. M. Brausch, 1979, "The Geometriecs of Rill Forma-
tion on Hillsides," Proceedings of the XVIII Congress of the IAHR,
Internationzl Associated for Hydraulic Research, Caligari, Itzly.

Brausch, L. M., 1976, "Observations on Rill Pattern Development,"
Master's Thesis, University of Cincinnati, Cineinnati, Ohio,
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JOHN F. WINTER
VICE PRESIDENT

EDUCATION

M.S., 1963, Civil Engineering, The Ohio State University
B.S., 1961, Mathematics, The Ohio State University

REGISTRATION

Professional Engineer: Florida, Indiana, Michigan, New York, Ohio,
Pennsylvania

Licensed Contractor: California, Florida, Louisiana, New Mexico, Utah
PROFESSIONAL EXPERIENCE

1985 to Present: Mr. Winter presently serves as Vice President of
Remcor, Inc. in responsible charge of the Field Services Division.
Remeor's Field Services Division serves industry by providing planned
cleanup of hazardous material contamination problems. Services offered
include waste removals, treatment, isolation, decontamination of facili-
ties, ground water treatment, lagoon stabilization, slurry walls, and
the construction of hazardous waste disposal facilities, Recent proj-
ects performed by the Remcor Field Services Division include numerous
poliychlorinated biphenyl (PCB) decontamination projects, solidification
and disposal of industrial lagoon sludge, cleanup of cyanide plating
sludges, tank decontamination, lagoon sludge dewatering, and removal of
metzls-contaminated soils.

Mr. Winter's Field Services Division also provides a cost estimating
service, by which several proposed design zlternates may be evaluated
for constructibility and cost effectiveness.

1081 to 1985: Mr. Winter served as Field Operations Manager for Inter-
national Technology Corporation (IT), Pittsburgh, Pennsylvania (formerly
D'Appolonia Waste Management Services) responsible for the estimating
and management of zll field projects in the eastern United States. The
types of projects Mr. Winter managed during this time period includec:
hazzrdous waste cleanups and removals, ground water treztment, lagoon
stebilization, in situ waste isolation, decontamination of facilities,
and construction of hazardous waste disposal facilities. Included in
these projects were over 16 sites that were listed on the National
Priority List for Superfund.

The totzl dollar value of IT projects managed by Mr. Winter during this
time period exceeded $40 million.

AR300282.



JOHN F. WINTER 2

1968 to 1981: In 1968 Mr. Winter joined Roger J. Au & Son, Inc. in
Mansfield, Ohio. From 1968 until 1973 he was responsible for estimating
and office management of major heavy civil underground projects. The
majority of these projects were sewer and waterline construction proj-

ects. In 1973 he was promoted to the office of Executive Vice Presi-
dent. From 1973 until 1981 he was the officer in charge of all estimat-
ing and construction activities. Total annual construction volume

reached a peak of $60 million during this period.

The types of projects Mr. Winter managed during this period included
power plant site work, concrete foundations and structures, sewers,
water lines, tunnels, piling, marine dikes and docks, subaqueous out-
falls, dredging, and industrial and muncipal waste disposal.

1963 to 1968: Mr. Winter joined Chapin & Chapin, Inc. of Norwalk, Ohio
in 1963 working in field and office construction engineering on large
highway and heavy construction projects. These projects included esti-
mating and field management of two large interstate highway projects, a
large coal handling facility, two power plant site preparation projects
and numerous smaller heavy civil projects. '

14



DEBORAH T. MARSH
PROJECT MANAGER

EDUCATION

M.S., 1979, Civil Engineering, University of Colorado
B.S., 1978, Civil Engineering, University of Colorado

REGISTRATION
Professional Engineer: Ohio, Penhsylvania, West Virginia
PROFESSIONAL EXPERIENCE

1085 to Present: Ms. Marsh is a Project Manager in the Engineering and

Project Development Division of Remcor, Inc. She is responsible for de-
veloping and managing hazardous waste projects, including:

+ Project management for a $2.5 million turnkey
remedial investigation/feasibility study (RI/FS)
and decontamination of a site contaminated with
polychlorinated biphenyls (PCBs), polychlorinated
dibenzo-p-dioxins (PCDDs), and polychlorinated
cibenzofurans (PCDFs). Tasks included preparation
and execution of z sampling and anzlysis plan, im-
plementation oI a surface water control pian,
cleaning demonstrations of building interiors by
concrete milling, acid etching, and high-pressure/
high~-temperature washing, and excavation and re-
moval of "hot spots." The U.S. Environmental Pro-
tection Agency (EPA) approved the RI/FS, and the
cleanup is expected to be completed shortly.

In an area of known PCB and PCDD/PCDF contamina-
tior, Remcor determined, by anzlysis of different
sample media, that the PCDD/PCDF contamination
was, for the most part, assocliated with a paint
lzyer on wood. From all available data, Remcor
ceveloped a relztionship between the tetrachlori-
nated dibenzofuran (TCDF) concentrztion in a sam-
rme to a celculated 2,3,7,8-tetrachlorinated
c¢ibenzo-p-dioxin (2,3,7,8- TCDD) eguivalence value,
This relationship is being used as =z screening
id, saving $400 for each analysis.

M

Cleanup criteria recommended in the RI/FS were zc-
cepted by the ZP4 and are readily achievable using
the methods demonstrated previously at the site.



DEBORAH T. MARSH 2

The cleanup will allow the site to be used for
manufacturing or service industries with no con-
tinuing threat to human health or the environment.

+ Project management of a fast-track preliminary de-
sign report evaluating alternatives for upgrading
a chemical waste landfill and associated leachate
collection basin to meet EPA's minimum technology
standards. The study detailed engineering and
construction work tasks necessary for implementing
each recommended retrofit, Criteria utilized in
comparing alternatives included:

- Cost analysis

Technical feasibility

Regulatory compliance and implications

Impact on Resource Conservation and Recovery Act
(RCRA) hazardous waste handling operations

Ease of construction.

t

‘ The client is using this report as a basis for
evaluating options concerning exemption petition-
ing, construction activities required, and long-

term changes in the landfill operating plan.

+ Management of a subsurface investigation project
designed to identify the laterazl and vertical ex-
tent of wastes which were placed in a remote zrea
about 27 years =zago. These wastes are known to
contain TCDD.

*» Tracking of RCRA regulations, Comprehensive Envi-
ronmental Response, Compensation, and Liability
Act (CERCLE&)/Superfund developments, PCB regula-
tions, New Jersey's Environmental Cleanup Respon-
sibility Aect regulations, Leaking Underground
Storage Tank (LUST) regulations and other develop-
ments from the 1984 Hazardous and Solid Waste
Atmendments, the 1986 Superfund Amendments and Re-
authorization Act, as well as other major state

developments. Ms. Marsh maintzins a resource to
provide regulatory interpretation and negotiating
strategy.
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DEBORAH T. MARSH 3

1984 to 1985: Ms. Marsh served as the Discipline Manager for Regulatory
and Permitting projects for International Technology Corporation (IT) in
Pittsburgh, FPennsylvania. She directed many projects, ranging from
ground water contamination investigations, new facility designs, exist-
ing facility double-liner retrofitting projects, and closure plans, to
preparing RCRA Part B permit applications for major, complex facilities.
She assisted many industrial clients in responding to and negotiating
items such as Notices of Deficiency (NOD), consent orders, administra-
tive orders, and other enforcement actions. Some representative experi-
ences include:

« Management of eight RCRA Part B Permit Application
projects (and key input to over 20 others) involv-
ing plants with only simple container storage to
multi-unit plants with landfill(s), surface im-
poundment(s), incinerator(s), and container and
tank storage areas.

« Coordination of the design of two major new haz-
ardous waste landfills to meet the double-liner
requirements of the new regulations.

» Preparation of a detailed closure plan for a major
industrial eclient's hazardous waste surface im-
poundments. This required developing a sampling
plan to obtain representative sludge samples,
characterizing the sludges, then evaluating sev-
eral closure alternatives before choosing a sta-
bilization agent and determining a design mix to
prepare the sludge for capping.

1979 to 198L4: Ms. Marsh served as a Senior Engineer in the Technical
Center, Environmental Engineering Department for Union Carbide Corpora-
tion (Union Carbide) in South Charleston, West Virginia. She consulted
to all Union Carbide chemicals and plasties plants, working mainly in
the hazardous waste arez, but also reviewed major capital projects for
health and environmentzl concerns, designed a wastewater tLreatment
facility for an zcrylics manufacturing unit, and served on a Nationzl
Follution Discharge Eliminaion System (NPDES) team to negotiate a dis=-
charge permit for a major chemicazl plaznt. Ms, Marsh reviewed RCRE regu-
lations for impazct on Union Carbide's facilities and commented on the
regulations for Chemiczl Manufacturer Associztion committees. She
helped plants comply with the early ground water monitoring requirements
by choosing well locations anc depths and/or preparing sampling and
anzlysis plans. Ms. Marsh 2lso preparecd RCRA documents for' several
facilities; ground water quality assessment plans, RCRA Part B Permit
Applications, and closure plans are examples.
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DEBORAH T. MARSH 4

She managed several ground water contamination investigations, including
deciding well locations, supervising drilling, developing analytical
programs, and assessing and reporting results. These investigations
were triggered by Superfund, RCRA imminent hazard concerns, or by RCRA
Interim-Status Ground Water Quality Assessment Plan requirements.

Ms. Marsh developed solid and hazardous waste checklists for Union
Carbide's internal environmental audit program, then coordinated and led
several audits at different facilities. Some audits were specifically
investigating hazardous waste activities; others were comprehensive and
included good housekeeping practices in addition to regulatory require-
ments for air, water, and solids,

PROFESSIONAL AFFILIATIONS

American Society of Civil Engineers

National Waiter Well Association

Water Pollution Control Federation

Chi Epsilon

Tau Betz Pi

Hzzardous Materials Control Research Institute

PUBLICATIONS AND PRESENTATIONS

Marsh O. T. and H. E. Thomson, Jr., 1986, "Small Quantity Generator Re-
guirements with Emphasis on Used Oil Recycling," presented at The Equip-
ment Service Associztion Conference, Las Vegas, Nevada, May 10, 1986.

Marsh, D. T., 1685, "Toxic Substances Control Act,"; "RCRA Basic Provi-
sions,"; "RCRA Permit Process," Training Seminar on Environmental Regu-
lations, presented to E. I. DuPont DeNemours and Company, Savannah River
Plant, Aiken, South Carolina, June 20-21, 1985.

Marsh, D. T., L. Benefield, E. Bennett, D. Linstedt, D. Smith, and R.
Hartman, 1981, "The Coupled Trickling Filter-Rotating Biological Contac-
tor Nitrification Process: Design Considerations,”" Journzl Water Pcllu-
tion Control rederztion.

Marsh, D. T., 1979, "The Coupled Trickling Filter-Rotating Biological
Contactor Nitrification Process: Design Considerations," Water Pollu-
tion Control Federstion Conference, Houston, Texas.

Marsh, D. T., 1679, "The Coupled Trickling Filter-Rotzting Biological

b
Contactor Nitrification Process: Design Considerztions,” Master's
Thesis, University of Colorado, Boulder, Colorado.
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WILLTAM E. ROSENBAUM
PROJECT MANAGER

EDUCATION
M.S., 1983, Business Acministration, kobert Morris College
B.S., 1974, Civil Engineering, University of Notre Dame
REGISTRATION

Professional Engineer: Pennsylvania
Certified Sewage Treatment Plant Operator: Pennsylvania
Certified Waterworks Operator: Pennsylvania
PROFESSIONAL EXPERIENCE
1987: Mr. Rosenbaum has recently joined Remcor, Inc. as a Project Mana-
ger in the Engineering Group. His responsibilities include project man-

agement and kKey technical contributions related to remegial  action
design. His project experience at Remcor includes:

* Design »f modifications to the closure of a series
of hazardous waste holding lagoons to optimize the
-design, reduce construction costs, and expedite
completion of the closure.

+ Development of a work plan for the site
stabilization of a former metals processing
facility. The site was contaminated with
radioactive thorium and heavy metals.

1981 to 1987: Mr. Rosenbaum served as a Senior Engineer and f&ssistant
Engineering Manager responsible for the Envirormental Design Group of
Baker/TSA Inc. As Assistant Engineering Manager, he manzged & group of
18 engineers znd technicians and was responsible for the following:

ity control.

« Technical cquzl

+ Personnel performance reviews.

+ Preparztion of proposals.

+ Budgetary control of design projects.

-

His major pFOJEC» experience at Baker/TSA Inec. included the following:

* Project Mzanager for grading and capping of =a
hazardous waste 1landfil) in New Jersey. The
project  included regrading, instalilatio of

oo~ ;s Lr)‘ 8
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WILLIAM E. ROSENBAUM 2

‘ waterways, leachate collection system, gas vents,
and low permeability soil cap. Total construction
cost of the grading and capping project was §$4.5
million,

+ Design Manager for the preparation of plans, specifications,
operations and permitting for radiological contamination
removal in Essex County, New Jersey. Project budget was $12
million and required the preparation of detailed plans and
specifications in six weeks. The project included contracts
for construction, transportation and dispesal and involved
resident relocation, radiological health and safety
procedures, public relations and utility coordinztion,

+ Project engineer for the preparation of plans and specifica-
tions for the closure of a hazardous waste landfill owned
and operated by a major steel company. The project included
regrading, installation of a clay cap, leachate and runoff

piping.
+ Project engineer for the preparation of plans and

specifications for the design of a fly ash disposal landfill
located on the banks of the Ohio River.

‘ ' + Developed, for 2 major steel corporation, portions of a
Comprehensive Hazardous Waste Management Plan dealing with
westewater treatment, storage and disposzal. The plan

reviewed options and developed alternatives to economically
comply with hazardous waste and NPDES regulations.
Klternztives reviewed included recyvcle/reuse, operations and
process modifications and waste reduction measures.

+ Designed and supervised preparation of drawings and specifi-
cations for a wastewazter treatment facility to store and
treat runoff from a 35-zcre cozl handling facility in

&shtabula, Ohio. The project incliuded an equalizztion
lzgoon conscructed &t lake level using slurry well
technology.

1677 to 1981: Mr. Rosenbaum served as a Process Project Engineer for

The Chester Engi nee"s, Inc., Coraopolis, Pennsylvaniz, where his cduties
included the following:

+ Supervising facili ty design projects for various
industries, includ the design and construction
of hazarcous waste han ling fecilities in compli-
ance with KResource Conservation and Recovery Act
(RCRA) reguirements.

. « Obteining permits from state and federzl agencies.

[ ‘s S e g
\
L ‘,)

@gsoazae



(W8]

WILLIAM E. RCSENBAUM

+ Preparation of itemized construction cost estimates and in-
house construction supervision.

Following is a summary of Mr. Rosenbaum's major project experience:

+ Designed and provided general inspection services
for the construction of a double lined hazardous
waste holding lagoon for a major electronics
manufacturer, The facility included two one-
million gallon compartments each equipped with a
double liner with intermediate leak detection and
collection system. A1l piping to and from the
facility was installed in a casing pipe with a
separate leak collection system.

« Project manager for the $5million addition to the
wastewater treatment facility owned by a heavy
eguipment manufacturer in Illinois. The project
included API separation, clarification,
thickening, vacuum filtration, shallow bed sand
filtration and chrome treztment.

+ Lead project engineer for the design of additions
to an existing treatment facility owned by =&
manufacturer of electronic compcients. The
svstem, designed for the treatment of ion exchange
spent regenerate, including softening, reverse
osmesis and double lined solar evaporaticn ponds.

+ Lezd project engineer for the design of a bztch
treztment system to remove arsenic and selenium
from rinse wzters generated in the manufacture of

copy equipment. The system was designed zround a

process utilizing zctivated zlumina.

1976 to 1677: Mr. Rosenbaum served as a Resident Engineer for Black and

Veateh Consulting Engineers. His responsiblities included construction

supervision for the purpose of assuring compliance with plans and
< .

specificaztions and surveying.

1874 ¢o ist Strategic

icT .
Missle Wing zs & Miss

zum served with U.S. &ir Force, 35
zunch Officer,.

PROFZSSIONAL AZFFILIATIONS

-

merican Society of Civil Engineers
Emerican Water Works Lssociztion
Wazter Pollution Control Feceration
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JOHN A. GEORGE
SENIOR SCIENTIST

EDUCATION

M.S., 1976, Terrestrial Ecology, Clarion University of Pennsylvania

B.S., 1975, Biology, Clarion University of Pennsylvarnia
PROFESSIONAL EXPERIENCE

1987: Mr. George recently joined Remcor, Inc. as a Senior Scientist in
the Engineering Group. In this position he is responsible for schedule,
budgetary development and control, and technical oversight of projects
relative to site characterization and remedial alternative evaluation.

He is presently managing a study of volatile organic ground water con-
tamination at an industrial site near Allentown, Pennsylvania, and is
participating in a study of the U.S. Environmental Protection Agency
(EPA) Resource Conservation and Recovery Act (RCRA) Corrective Action
Program on the domestic steel industry.

1982 to 1987: Mr. George served as a Project Manager in the Waste
Management Services Division of NUS Corporation in Pittsburgh, Pennsyl-
vania. During much of this period NUS was the prime contractor to the
EPA for Remedial Planning and Field Investigation Team (FIT) support for
the Superfund Program. Mr. George participazted in several Remedial "5~
vestigation/Feasibility Studies (RI/FS) at Comprehensive Environmenta

Response, Compensation, and Liability Act (CERCLA) sites, both techni-
cally and in a managerial role. The following provides a representative
listing of project experience:

* Groveland Wells Site, Groveland, Massachusetts

Project Manager - RI/FS for 820-acre municipzl
wellfield in northeastern Massachusetts contami-
nated with volatile organics, principally
trichloroethylene (TCE)

+ Charles George Land Reclamation Trust Landfill
Site, Tyngsboro, Mzssachusetts

Project Manager - RI/FS for 70-acre municipal and
industrial waste 1landfill in northeastern Massa-
chusetts overlying contaminated fractured bedrock
aguifer tapped by domestic wells; total landfill
volume approximately four million cubic yards.

~'§| v 'b.“?: ~ e~ _.»:' n -\t!
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. + Cannon Engineering/Plymouth Site, Plymouth,
Massachusetts '

Technical Lead - Wetlands and Floodplain Assess-
ment in support of Feasibility Study.

+ Drake Chemical Site, Lock Haven, Pennsylvania

Technical Lead - Assessment of vegetative stress
due to discharge of herbicides from a former
manufacturing facility.

+ Sullivan's Ledge Site, New Bedford, Massachusetts

Project Manager - RI/FS for volatile organic/PCB/
metals disposal in abandoned quarry pits.

+ Leetown Pesticide Site, Leetown, West Virginia

Project Manager - RI/FS for evaluation of 2.5-
square mile watershed contaminated through indis-
criminant disposal of pesticides and the use of
agrichemicals.

+ Leetown Pesticide Site, Leetown. West Virginia

Project Manager - Bench Scale Treatability Study
‘ of Microbial Degradation of Pesticides by Indig-
enous Soil Microbes

1980 to 1982: Mr. George served as Director of Mining Services with
Penn Environmental Consultants (acquired by NUS Corporation in 1681),
supervising a staff that provided complete engineering and permitting
services to several moderate-sized Appalachian surface mining interests.

1979-1980: Mr. George served as a principal investigator with Michael
Baker Corporation, Beaver, Pennsylvania. His responsibilities involved
environmental assessments for utility line construction and development
of environmental bazseline data for mining operations.

1977-197%: Mr. George served as Supervisor of the Land Stabilization
and Reclamztion Program (Surface Mining Reclamation) at Belmont Techni-
cal College, St. Clairsville, Onio.

PREVIOUS PROFESSIONAL AFFILIATIONS

American Chemistry Society

American Institute of Biological Sciences

Pennsylvania Mining Professionazls (Vice President, 1981/1982)
Soil Conservation Society of America
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PUBLICATIONS

Hubbard, A. E., J. A. George, R. Hubbard, and W. Hagel, 1986, "Quantita-
tive Risk Assessment as the Basis for Definition of Extent of Remedial
fction at the Leetown Pesticide Superfund Site," Presented at the HMCRI
Superfund '86 Conference, Washington, DC.

George, J. A., 1982, "Erosion and Sedimentation Control Alternatives -
Surface Mining in Northern Appalachia," presented at the Fifth Annual
Meeting of the Water Pollution Control Association of Pennsylvania,
Pittsburgh, Pennsylvania.

George, J. A., 1976, Seasonal Weight and Activity Relationships in a
Free-Ranging Population of the Eastern Chipmunk (Tamias stristus)
Rodentia: Sciuridae, Master's Thesis, Clarion State College.




LINDA K. SCHOLL
SENIOR SCIENTIST

EDUCATION

B.S., 1974, Medical Science, Alderson-Broaddus College
Graduate Study: Industrial Hygiene and Environmental Science,
West Virginia College of Graduate Studies

PROFESSIONAL EXPERIENCE

1986 to Present: Ms. Scholl is Senior Scientist in the Engineering and
Project Development Division of Remcor, Inc. She is responsible for the
development and implementation of environmental and occupational health
projects at Remcor, including:

+ Administrative responsibility for Remcor corporate
health and safety

+ Development and implementation of project health
and safety plans and training of site personnel

+ Performing hezlth, safety, and industrial hygiene
audits &t remedial sites and manufacturing
facilities '

+ Development of Endangerment Assessments for Com-
prehensive Environmenta Response, Compensation,
and Liability Act (CERCLA) sites

+ Development of Alternate Concentration Limits
demonsirations for Resource Conservation and FRe-
covery Act (RCRA) Part B permit applications

+ Development of health-bazsed clean-up criteria for
remecdiation of hazardous waste sites.

1676 to 1088: Ms. Scholl servecd as Senior Engineer in the Hezlth, Szfe-
ty anc Environmental Services in the Environmental Engineering and Re-
search znd Development Departments for Union Carbide Corporation (Union
Carbide) in South Charleston, West Virginiz. She corsulted to zll Union
Carbide chemicals and plastics plants, working me2inly in the hazardous
waste, occupationzl hezlth, and air guality control areas. She zlso
worked two years in zanalytical ressazrch for Union Carbide's centrzl
Reseazrch and Development Department.
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LINDA K. SCHOLL 2

In Environmental Engineering, Ms. Scholl performed health risk assess-
ments for a variety of sites, including CERCLA Endangerment Assessments
for inactive disposal sites and contaminated facilities and the develop-
ment of Alternate Concentration Limits for RCRA Part B permit applica-
tions. She also developed health-based clean-up criteria for site reme-
dial activities. Ms. Scholl served as Health and Safety Officer for
field investigations with responsibility for employee training, develop-
ment of health and safety plans, and site audits.

Ms. Scholl spent three years in Union Carbide's Industrial Hygiene Re-
search and Development group where she was responsible for the develop-
ment and statistical validation of industrial hygiene sampling and ana-
lytical methods. Ms. Scholl was instrumental in the development of an
industrial hygiene sampling strategy for use in Union Carbide manufac-
turing facilities. She also conducted ‘industrial hygiene seminars and
training sessions and managed a2 chemical hazards data base for use in
the Occupational Safety and Health Administration (OSHA) hazard communi-
cations compliance activities for all Union Carbide sites and developed
health hazard ratings for organic chemicals. She was guest lecturer for
the West Virginia College of Graduate Studies and Marshall University in
Industrial Hygiene.

Ms. Scholl performed air quality sampling for several Union Carbide
locations, including stack sampling, ambient air surveys, fugitive emis-
sions studies, and sampling for odor assessment studies. She also de-
veloped sampling and analyticazl methods for ambient air surveys. She
performed hazardous waste characterization studies and thermal decompo-
sition studies. )

Ms. Scholl was involved in a variety of environmental hezalth audit func-
tions, including hazardous waste disposal auditor for Union Carbide's
technical center &zt South Charleston, health specialist for operationzl
health and safety surveys at manufacturing locations, and field audits
zt remedizl sites.

She has experience in analytical chemistry and quality assurance/quality
control, primerily with infrared, ultraviolet, and nuclear magnetic
resonance spectroscopy and with gas and liquid chromztography.

1074 to 1075: Ms. Scholl was z Physician's Assistant with responsibil-
ity for medical histories and physical exams, surgical assistance, emer-
gency medical care, patient counseling, and preliminzry diagnostic eval-
uetion. She was certified by the American Board of Mediczl Examiners
eznd was also a member of the American Academy of Physician's Assistants.

PROFESSIONAL AFFILIATIONS

1 Associaticon
rlygiene LEssociztion
Contrecl Resezrch Institute

Eir Pollution
Emerican Incdu
Hazardous Mat
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LINDA K. SCHOLL 3
PUBLICATIONS AND PRESENTATIONS
Scholl, L. K., 1985, "The Role of the Industrial Hygienist .in Hazardous

Waste Site Investigations," American Industrial Hygiene Association
Conference, Las Vegas, Nevada, May.

Wilkes, B. E., L. K. Scholl, and L. J. Priestley, "An Improved Thermal
Desorption GC/MS Method for the Determination of Chloromethane in Ambi-
ent Air", Microchemical Journal, September 27, 1982.
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JOSEPH G. KASPER
PROJECT GEOLOGIST

B.S., 1980,

1986 To Present: Mr. Kasper presently serves as a Project Geologist for

EDUCATION
Geology, West Virginia University

PROFESSIONAL EXPERIENCE

Remcor, Inc.
water monitoring programs,
Environmental Cleanup Responsibility Act (ECRA) studies,
servation and Recovery Act (RCRA) programs, and remedial investigations.

in responsible charge of developing and implementing ground
inecluding leaking underground storage tanks,
Resource Con-

Specific duties iInclude:

Managing a ground water monitoring program for a
Remedial Investigation/Feasibility Study (RI/FS) of
a2 closed landfill containing industrial and poly-
chlorinated biphenyl (PCB) wastes. The landfill
was characterized by a 1:1 slope with a multi-
aguifer ground water flow system.

Implementatica of an Environmental Conservation and
Recovery Act (ECRA) study of an industrial facility
characterized by lezking underground storage tanks
and a high water table. Duties included monitoring
well installation and sampling, determining extent
of contamination, and report preparation.

Conducting a subsurface investigation of volatile
organic contamination of a solvent storage area
utilizing volatile organic screening techniques.

"Supervision of a Resource Conservation and Recovery

Act (RCRA) study of & closed landfill containing
metal sludges. The program included monitoring
well instellation in zlluvial deposits, waste sam-
pling and delineation, and stream characterization,

Development of remedizsl alternatives for a feasi-
bility study of a closed hazardous waste landfill
utilizing waste isclation and ground water control
technologies.

Responsible for the development and preparation of
technicel reports and proposazls pertaining to sub-
surface investigations and ground wazter monitoring.

AR300287c~a29
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JOSEPH G. KASFER 2

1982 to 1986: Mr. Kasper served as a Hydrogeologist Site Manager for
NUS Corporation, Pittsburgh, Pennsylvania, developing and supervising
ground water investigations at uncontrolled hazardous waste sites and
industrial facilities. Duties included: 1identification of water-bear-
ing zones; supervision of monitoring well installation in consolidated/
unconsolidated formations; conducting aquifer permeability and dye
tracer tests; interpreting borehole geophysical logs; and writing reme-
dial investigation reports desecribing geology, ground water flow, and
water quality data. As a Geologist, he conducted field investigations
for RCRA ground water monitoring programs, developed drilling specifica-
tions for Superfund projects, prepared written proposals, wrote geology-
hydrogeology sections of Remedial Action Master Plans and Work Plans for
hazardous waste sites.

1981 to 1982: Mr. Kasper served as a Coal Exploration Geologist for
United States Steel Corporation, conducting active coal exploration on
various Eastern United States drilling programs. Duties included:
technical report writing; construction of isopach maps; interpretation
of borehole geophysical logs; logging core exploration holes; and depo-
sitional analysis of target coal seams.

AFFILIATION
National Water Well Association
TRAINING

Successfully completed NUS sponsored technical writing seminar (April
1984)

Successfully completed Superfund Training Course (February 1983) and
Basic Field Instrumentation Course (June 1983) on use of air monitoring

equipment (hnu, OV4, Photovac)

ttended short course sponsored by Pittsburgh Geological Society on the
use of borehole geophysics in ground water investigations (May 1983)
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CARY B. JACKSON
3249 SILVERTHORNE DRIVE
FORT COLLINS, COLORADO 80526
303/226-3561

Professional Background

Mr. Cary B. Jackson has over 12 years of professional experience in the
water, wastewater, and hazardous waste field. Nine of the years have
been in a project management and supervisory role. After receiving an
undergraduate degree in chemistry, Mr. Jackson began working at an 18
MGD sewage treatment facility. There he learned the basic operations of
primary and secondary treatment and applied principles of chemistry to
the treatment of sewage. Additionally, Mr. Jackson evaluated several
different types of bio-disc filtration systems for optimal biological
oxygen demand reduction, and aided in the investigation of industrial
discharge violators.

Later Mr. Jackson became a fundamental research chemist in water and
wastewater research for a Fortune 500 company. There Mr. Jackson evalu-
ated different processes for developing high purity drinking water sys-
tems employing reverse osmosis, deionization, ultrafiltration, carbon
adsorption, ozonation, and ultra-viclet radiation. Mr. Jackson also
studied mechanisms of trihalomethane formation in water and wastewater.
Under contract to the U.S. Environmental Protection Agency (EPA), Mr.
Jackson participated in the characterization of influenvs and effluents
from chemical and process manufacturer discharges. This characteriza-
tion was used in conjunction with the National Water Quality Survey and
was the first phase of a three-phase study for national discharge regu-
lations from industry and publiely owned treatment works.

While managing the organic section of a large wastewater laboratory for
an engineering firm, Mr. Jackson evaluated different types of carbon ad-
sorption systems for the removal of trihalomethanes and managed a multi-
million dollar analytical/engineering effort for characterizing indus-
trial and combined process wastewaters derived from product process of
organic and synthetic plastic chemical manufacturers. Further, Mr.
Jackson evaluated sludges for treatment and disposal. While working
there, Mr. Jackson became well known and recognized for his accomplish-
ments in the water and wastewater field.

In 1980, Mr. Jackson became an independent consultant providing services
to the EPA in reviewing Best 8&vailable Treatment and Technology data and
to engineering firms and wastewater laboratories in feasibility studies,
analysis and laboratory management.

In 1982, Mr. Jackson left his private consulting practice to manage, un-
der contract to an engineering firm, a hazardous waste research facility
for the EPA. During this time, Mr. Jackson managed up to 20 chemists
and technicians in the analysis of hazardous waste. Additionally, Mr.
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CARY B. JACKSON 2

Jackson edited the High Hazard Analysis Protocol for the EPA and co-
designed the high hazard laboratories for the Center for Disease Control
in Atlanta, Georgia and the EPA A.W. Breidenbach Environmental Research
Center in Cincinnati, Ohio.

In 1984, Mr. Jackson returned to private consulting, incorporating his
practice, known as Support Systems Inc.

From 1984 to October 1986, Mr. Jackson was retained by a large engineer-
ing firm and a corporation involved in the acquisition of environmental
laboratories to reorganize laboratory operations and to hire and train
laboratory personnel. Both of these tasks resulted in successful curing
of EPA action notices against the two firms.

Additionally, Mr. Jackson, through Support Systems Inec., has been award-
ed subcontractors to provide data review of EPA Contract Laboratory Pro-
gram analytical results.

Areas of Expertise

High Purity Water Systems

Wastewater Process Treatment Characterization and Evaluation
Drinking Water Systems

Program and Project Management

Gas Chromatographny

Mass Spectrometry

Laboratory Design

Laboratory Management

Quality Assurance

Pollutant Analysis

Sample Analysis Data Management Systems
PC Computers

Education

Bachelor of Arts, Chemistry, University of Northern Colorado, 1974

Graduate Courses, Chemistry, University of California, 1976

Graduate Courses, Business, University of Northern Colorado, present

Continuing Education Course, Supervision and Management by
Objectives, 1979

Continuing Education Course, Laboratory Design and Laboratory
Ventilation, 1983

Memberships

Past member and exhibitor, Federal Water Pollution Control Federation
Past member, American Water Works Association

Past member, California Water Pollution Control Federation

Present member, Environmental Protection Agency's Organic Caucus Group
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CARY B. JACKSON 3

Publications and Presentations

Jackson, C., Pavlick, R., Scholtz, H., Rushneck, D., Analytical Problem
Solving, J. Environ. Sci. and Health, A15(5), 1980. '

Taylor, J., Jackson, C., Miller, M., Rushneck, D., Laboratory Manage-
ment, J. Environ. Sci. and Health, A415(51), 1980.

Jackson, C., Interference Reduction Options, presented to the U.S. Envi-
ronmental Protection Agency's Best Available Technology conference,
Dallas, Texas, 1979.

Proceedings of the Southwest Geochemistry Conference, Tulsa, Oklahcma,
April 1983.

Presented a paper for the U.S. Environmental Protection Agency on review
of Effluent Guidelines, Rocky Mountain Analytical Conference, July 1985.

Chairs

U.S. Environmental Protection Agency's Organic Caucus Group Meeting, Las
Vegas, Nevada, 1984.

Lecturer

California Water Pollution Control Association, Priority Pollutants, San
Diego, California, 1979.

Minnesota Chromatography Forum, two-day course on laboratory design,
management, analysis and quality assurance, Minneapoclis, Minnesota,

1986.
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